San Joaquin Valle | | lgd W
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JUN 09 2010

Mr. Robert Beebout

Aera Energy, LLC

P.O. Box 11164
Bakersfield, CA 93389-1164

Re: Notice of Final Decision - ATC / Certificate of Conformity
Facility # S-1547
Project # S-1095309

Dear Mr. Beebout:

The Air Pollution Control Officer has issued Authority to Construct permits to Aera
Energy, LLC for its heavy oil production in their Heavy Oil Western Stationary
Source, California. Aera has proposed to modify these steam generators by
replacing fuel/air train components and/or reduce fuel sulfur limits as necessary
for Rule 4320 compliance.

Enclosed are copies of the Authority to Construct permits and a copy of the notice
of final action to be published approximately three days from the date of this letter.

Notice of the District's preliminary decision to issue the Authority to Construct
permits with Certificate of Conformity was published on April 26, 2010. The
District's analysis of the proposal was also sent to US EPA Region IX on April 26,
2010. No comments were received following the District’s preliminary decision on
this project.

Thank you for your cooperation in this matter. If you have any questions, please
contact Mr. Leonard Scandura, Permit Services Manager, at (661) 392-5500.

Sincerely,

éwd Warner

Dlrector of Permit Services

Enclosures
c Kris Rickards, Permit Services
Seyed Sadredin
Executive Director/Air Pellution Control Officer
Northern Region Central Region [Main Office) Southern Region
4800 Enterprise Way . 1990 E. Gettysburg Avenue 34946 Flyover Court
Modesto, CA 953568718 Fresno, CA 93726-0244 Bakersfield, CA 93308-9725
Tel: (209) 557-6400 FAX: (209) 557-6475 Tel: {559) 230-6000 FAX:{559) 230-6061 Tel: 661-392-5500 FAX: 661-392-5585

www.valleyair.org www.healthyairliving.com Printed on recyeld gaper.
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JUN 09 2010

Gerardo C. Rios, Chief
Permits Office

Air Division

U.S. EPA - Region IX

75 Hawthorne St.

San Francisco, CA 94105

Re: Notice of Final Decision - ATC / Certificate of Conformity
Facility # S-1547
Project # S-1095309

Dear Mr. Rios;

The Air Pollution Control Officer has issued Authority to Construct permits to Aera
Energy, LLC for its heavy oil production in their Heavy Oil Western Stationary
Source, California. Aera has proposed to modify these steam generators by
replacing fuel/air train components and/or reduce fuel sulfur limits as necessary
for Rule 4320 compliance.

Enclosed are copies of the Authority to Construct permits and a copy of the notice
of final action to be published approximately three days from the date of this letter.

Notice of the District's preliminary decision to issue the Authority to Construct
permits with Certificate of Conformity was published on April 26, 2010. The
District's analysis of the proposal was also sent to CARB on Aprll 26, 2010. No
comments were received following the District’s preliminary decision on this project.

Thank you for your cooperation in this matter. If you have any questions, please
contact Mr. Leonard Scandura, Permit Services Manager, at (661) 392-5500.

Thank you for your cooperation in this matter.

Sincerely,

éﬁ é;arner

%irector of Permit Services

Enclosures
¢: Kris Rickards, Permit Services

Seyed Sadredin
Executive Director/Air Pollution Control Officer

Northern Region Central Region (Main Difice) Southern Region
4800 Enterprise Way 1990 E. Gettyshurg Avenue 34946 Flyover Court
Modesto, CA 95356-8718 Fresno, CA 93726-0244 Bakersfield, CA 93308-9725
Tel: (209) 557-6400 FAX: {208) 557-6475 Tel: (559) 230-6000 FAX: (559) 230-6061 Tel: 661-392-5500 FAX: 661-392-5585
www.valleyair.org www.healthyairliving.com

Printod on racyclad paper. o
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AIR POLLUTION CONTROL DISTRICT HEALTHY AIR LIVING

JUN 09 2010

Mike Tollstrup, Chief

Project Assessment Branch
Air Resources Board

P O Box 2815

Sacramento, CA 95812-2815

Re: Notice of Final Decision - ATC / Certificate of Conformity
Facility # S-1547
Project # S-1095309

Dear Mr. Tollstrup:

The Air Pollution Control Officer has issued Authority to Construct permits to Aera
Energy, LLC for its heavy oil production in their Heavy Oil Western Stationary
Source, California. Aera has proposed to modify these steam generators by
replacing fuel/air train components and/or reduce fuel sulfur limits as necessary
for Rule 4320 compliance.

Enclosed are copiés of the Authority to Construct permits and a copy of the notice
of final action to be published approximately three days from the date of this letter.

Notice of the District's preliminary decision to issue the Authority to Construct
permits with Certificate of Conformity was published on April 26, 2010. The
District's analysis of the proposal was also sent to US EPA Region IX on April 26,
2010. No comments were received following the District's preliminary decision on
this project.

Thank you for your cooperation in this matter. If you have any questions, please
contact Mr. Leonard Scandura, Permit Services Manager, at (661) 392-5500.

Sincerely,

el

irector of Permit Services

Enclosures
¢. Kiris Rickards, Permit Services

Seyed Sadredin .
Executive Director{Air Pollution Control Officer

Northern Region Central Region (Main Office) Southern Region
4800 Enterprise Way 1990 E. Gettyshurg Avenue 34946 Fiyover Court
Modesto, CA 95356-8718 Fresno, CA 93726-0244 i Bakersfield, CA 93308-9725
Tel: {209) 557-6400 FAX:(209) 557-6475 Tel: (558) 230-6000 FAX: {559) 230-6061 Tel: 661-392-5500 FAX: 661-392-5585

www.valleyair.org www.healthyairliving.com

Printod on recycled paper. o



Bakersfield Californian

NOTICE OF FINAL DECISION
FOR THE ISSUANCE OF AUTHORITY
TO CONSTRUCT PERMITS

NOTICE IS HEREBY GIVEN that the Air Pollution Control Officer has issued
Authority to Construct permits to Aera Energy, LLC for its heavy oil production in
their Heavy Oil Western Stationary Source, California. Aera has proposed to
modify these steam generators by replacing fuel/air train components and/or
reduce fuel sulfur limits as necessary for Rule 4320 compliance.

No comments were received following the District’s preliminary decision on this
project.

The application review for Project #S-1095309, is available for public inspection at
http://www.valleyair.org/notices/public_notices idx.htm and the District office at the
address below. @ SAN JOAQUIN VALLEY AIR POLLUTION CONTROL
DISTRICT, 34946 FLYOVER COURT, BAKERSFIELD, CA 93308.




San Joaguin Valle e
m AIR Pl]LLllTI[lN[!:I]NTRl]LI]ISTRle HEALTHY AIR LIVING

AUTHORITY TO CONSTRUCT

PERMIT NO: S$-1547-766-16 ISSUANCE DATE: 06/01/2010
LEGAL OWNER OR OPERATOR: AERA ENERGY LLC )
MAILING ADDRESS: PO BOX 11164
BAKERSFIELD, CA 93389-1164
LOCATION: HEAVY OIL WESTERN STATIONARY SOURCE

KERN COUNTY, CA
SECTION: NW35 TOWNSHIP: 12N RANGE: 24W

EQUIPMENT DESCRIPTION:

MODIFICATION OF 62.5 MMBTU/HR NATURAL GAS/VAPOR RECOVERY GAS FIRED STEAM GENERATOR WITH A
COEN MODEL QLN-ULN LOW NOX BURNER WITH FLUE GAS RECIRCULATION (FGR) AND PIPING FROM TEOR
WELL VENT VAPOR RECOVERY SYSTEM S-1547-819. (MOCO #604) (SOUTH MIDWAY): REPLACE EXISTING
BURNER WITH COEN MODEL QLN-ULN ULTRA LOW NOX BURNER, OR NORTH AMERICAN MODEL MAGNA FLAME
LEX ULTRA LOW NOX BURNER, OR ACT GIDEON ULTRA LOW NOX BURNER, OR EQUIVALENT; OR TUNE
EXISTING BURNER; LOWER NOX LIMIT TO 7 PPMV @ 3% O2 AND LIMIT FUEL SULFUR CONTENT TO 5§ GR-S/100
DSCF FOR RULE 4320 COMPLIANCE

CONDITIONS

1. This Authority to Construct serves as a written certificate of conformity with the procedural requirements of 40 CFR
70.7 and 70.8 and with the compliance requirements of 40 CFR 70.6(c). [District Rule 2520] Federally Enforceable
Through Title V Permit

2. Prior to operating with modifications authorized by this Authority to Construct, the facility shall submit an application
to modify the Title V permit with an administrative amendment in accordance with District Rule 2520 Section 5.3.4.
[District Rule 2520, 5.3.4] Federally Enforceable Through Title V Permit

3. The permittee shall notify the District of the compliance method chosen (replacement burner or tuning) and if
applicable, the approved burner to be installed prior to implementation of this ATC. [District Rule 2201]

4. The permittee shall obtain written District approval for the use of any equivalent equipment not specifically approved
by this ATC. Approval of the equivalent equipment shall be made in writing and only after the District's determination
that the submitted design and performance of the proposed alternate equipment is equivalent to the authorized
equipment [District Rule 2010] Federally Enforceable Through Title V Permit

CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (661) 392-5500 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Contro! District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is-responsible for complying with
all laws, ordinances and regulations of all other govemmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

1D WARNER, Director of Permit Services

547-765-18 : Jun 1 2010 216PM ~ RICKARDK : Joint inspection NOT Required

Southern Regional Office e 34946 Flyover Court « Bakersfield, CA 93308 o (661) 392-5500 « Fax (661) 392-5585 Pt




Conditions for S-1547-766-16 (continued) ‘ Page 2 of 4

5.

10.

1.

12.
13.

| 14.
15.
16.
17.
18.

19.

20.

The permittee’s request for approval of equivalent equipment shall include the make, model, manufacturer's maximum
rating, manufacturer's guaranteed emissions rates, equipment drawing(s) and operational characteristics/parameters
[District Rule 2010] Federally Enforceable Through Title V Permit

Copies of all fuel invoices showing quantity and delivery points of gas delivered and copies of quality terms of gas
delivery contracts shall be maintained. The operator shall record daily amount and type(s) of fuel(s) combusted and all
dates on which unit is fired on any noncertified fuel and record spec1ﬁc type of noncemﬁed fuel used. [District Rule
2520, 9.3.2] Federally Enforceable Through Title V Permit

The operator shall maintain all records of required monitoring data and support information for inspection at any trne
for a period of five years. [District Rule 2520, 9.5.2] Federally Enforceable Through Title V Permit :

When complying with sulfur emission limits by fuel analysis or by a combination of source testing and fuel analysis,
each fuel source shall be tested weekly for sulfur content and higher heating value. If compliance with the fuel sulfur
content limit has been demonstrated for 8 consecutive weeks for a fuel source, then the testing frequency shall be serai-
annually. If a semi-annual fuel content source test fails to show compliance, weekly testing shall resume. [District
Rules 2520, 9.4.2 and 4320] Federally Enforceable Through Title V Permit

If fuel analysis is used to demonstrate compliance with conditions of this permit, the fuel higher heating value for each
fuel shall be certified by a third party fuel supplier or determined by ASTM D 1826 or D 1945 in conjunction with
ASTM D 3588 for gaseous fuels. [District Rule 2520, 9.4.2; 4305, 4306, 4320, and 4351, 6.2.1] Federally Enforceable
Through Title V Permit

Compliance with permit conditions in the Title V permit shall be deemed compliance with the requirements of 40 CFR
60, Subpart Dc (except 60.44c(g) and (h) and 60.48c). A permit shield is granted from these requirements. [District
Rule 2520, 13.2] Federally Enforceable Through Title V Permit

Steam generator shall be equipped with operational fuel gas and vapor recovery gas volumetrlc flow meters . [District
Rule 2201] Federally Enforceable Through Title V Permit

Only natural gas or a combination of natural gas and TEOR well vent vapors from well vent vapor control system S-
1547-819 shall be used as fuel in this steam generator. [District Rule 2201} Federally Enforceable Through Title V
Permit

When combusting a combination of natural gas and vapor recovery gas, the fuel gas sulfur content shall not exceed 5
grains of total sulfur (as H2S) per 100 dscf of fuel gas. [District Rules 2201 and 4320] Federally Enforceable Through
Title V Permit

Maximum heat input to steam generator shall not exceed 1,440 MMBTU/day. [District Rule 2201] Federally
Enforceable Through Title V Permit

Total TEOR gas from permit S-1547-819 incinerated in steam generators S-1547-766 to '-772, =777 to '-781, and '-797
shall not exceed 4.09 MMscf/day. [District Rule 2201] Federally Enforceable Through Title V Permit

Permittee shall maintain accurate daily records of gas flowrate delivered to steam generators S-1547-766 to '-772, *-777
to '-781, and -797. [District Rule 2201] Federally Enforceable Through Title V Permit

Total PM 10 emissions for steam generators S-1547-766 to '-772,'-777 to -781, and '-797 shall not exceed 129.1 Ib/day
nor 47,122 Ib/yr. [District Rule 2201] Federally Enforceable Through Title V Permit

Permittee shall maintain daily records of quantity and higher heating value of natural gas and vapor recovery gas
burned in this steam generator. [District Rule 2201] Federally Enforceable Through Title V Permit

Emission rates, except during startup, shutdown, and refractory curing from the combustion of natural gas, shall not
exceed any of the following: PM10: 0.005 Ib/MMBTU or SOx (as SO2): 0.002 Ib/MMBtu. [District Rules 2201, 2520,
4201, 4301, 4406, 4801 and Kern County Rules 424] Federally Enforceable Through Title V Permit ‘

Emission rates, except during startup, shutdown, and refractory curing shall not exceed any of the following: VOC:
0.003 Ib/MMBtu, NOx (as NO2): 0.008 Ib/MMBtu or 7 ppmv @ 3% O2, or CO: 0.030 Ib/MMBtu or 40 ppmv @ 3%
02. [District Rules 2201, 2520, 4301, 4305, 4306, 4320, 4405 and Kern County Rule 425] Federally Enforceable
Through Title V Permit

CONDITIONS CONTINUE ON NEXT PAGE

6-1547-768-16 : Jun 1 2010 2:16PM ~ RICKARDK



Conditions for S-1547-766-16 (continued) Page 3 of 4

21.

22.

23.

24,

25.

26.

27.

28.

29,

Emission rates during startup, shutdown and refractory curing shall not exceed: particulate matter - 10 pounds per
hour, or 0.1 grains/dscf calculated to 12% CO2; sulfur - 200 pounds of SO2 per hour, or 2000 ppmv as SO2, or 0.11
pounds sulfur (as S) per MMBtu on average-wide basis for all units in Rule 4406 plan; NO2 - 140 pounds per hour or
0.14 pounds per MMBtu. [District Rules 4101, 4102, 4301, 4405, 4406, 4801 and Kern County Rules 424 and 425]
Federally Enforceable Through Title V Permit

Emission rates shall not exceed any of the following: VOC: 4.3 |b/day, NOx (as NO2): 49.0 Ib/day or 4205 Ib/year, or
CO: 43.2 Ib/day [District Rule 2201] Federally Enforceable Through Title V Permit

During a "shakedown" period not to exceed 60 calendar days from initial operation of the modifications authorized by
this ATC, NOx emission shall not exceed 15 ppmvd NOX @ 3% O2 or 0.018 1b-NOX/MMBtu. The shakedown
period shall be concluded prior to the applicable Rule 4320 compliance deadline selected for this unit. Permittee shall
maintain a record of the date of initial operation for at least 5 years. [District Rule 4305, 4306, and 4320] Federally
Enforceable Through Title V Permit

Duration of startup and shutdown (as defined in Rule 4320) shall not exceed 2 hours each per occurrence. Refractory
curing period is defined as a maintenance-based reduced-load period of time during which a unit is brought from a
shutdown status to staged rates of firing for the sole purpose of curing new refractory lining of the unit, and shall not
exceed 30 hours per occurrence. The operator shall maintain records of the duration of start-up, shutdown, and
refractory curing periods. [District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

The permittee shall monitor and record the stack concentration of NOx, CO, and O2 at least once every month (in
which a source test is not performed) using a portable emission monitor that meets District specifications. Monitoring
shall not be required if the unit is not in operation, i.e. the unit need not be started solely to perform monitoring.
Monitoring shall be performed within 5 days of restarting the unit unless monitoring has been performed within the
last month. [District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

If either the NOx or CO concentrations corrected to 3% O2, as measured by the portable analyzer, exceed the
allowable emissions concentration, the permittee shall return the emissions to within the acceptable range as soon as
possible, but no longer than 1 hour of operation after detection. If the portable analyzer readings continue to exceed
the allowable emissions concentration after 1 hour of operation after detection, the permittee shall notify the District
within the following 1 hour and conduct a certified source test within 60 days of the first exceedance. In lieu of
conducting a source test, the permittee may stipulate a violation has occurred, subject to enforcement action. The
permittee must then correct the violation, show compliance has been re-established, and resume monitoring
procedures. If the deviations are the result of a qualifying breakdown condition pursuant to Rule 1100, the permittee
may fully comply with Rule 1100 in lieu of the performing the notification and testing required by this condition.
[District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

All alternate monitoring parameter emission readings shall be taken with the unit operating either at conditions
representative of normal operations or conditions specified in the permit-to-operate. The analyzer shall be calibrated,
maintajned, and operated in accordance with the manufacturer's specifications and recommendations or a protocol
approved by the APCO. Emission readings taken shall be averaged over a 15 consecutive-minute period by either
taking a cumulative 15 consecutive-minute sample reading or by taking at least five (5) readings, evenly spaced out
over the 15 consecutive-minute period. [District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V
Permit

The permittee shall maintain records of: (1) the date and time of NOx, CO, and O2 measurements, (2) the O2
concentration in percent and the measured NOx and CO concentrations corrected to 3% 02, (3) make and model of
exhaust gas analyzer, (4) exhaust gas analyzer calibration records, and (5) a description of any corrective action taken
to maintain the emissions within the acceptable range. [District Rules 4305, 4306, and 4320] Federally Enforceable
Through Title V Permit

All emissions measurements shall be made with the unit operating either at conditions representative of normal
operations or conditions specified in the Permit to Operate. Unless otherwise specified in the Permit to Operate, no
determination of compliance shall be established within two hours after a continuous period in which fuel flow to the
unit is shut off for 30 minutes or longer, or within 30 minutes after a re-ignition as defined in Section 3.0. For the
purposes of permittee-performed alternate monitoring, emissions measurements may be performed at any time after
the unit reaches conditions representative of normal operation. [District Rules 4305, 4306, and 4320] Federally
Enforceable Through Title V Permit

CONDITIONS CONTINUE ON NEXT PAGE

6-1547-768-18 : fun 1 2010 2.18PM — RICKARDX



Conditions for S-1547-766-16 (continued) Page 4 of 4

30.

31.

32.

33.

34.

35.

36.
37.

38,

Source testing to measure natural gas-combustion NOx and CO emissions from this unit shall be conducted at least
once every twelve (12) months (no more than 30 days before or after the required annual source test date). After
demonstrating compliance on two (2) consecutive annual source tests, the unit shall be tested not less than once every
thirty-six (36) months (no more than 30 days before or after the required 36-month source test date). If the result of
the 36-month source test demonstrates that the unit does not meet the applicable emission limits, the source testing
frequency shall revert to at least once every twelve (12) months. [District Rules 4305, 4306, and 4320] Federally
Enforceable Through Title V Permit

The source test plan shall identify which basis (ppmv or Ib/MMBtu) will be used to demonstrate compliance. [District
Rules 4305, 4306, and 43;-":_0] Federally Enforceable Through Title V Permit

Source testing to measure natural gas-combustion NOx and CO emissions from this unit shall be conducted within 60
days of initial operation under this ATC. [District Rules 2201, 4305, 4306, and 4320] Federally Enforceable Through
Title V Permit

r

The District must be notified at least 30 days prior to any compliance source test, and a source test plan must be
submitted for approval at least 15 days prior to testing. The results of each source test shall be submitted to the District
within 60 days thereafter. [District Rule 1081] Federally Enforceable Through Title V Permit

The following test methods shall be used: NOx (ppmv) - EPA Method 7E or ARB Method 100, NOx (Ib/MMBtu) -
EPA Method 19, CO (ppmv) - EPA Method 10 or 10B or ARB Method 100, stack gas oxygen - EPA Method 3 or 3A
or ARB Method 100, SOx (Ib/MMBtu) - ARB Method 8 or 100 or EPA Method 6, 6B or 8 or fuel gas sulfur content
analysis and EPA Method 19, fuel gas sulfur content - ASTM D1072, D4468, D3246, D3246, D4084 or double GC for
H2S and mercaptans performed in laboratory, fuel gas hhv - ASTM D1826 or D1945 in conjunction with ASTM
D3588. [District Rule 1081, 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

For emissions source testing, the arithmetic average of three 30-consecutive-minute test runs shall apply. If two of
three runs are above an applicable limit the test cannot be used to demonstrate compliance with an applicable limit.
[District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

Operator shall provide an annual fuel sulfur content analysis to the District upon request. [District Rule 4320]

All records shall be maintained for a minimum of five (5) years, and shall be made available for District inspection
upon request. [District Rules 1070, 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

Formerly S-1511-123

S-1547.768-16 : Jun 12010 216PM ~ RICKARDK



W% San Joaquin Valley K 1754
Ak PoLLuTION CONTROL DISTRICT HEALTHY AIR LIVING

AUTHORITY TO CONSTRUCT

PERMIT NO: S-1547-766-17 ISSUANCE DATE: 06/01/2010
LEGAL OWNER OR OPERATOR: AERA ENERGY LLC
MAILING ADDRESS: PO BOX 11164

BAKERSFIELD, CA 93389-1164

LOCATION: HEAVY OIL WESTERN STATIONARY SOURCE
: KERN COUNTY, CA

SECTION: NW35 TOWNSHIP: 12N RANGE: 24W

EQUIPMENT DESCRIPTION:

" MODIFICATION OF 62.5 MMBTU/HR NATURAL GAS/VAPOR RECOVERY GAS FIRED STEAM GENERATOR WITH A
COEN MODEL QLN-ULN LOW NOX BURNER WITH FLUE GAS RECIRCULATION (FGR) AND PIPING FROM TEOR
WELL VENT VAPOR RECOVERY SYSTEM S-1547-819. (MOCO #604) (SOUTH MIDWAY): REPLACE EXISTING
BURNER WITH COEN MODEL QLN-ULN ULTRA LOW NOX BURNER, OR NORTH AMERICAN MODEL MAGNA FLAME
LEX ULTRA LOW NOX BURNER, OR ACT GIDEON ULTRA LOW NOX BURNER, OR EQUIVALENT; OR TUNE

* EXISTING BURNER; LOWER NOX LIMIT TO 9 PPMV @ 3% O2 AND LIMIT FUEL SULFUR CONTENT TO 5 GR-S/100

DSCF FOR RULE 4320 COMPLIANCE

CONDITIONS

1. This Authority to Construct serves as a written certificate of c'onfonnity. with the procedural requirements of 40 CFR
70.7 and 70.8 and with the compliance requirements of 40 CFR 70.6(c). [District Rule 2520] Federally Enforceable
Through Title V Permit :

2. ; Prior to operating with modifications authorized by this Authority to Construct, the facility shall submit an application
to modify the Title V permit with an administrative amendment in accordance with District Rule 2520 Section 5.3.4.
[DIStrlCt Rule 2520, 5.3.4] Federally Enforceablé Through Title V Permit

3. The penmttee shall notify the District of the comphance method chosen (replacement burner or tuning) and if
applicable, the approved burner to be installed prior to implementation of this ATC. [District Rule 2201] Federally
: Enforceable Through Tltle V Permit

CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT {661) 392-5500 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY.THIS AUTHORITY TQO CONSTRUCT. This is NOT a PERMIT TO OPERATE.

_Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, spec|ﬁcat|ons and conditions of this Authority to Construct, and to determine if the equipment can be operated in.compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsuble for complying with
all laws, ‘ordinances and regulatlons of all other govemmental agencles whlch may pertain to the above equnpment

Seyed Sadredln Executuve D|rector/APCO

VID'WARNER, Director of Permit Services

S_9047-768-17 : JW\TZOIO 217PM - RICKARDK : MIMMQnNOTquWd :

Southem Reglonal Ofﬁce * 34946 Flyover Court o Bakersfield, CA 93308 « (661) 392 5500 e Fax (661) 392-5585

Pmuumhdma



Conditions for S-1547-766-17 (continued) . Page 2 of 4

4,

The permittee shall obtain written District approval for the use of any equivalent equipment not specifically approved
by this ATC. Approval of the equivalent equipment shall be made in writing and only after the District's determination

~ that the submitted design and performance of the proposed alternate equipment is equivalent to the authorized

11.

12.

13.

14.

15.

16.

17.

18.

19.

~equipment. [DlStl’lCt Rule 2010] Federally Enforceable Through Title V Permit

The permittee's request for approval of equrvalent equipment shall include the make ‘model, manufacturer s maximum
rating, manufacturer's guaranteed emissions rates, equipment drawing(s) and operational characterlstlcs/parameters
[District Rule 2010] Federally Enforceable Through Title V Permit

Copies of all fuel invoices showing quantity and delivery points of gas delivered and copies of quality terms of gas
delivery contracts shall be maintained. The operator shall record daily amount and type(s) of fuel(s)'zombusted and all
dates on which unit is fired on any noncertified fuel and record specific type of noncertified fuel used. [District Rule
2520, 9.3.2] Federally Enforceable Through Title V Permit

The operator shall maintain all records of required monitoring data and support information for inspection at any time
fora perlod of five years. [District Rule 2520, 9.5.2] Federally Enforceable Through Title V Permit

When complying with sulfur emission limits by fuel analysis or by a combination of source testing and fuel analysis,
each fuel source shall be tested weekly for sulfur content and higher heating value. If compliance with the fuel sulfur
content limit has been demonstrated for 8 consecutive weeks for a fuel source, then the testing frequency shall be semi-
annually. If a semi-annual fuel content source test fails to show compliance, weekly testing shall resume. [District
Rules 2520, 9.4.2 and 4320] Federally Enforceable Through Title V Permit

If fuel analysis is used to demonstrate compliance with conditions of this permit, the fuel higher heating value for each
fuel shall be certified by a third party fuel supplier or determined by ASTM D 1826 or D 1945 in conjunction with
ASTM D 3588 for gaseous fuels. [District Rule 2520, 9.4.2; 4305, 4306, 4320, and 4351, 6.2.1] Federally Enforceable

- Through Title V Permit
10.

Compliance with permin conditions in the Title V permit shall be deemed compliance with the requirements of 40 CFR
60, Subpart Dc (except 60.44c(g) and (h) and 60.48c). A permit shield is granted from these requirements. [District
Rule 2520, 13.2] Federally Enforceable Through Title V Permit

Steam generator shall be equipped with operational fuel gas and vapor recovery gas volumetric flow meters . [District
Rule 2201] Federally Enforceable Through Title V Permit

Only natural gas or a combination of natural gas and TEOR well vent vapors from well vent vapor control system S-
1547-819 shall be used as fuel in this steam generator. [District Rule 2201] Federally Enforceable Through Title V
Permit

When combusting a combination of natural gas and vapor recovery gas, the fuel gas sulfur content shall not exceed §
grains of total sulfur (as H2S) per 100 dscf of fuel gas. [District Rules 2201 and 4320] Federally Enforceable Through
Title V Permit

Maximum heat input to steam generator shall not exceed 1,440 MMBTU/day. [District Rule 2201] Federally
Enforceable Through Title V Permit

Total TEOR gas from permit S-1547-819 incinerated in steam generators S-1547-766 to '-772, '-777 to '-781, and '-797
shall not exceed 4.09 MMscf/day. [District Rule 2201] Federally Enforceable Through Title V Permit

Permittee shall maintain accurate daily records of gas flowrate delivered to steam generators S<1547-766 to '-772, '-777
to '-781, and '-797. [District Rule 2201] Federally Enforceable Through Title V Permit

Total PM10 emissions for steam generators S-1547-766 to '-772,'-777 to '-781, and '-797 shall not exceed 129.1 Ib/day
nor 47,122 Ib/yr. [District Rule 2201] Federally Enforceable Through Title V Permit

Permittee shall maintain daily records of quantity and higher heating value of natural gas and vapor recovéry gas
burned in this steam generator. [District Rule 2201] Federally Enforceable Through Title V Permit

Emission rates, except during startup, shutdown, and refractory curing from the combustion of natural gas, shall not
exceed any of the following: PM10: 0.005 [b/MMBTU or SOx (as SO2): 0.002 Ib/MMBtu. [District Rules 2201, 2520,
4201, 4301, 4406, 4801 and Kern County Rules 424] Federally Enforceable Through Title V Permit

CONDITIONS CONTINUE ON NEXT PAGE
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Conditions for S-1547-766-17 (continued) Page 3 of 4

20.

21.

22,

23.

24,

25.

26.

27.

28.

'Emission rates, except during startup, shutdown, and refractory curing shall not exceed any of the following: VOC:

0.003 Ib/MMBtu, NOx (as NO2): 0.011 1b/MMBtu or 9 ppmv @ 3% O2, or CO: 0.030 Ib/MMBtu or 40 ppmv @ 3%
O2. [District Rules 2201, 2520, 4301, 4305, 4306, 4320, 4405 and Kern County Rule 425] Federally Enforceable
Through Title V Permit

Emission rates during startup, shutdown and refractory curing shall not exceed: particulate matter - 10 pounds per
hour, or 0.1 grains/dscf calculated to 12% CO2; sulfur - 200 pounds of SO2 per hour, or 2000 ppmv as SO2, or 0.11
pounds sulfur (as S) per MMBtu on average-wide basis for all units in Rule 4406 plan; NO2 - 140 pounds per hour or
0.14 pounds per MMBtu. [District Rules 4101, 4102, 4301, 4405, 4406, 4801 and Kern County Rules 424 and 425]
Federally Enforceable Through Title V Permit

Emission rates shall not exceed any of the following: VOC: 4.3 Ib/day, NOx (as NO2): 49.0 Ib/day or 5782 Ib/year, or
CO: 43.2 Ib/day [District Rule 2201] Federally Enforceable Through Title V Permit

During a "shakedown" period not to exceed 60 calendar days from initial operation of the modifications authorized by
this ATC, NOx emission shall not exceed 15 ppmvd NOX @ 3% O2 or 0.018 1b-NOX/MMBtu. The shakedown
period shall be concluded prior to the applicable Rule 4320 compliance deadline selected for this unit. Permittee shall
maintain a record of the date of initial operation for at least 5 years. [District Rule 4305, 4306, and 4320] Federally
Enforceable Through Title V Permit

Duration of startup and shutdown (as defined in Rule 4320) shall not exceed 2 hours each per occurrence. Refractory
curing period is defined as a maintenance-based reduced-load period of time during which a unit is brought from a
shutdown status to staged rates of firing for the sole purpose of curing new refractory lining of the unit, and shall not
exceed 30 hours per occurrence. The operator shall maintain records of the duration of start-up, shutdown, and
refractory curing periods. [District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

The permittee shall monitor and record the stack concentration of NOx, CO, and O2 at least once every month (in
which a source test is not performed) using a portable emission monitor that meets District specifications. Monitoring
shall not be required if the unit is not in operation, i.e. the unit need not be started solely to perform monitoring.
Monitoring shall be performed within 5 days of restarting the unit unless monitoring has been performed within the
last month. [District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

If either the NOx or CO concentrations corrected to 3% O2, as measured by the portable analyzer, exceed the
allowable emissions concentration, the permittee shall return the emissions to within the acceptable range as soon as
possible, but no longer than 1 hour of operation after detection. If the portable analyzer readings continue to exceed
the allowable emissions concentration after 1 hour of operation after detection, the permittee shall notify the District
within the following 1 hour and conduct a certified source test within 60 days of the first exceedance. In lieu of
conducting a source test, the permittee may stipulate a violation has occurred, subject to enforcement action. The
permittee must then correct the violation, show compliance has been re-established, and resume monitoring
procedures. If the deviations are the result of a qualifying breakdown condition pursuant to Rule 1100, the permittee
may fully comply with Rule 1100 in lieu of the performing the notification and testing required by this condition.
[District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

All alternate monitoring parameter emission readings shall be taken with the unit operating either at conditions
representative of normal operations or conditions specified in the permit-to-operate. The analyzer shall be calibrated,
maintained, and operated in accordance with the manufacturer's specifications and recommendations or a protocol
approved by the APCO. Emission readings taken shall be averaged over a 15 consecutive-minute period by either
taking a cumulative 15 consecutive-minute sample reading or by taking at least five (5) readings, evenly spaced out
over the 15 consecutive-minute period. [District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V
Permit .

The permittee shall maintain records of: (1) the date and time of NOx, CO, and O2 measurements, (2) the O2
concentration in percent and the measured NOx and CO concentrations corrected to 3% O2, (3) make and model of
exhaust gas analyzer, (4) exhaust gas analyzer calibration records, and (5) a description of any corrective action taken
to maintain the emissions within the acceptable range. [District Rules 4305, 4306, and 4320] Federally Enforceable
Through Title V Permit

CONDITIONS CONTINUE ON NEXT PAGE
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Conditions for S-1547-766-17 (continued) Page 4 of 4

29.

30.

31

32.

33.

34.

3s.

36.
37.

38.

All emissions measurements shall be made with the unit operating either at conditions representative of normal
operations or conditions specified in the Permit to Operate. Unless otherwise specified in the Permit to Operate, no
determination of compliance shall be established within two hours after a continuous period in which fuel flow to the
unit is shut off for 30 minutes or longer, or within 30 minutes after a re-ignition as defined in Section 3.0. For the
purposes of permittee-performed alternate monitoring, emissions measurements may be performed at any time after
the unit reaches conditions representative of normal operation. [District Rules 4305, 4306, and 4320] Federally
Enforceable Through Title V Permit

Source testing to measure natural gas-combustion NOx and CO emissions from this unit shall be conducted at least
once every ‘twelve (12) months (no more than 30 days before or after the required annual source test date). After
demonstrating compliance on two (2) consecutive annual source tests, the unit shall be tested not less than once every
thirty-six (36) months (no more than 30 days before or after the required 36-month source test date). If the result of
the 36-month source test demonstrates that the unit does not meet the applicable emission limits, the source testing
frequency shall revert to at least once every twelve (12) months. [District Rules 4305, 4306, and 4320] Federally
Enforceable Through Title V Permit

The source test plan shall identify which basis (ppmv or 1b/MMBtu) will be used to demonstrate compliance. [District
Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

Source testing to measure natural gas-combustion NOx and CO emissions from this unit shall be conducted within 60
days of initial operation under this ATC. [District Rules 2201, 4305, 4306, and 4320] Federally Enforceable Through
Title V Permit

- The District must be notified at least 30 days prior to any compliance source test, and a source test plan must be

submitted for approval at least 15 days prior to testing. The results of each source test shall be submitted to the District
within 60 days thereafter. [District Rule 1081] Federally Enforceable Through Title V Permit

The following test methods shall be used: NOx (ppmv) - EPA Method 7E or ARB Method 100, NOx (Ib/MMBtu) -
EPA Method 19, CO (ppmv) - EPA Method 10 or 10B or ARB Method 100, stack gas oxygen - EPA Method 3 or 3A
or ARB Method 100, SOx (Ib/MMBtu) - ARB Method 8 or 100 or EPA Method 6, 6B or 8 or fuel gas sulfur content
analysis and EPA Method 19, fuel gas sulfur content - ASTM D1072, D4468, D3246, D3246, D4084 or double GC for
H2S and mercaptans performed in laboratory, fuel gas hhv - ASTM D1826 or D1945 in conjunction with ASTM
D3588. [District Rule 1081, 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

For emissions source testing, the arithmetic average of three 30-consecutive-minute test runs shall apply. If two of
three runs are above an applicable limit the test cannot be used to demonstrate compliance with an applicable limit.
[District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

Operator shall provide an annual fuel sulfur content analysis to the District upon request. [District Rule 4320]

All records shall be maintained for a minimum of five (5) years, and shall be made available for District inspection
upon request. [District Rules 1070, 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

Formerly S-1511-123
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AUTHORITY TO CONSTRUCT

PERMIT NO: S-1547-766-18 , ISSUANCE DATE: 06/01/2010
LEGAL OWNER OR OPERATOR: AERA ENERGY LLC
MAILING ADDRESS: PO BOX 11164
BAKERSFIELD, CA 93389-1164
LOCATION: HEAVY OIL WESTERN STATIONARY SOURCE

KERN COUNTY, CA
SECTION: NwW35 TOWNSHIP: 12N RANGE: 24W

EQUIPMENT DESCRIPTION:

MODIFICATION OF 62.5 MMBTU/HR NATURAL GAS/VAPOR RECOVERY GAS FIRED STEAM GENERATOR WITH A
COEN MODEL QLN-ULN LOW NOX BURNER WITH FLUE GAS RECIRCULATION (FGR) AND PIPING FROM TEOR
WELL VENT VAPOR RECOVERY SYSTEM S-1547-819. (MOCO #604) (SOUTH MIDWAY): LIMIT FUEL SULFUR
CONTENT TO 5 GR-S/100 DSCF FOR RULE 4320 COMPLIANCE

CONDITIONS

1. This Authority to Construct serves as a written certificate of conformity with the procedural requirements of 40 CFR
70.7 and 70.8 and with the compliance requirements of 40 CFR 70.6(c). [District Rule 2520] Federally Enforceable
Through Title V Permit

2. Prior to operating with modifications authorized by this Authority to Construct, the facility shall submit an application
to modify the Title V permit with an administrative amendment in accordance with District Rule 2520 Section 5.3.4.
[District Rule 2520, 5.3.4] Federally Enforceable Through Title V Permit

3. Copies of all fuel invoices showing quantity and delivery points of gas delivered and copies of quality terms of gas
- delivery contracts shall be maintained. The operator shall record daily amount and type(s) of fuel(s) combusted and all
dates on which unit is fired on any noncertified fuel and record specific type of noncertified fuel used. [District Rule
2520, 9.3.2] Federally Enforceable Through Title V Permit

4. The operator shall maintain all records of required monitoring data and support information for inspection at any time
for a period of five years. [District Rule 2520, 9.5.2] Federally Enforceable Through Title V Permit

CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (661) 392-5500 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

$47.788-18 : Jun 1 2010 217PM — RICKARDK : Joint inspection NOT Required

é’p ID WARNER, Director of Permit Services
Southem Regional Office » 34946 Flyover Court « Bakersfield, CA 93308 » (661) 392-5500 o Fax (661) 392-5585 et o, €



Conditions for $-1547-766-18 (continued) Page 2 of 4

5.

10.

11.

12.

13.

14.

15.

16.

17.

18.

19.

. When complying with sulfur emission limits by fuel analysis or by a combination of source testing and fuel analysis,

each fuel source shall be tested weekly for sulfur content and higher heating value. If compliance with the fuel sulfur
content limit has been demonstrated for 8 consecutive weeks for a fuel source, then the testing frequency shall be semi-
annually. If a semi-annual fuel content source test fails to show compliance, weekly testing shall resume. [District
Rules 2520, 9.4.2 and 4320] Federally Enforceable Through Title V Permit

~ If fuel analysis is used to demonstrate compliance with conditions of this permit, the fuel higher heating value for each

fuel shall be certified by a third party fuel supplier or determined by ASTM D 1826 or D 1945 in conjunction with
ASTM D 3588 for gaseous fuels. [District Rule 2520, 9.4.2; 4305, 4306, 4320, and 4351, 6.2.1] Federally Enforceable
Through Title V Permit

Compliance with permit conditions in the Title V permit shall be deemed compliance with the requirements of 40 CFR
60, Subpart Dc (except 60.44c(g) and (h) and 60.48c). A permit shield is granted from these requirements. [District
Rule 2520, 13.2] Federally Enforceable Through Title V Permit

Steam generatof shall be equipped with operational fuel gas and vapor recovery gas volumetric flow meters . [District
Rule 2201] Federally Enforceable Through Title V Permit

Only natural gas or a combination of natural gas and TEOR well vent vapors from well vent vapor control system S-
1547-819 shall be used as fuel in this steam generator. [District Rule 2201] Federally Enforceable Through Title V
Permit

When combusting a combination of natural gas and vapor recovery gas, the fuel gas sulfur content shall not exceed 5
grains of total sulfur (as H2S) per 100 dscf of fuel gas. [District Rules 2201 and 4320] Federally Enforceable Through
Title V Permit

Maximum heat input to steam generator shall not exceed 1,440 MMBTU/day. [District Rule 2201] Federally

Enforceable Through Title V Permit

Total TEOR gas from permit S-1547-819 incinerated in steam generators S-1547-766 to '-772,'-777 to '-781, and '-797
shall not exceed 4.09 MMscf/day. [District Rule 2201] Federally Enforceable Through Title V Permit

Permittee shall maintain accurate daily records of gas flowrate delivered to steam generators S-1547-766 to '-772, '-777
to '-781, and '-797. [District Rule 2201] Federally Enforceable Through Title V Permit

Total PM10 emissions for steam generators S-1547-766 to '-772, '-777 to '-781, and '-797 shall not exceed 129.1 Ib/day
nor 47,122 Ib/yr. [District Rule 2201] Federally Enforceable Through Title V Permit

Permittee shall maintain daily records of quantity and higher heating value of natural gas and vapor recovery gas
burned in this steam generator. [District Rule 2201] Federally Enforceable Through Title V Permit

Emission rates, except during startup, shutdown, and refractory curing from the combustion of natural gas, shall not
exceed any of the following: PM10: 0.005 1b/MMBTU or SOx (as SO2): 0.002 Ib/MMBtu. [District Rules 2201, 2520,
4201, 4301, 4406, 4801 and Kern County Rules 424] Federally Enforceable Through Title V Permit

Emission rates, except during startup, shutdown, and refractory curing shall not exceed any of the following: VOC:
0.003 1b/MMBtu, NOx (as NO2): 0.018 |[b/MMBtu or 15 ppmv @ 3% O2, or CO: 0.030 Ib/MMBtu or 40 ppmv @ 3%
O2. [District Rules 2201, 2520, 4301, 4305, 4306, 4320, 4405 and Kemn County Rule 425] Federally Enforceable
Through Title V Permit

Emission rates during startup, shutdown and refractory curing shall not exceed: particulate matter - 10 pounds per
hour, or 0.1 grains/dscf calculated to 12% CO2; sulfur - 200 pounds of SO2 per hour, or 2000 ppmv as SO2, or 0.11
pounds sulfur (as S) per MMBtu on average-wide basis for all units in Rule 4406 plan; NO2 - 140 pounds per hour or

0.14 pounds per MMBtu. [District Rules 4101, 4102, 4301, 4405, 4406, 4801 and Kern County Rules 424 and 425]

Federally Enforceable Through Title V Permit

Emission rates shall not exceed any of the following: VOC: 4.3 Ib/day, NOx (as NO2): 49.0 Ib/day or 9,461 Ib/year, or
CO: 43.2 Ib/day [District Rule 2201] Federally Enforceable Through Title V Permit

CONDITIONS CONTINUE ON NEXT PAGE

6-1547-768-18 : Jun 12010 217TPM - RICKARDK



Conditions for S-1547-766-18 (continued) Page 3 of 4

20. Duration of startup and shutdown (as defined in Rule 4320) shall not exceed 2 hours each per occurrence. Refractory
curing period is defined as a maintenance-based reduced-load period of time during which a unit is brought from a
shutdown status to staged rates of firing for the sole purpose of curing new refractory lining of the unit, and shall not
exceed 30 hours per occurrence. The operator shall maintain records of the duration of start-up, shutdown, and
refractory curing periods. [District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

21. The permittee shall monitor and record the stack concentration of NOx, CO, and O2 at least once every month (in
which a source test is not performed) using a portable emission monitor that meets District specifications. Monitoring
shall not be required if the unit is not in operation, i.e. the unit need not be started solely to perform monitoring,
Monitoring shall be performed within S days of restarting the unit unless monitoring has been performed within the
last month. [District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

22. If either the NOx or CO concentrations corrected to 3% O2, as measured by the portable analyzer, exceed the
allowable emissions concentration, the permittee shall retum the emissions to within the acceptable range as soon as
possible, but no longer than 1 hour of operation after detection. If the portable analyzer readings continue to exceed
the allowable emissions concentration after 1 hour of operation after detection, the permittee shall notify the District
within the following 1 hour and conduct a certified source test within 60 days of the first exceedance. In lieu of
conducting a source test, the permittee may stipulate a violation has occurred, subject to enforcement action. The
permittee must then correct the violation, show compliance has been re-established, and resume monitoring
procedures. If the deviations are the result of a qualifying breakdown condition pursuant to Rule 1100, the permittee
may fully comply with Rule 1100 in lieu of the performing the notification and testing required by this condition.
[District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

23. All alternate monitoring parameter emission readings shall be taken with the unit operating either at conditions
representative of normal operations or conditions specified in the permit-to-operate. The analyzer shall be calibrated,
maintained, and operated in accordance with the manufacturer's specifications and recommendations or a protocol
approved by the APCO. Emission readings taken shall be averaged over a 15 consecutive-minute period by either
taking a cumulative 15 consecutive-minute sample reading or by taking at least five (5) readings, evenly spaced out
over the 15 consecutive-minute period. [District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V
Permit

24. The permittee shall maintain records of: (1) the date and time of NOx, CO, and O2 measurements, (2) the 02
© concentration in percent and the measured NOx and CO concentrations corrected to 3% 02, (3) make and model of
exhaust gas analyzer, (4) exhaust gas analyzer calibration records, and (5) a description of any corrective action taken
to maintain the emissions within the acceptable range. [District Rules 4305, 4306, and 4320] Federally Enforceable
Through Title V Permit

25. All emissions measurements shall be made with the unit operating either at conditions representative of normal
operations or conditions specified in the Permit to Operate. Unless otherwise specified in the Permit to Operate, no
determination of compliance shall be established within two hours after a continuous period in which fuel flow to the
unit is shut off for 30 minutes or longer, or within 30 minutes after a re-ignition as defined in Section 3.0. For the
purposes of permittee-performed alternate monitoring, emissions measurements may be performed at any time after
the unit reaches conditions representative of normal operation. [District Rules 4305, 4306, and 4320] Federally
Enforceable Through Title V Permit

26. Source testing to measure natural gas-combustion NOx and CO emissions from this unit shall be conducted at least
once every twelve (12) months (no more than 30 days before or after the required annual source test date). After
demonstrating compliance on two (2) consecutive annual source tests, the unit shall be tested not less than once every
thirty-six (36) months (no more than 30 days before or after the required 36-month source test date). If the result of
the 36-month source test demonstrates that the unit does not meet the applicable emission limits, the source testing
frequency shall revert to at least once every twelve (12) months. [District Rules 4305, 4306, and 4320] Federally
Enforceable Through Title V Permit ' .

27. The source test plan shall identify which basis (ppmv or 1b/MMBtu) will be used to demonstrate compliance. [District
Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

28. The District must be notified at least 30 days prior to any compliance source test, and a source test plan must be
submitted for approval at least 15 days prior to testing. The results of each source test shall be submitted to the District
within 60 days thereafter. [District Rule 1081] Federally Enforceable Through Title V Permit

CONDITIONS CONTINUE ON NEXT PAGE
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Conditions for $-1547-766-18 (continued) Page 4 of 4

29.

30.

3.
32.

33.

The following test methods shall be used: NOx (ppmv) - EPA Method 7E or ARB Method 100, NOx (Ib/MMBtu) -
EPA Method 19, CO (ppmv) - EPA Method 10 or 10B or ARB Method 100, stack gas oxygen - EPA Method 3 or 3A
or ARB Method 100, SOx (Ilb/MMBtu) - ARB Method 8 or 100 or EPA Method 6, 6B or 8 or fuel gas sulfur content
analysis and EPA Method 19, fuel gas sulfur content - ASTM D1072, D4468, D3246, D3246, D4084 or double GC for
H2S and mercaptans performed in laboratory, fuel gas hhv - ASTM D1826 or D1945 in conjunction with ASTM
D3588. [District Rule 1081, 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

For emissions source testing, the arithmetic average of three 30-consecutive-minute test runs shall apply. If two of
three runs are above an applicable limit the test cannot be used to demonstrate compliance with an applicable limit.
[District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

Operator shall provide an annual fuel sulfur content analysis to the District upon request. [District Rule 4320]

All records shall be maintained for a minimum of five (5) years, and shall be made available for District inspection
upon request. [District Rules 1070, 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

Formerly S-1511-123
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AUTHORITY TO CONSTRUCT

PERMIT NO: S-1547-767-16 ISSUANCE DATE: 06/01/2010
LEGAL OWNER OR OPERATOR: AERA ENERGY LLC
MAILING ADDRESS: PO BOX 11164
BAKERSFIELD, CA 93389-1164
LOCATION: HEAVY OIL WESTERN STATIONARY SOURCE

KERN COUNTY, CA
SECTION NW35 TOWNSHIP: 12N RANGE: 24W

EQUIPMENT DESCRIPTION:
MODIFICATION OF 62.5 MMBTU/HR NATURAL GAS/VAPOR RECOVERY GAS FIRED STEAM GENERATOR WITH
COEN QLN-ULN BURNER AND PIPING FROM TEOR WELL VENT VAPOR RECOVERY SYSTEM S-1547-819 (MOCO
#605) (SOUTH MIDWAY): REPLACE EXISTING BURNER WITH COEN MODEL QLN-ULN ULTRA LOW NOX BURNER,
. OR NORTH AMERICAN MODEL MAGNA FLAME LEX ULTRA LOW NOX BURNER, OR ACT GIDEON ULTRA LOW NOX
. BURNER, OR EQUIVALENT; OR TUNE EXISTING BURNER; LOWER NOX LIMIT TO 7 PPMV @ 3% Q2 AND LIMIT
. FUEL SULFUR CONTENT TO 5 GR-S/100 DSCF FOR RULE 4320 COMPLIANCE

CONDITIONS

1. This Authority to Construct serves as a written certificate of conformity with the procedural requirements of 40 CFR
70.7 and 70.8 and with the compliance requnrements of 40 CFR 70.6(c). [District Rule 2520] Federally Enforceable
Through Title V Permit

2. Prior to operating with modifications authorized by this Authority to Construct, the fac1l|ty shall submlt an appllcatlon
to modify the Title V permit with an administrative amendment in accordance with District Rule 2520 Section 5.3.4.
[District Rule 2520, 5.3.4] Federally Enforceable Through Title V Permit

3. The permittee shall notify the District of the compliance method chosen (replacement burner or tuning) and if
applicable, the approved burner to be installed pnor to 1mplementatnon of this ATC. [District Rule 2201] Federally
Enforceable Through Title V Permit

4, 'The perrmttee shall obtaln written DlStl’lCt approval for the use of any equivalent equipment not specifically approved
" by:this ATC. Approval of the equivalent equipment shall be made in writing and only after the District's determination
that the submitted design and performance of the proposed alternate equipment is equivalent to the authorlzed
equnpment [Dlstnct Rule 2010} Federally Enforceable Through Title V Permit - .

CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (661) 392-5500 WHEN CONSTRUCTION IS COMPLETED AND. PRIOR TO
‘OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.

- Approval or denial of a PERMIT TO OPERATE will be made after an- mspecﬂon to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joagquin Valley Unified Air Pollution Control District. - Untess construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The appllcant is responsnble for eomplymg with’
all.laws, ordinances and regulations of all other govemmental agencies which may pertaln to the above equment

Seyed Sadredln Execu1|ve Director / APCO

é DAVID WARNER, Director of Permnt’Servnces

7-787-10 : Jun 1 2010 217PI‘ RICKAROK : Joint Inspectioh NOT Required

Printed on recycled paper. o
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Conditions for S-1547-767-16 (continued) - . - o " page2of4

5.

10.

11.

12.

13.

14.

16.

17.

18.

19.

20.

The penmttee s request for approval of equwalent equipment shall include the make, model, manufacturer's maximum
rating, manufacturer's guaranteed emissions rates, equipment drawing(s) and operatlonal characteristics/parameters
[Dlstrlct Rule 2010] Federally Enforceable Through: Title V Permit :

Coples of all fuel invoices showing quantity and dellvery pomts of gas dellvered and copies of quality terms of gas
delivery contracts shall be maintained. The operator shall record daily amount and type(s) of fuel(s) combusted and all
dates on which unit is fired on,any noncertified fuel and record specific type of noncertified fuel used. [Dlstrlct Rule

2520, 9.3.2] Federally Enforceable Through Title V Permit

-The operator shall maintain all records of required monitoring data and support information for mspectlon at any time

for a period of five years. [District Rule 2520, 9.5.2] Federally Enforc.:able Through Title V Permit

When complying with sulfur emission limits by fuel analysis or by a combination of source testing and fuel analysis,
each fuel source shall be tested weekly for sulfur content and higher heating value. If compliance with the fuel sulfur
content limit has been demonstrated for 8 consecutive weeks for a fuel source, then the testing frequency shall be semi-
annually. If a semi-annual fuel content source test fails to show compliance, weekly testing shall resume. [Dlstrlct

Rules 2520, 9.4.2 and 4320] Federatly Enforceable Through Title V Permit

If fuel analysis is used to demonstrate compliance with condmons of this permit, the fuel hlgher heatmg value for each

fuel shall be certified by a third party fuel supplier or determined by ASTM D 1826 or D 1945 in conjunction with
ASTM D 3588 for gaseous fuels. [District Rule 2520, 9.4.2; 4305, 4306, 4320, and 4351, 6.2.1] Federally Enforceable
Through Title V Permit

The operator shall demonstrate compliance with this unit's sulfur compound exhaust concentration limit(s) using one
of the following; fire the unit only on PUC or FERC regulated natural gas, test the sulfur content of each fuel source,
or determine that the concentration of sulfur compounds in the exhaust does not exceed the concentration limit by a
combination of source testing and fuel analysis. [District Rules 2520, 9.4.2, 4301, 5.2.1 and Rule 4801, 3.1] Federally
Enforceable Through Title V Permit

Compliance with permit conditions in the Title V permit shall be deemed compliance with the requirements of 40 CFR
60, Subpart Dc (except 60.44¢(g) and (h) and 60.48c). A permit shield is granted from these requirements. [District
Rule 2520, 13.2] Federally Enforceable Through Title V Permit

Steam generator shall be equipped with operational fuel gas and vapor recovery gas volumetric flow meters . [District
Rule 2201] Federally Enforceable Through Title V Permit

Only natural gas or a combination of natural gas and TEOR well vent vapors from well vent vapor control system S-
1547-819 shall be used as fuel in this steam generator. [District Rule 2201] Federally Enforceable Through Title V
Permit

When combusting a combination of natural gas and vapor recovery gas, the fuel gas sulfur content shall not exceed 5
grains of total sulfur (as H2S) per 100 dscf of fuel gas. [District Rules 2201 and 4320] Federally Enforceable Through

. Title V Permit
15.

Maximum heat input to steam generator shall not exceed 1,440 MMBTU/day. [District Rule 2201] Federally
Enforceable Through Title V Permit

Total TEOR gas from permit S-1547-819 incinerated in steam generators S-1547-766 to '-772, '-777 to -781, and -797
shall not exceed 4.09 MMscf/day. [District Rule 2201] Federally Enforceable Through Title V Permit

Permittee shall maintain accurate daily records of gas flowrate delivered to steam generators S-1547-766 to '-772, '-777
to '-781, and '-797. [District Rule 2201] Federally Enforceable Through Title V Permit

Total PM10 emissions for steam generators S-1547-766 to '-772, '-777 to "-781, and '-797 shall not exceed 129.1 Ib/day
nor 47,122 Ib/yr. [District Rule 2201] Federally Enforceable Through Title V Permit

Permittee shall maintain daily records of quantity and higher heating value of natural gas and vapor recovery gas
burned in this steam generator. [District Rule 2201] Federally Enforceable Through Title V Permit

Emission rates, except during startup, shutdown, and refractory curing from the combustion of natural gas, shall not
exceed any of the following: PM10: 0.005 [b/MMBTU or SOx (as SO2): 0.002 Ib/MMBtu. [District NSR Rule and
District Rules 2520, 4201, 4301, 4406, 4801 and Kern County Rule 424] Federally Enforceable Through Title V
Permit

CONDITIONS CONTINUE ON NEXT PAGE
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Conditions for S-1547-767-16 (continued) Page 3 of 4

21. Emission rates, except during startup, shutdown, and refractory curing shall not exceed any of the following: VOC:
0.003 Ib/MMBtu, NOx (as NO2): 0.008 Ib/MMBtu or 7 ppmv @ 3% O2, or CO: 0.030 Ib/MMBtu or 40 ppmv @ 3%
0O2. [District Rules 2201, 2520, 4301, 4305, 4306, 4320, 4405 and Kern County Rule 425] Federally Enforceable
Through Title V Permit

22. Emission rates during startup, shutdown and refractory curing shall not exceed: particulate matter - 10 pounds per
hour, or 0.1 grains/dscf calculated to 12% CO2; sulfur - 200 pounds of SO2 per hour, or 2000 ppmv as SO2, or 0.11
pounds sulfur (as S) per MMBtu on average-wide basis for all units in Rule 4406 plan; NO2 - 140 pounds per hour or
0.14 pounds per MMBtu. [District Rules 4101, 4102, 4301, 4405, 4406, 4801 and Kern County Rules 424 and 425]
Federally Enforceable Through Title V Permit t

23. Emission rates shall not exceed any of the following: VOC: 4.3 lb/day, NOx (as NO2): 49.0 Ib/day or 4205 Ib/year, or
CO: 43.2 lb/day. [District Rule 2201] Federally Enforceable Through Title V Permit

24. During a "shakedown" period not to exceed 60 calendar days from initial operation of the modifications autliorized by
this ATC, NOx emission shall not exceed 15 ppmvd NOX @ 3% O2 or 0.018 [b-NOX/MMBtu. The shakedown
period shall be concluded prior to the applicable Rule 4320 compliance deadline selected for this unit. Permittee shall
maintain a record of the date of initial operation for at least 5 years. [District Rule 4305, 4306, and 4320] Federally
Enforceable Through Title V Permit

25. Duration of startup and shutdown (as defined in Rule 4320) shall not exceed 2 hours each per occurrence. Refractory
" curing period is defined as a maintenance-based reduced-load period of time during which a unit is brought from a
shutdown status to staged rates of firing for the sole purpose of curing new refractory lining of the unit, and shall not
exceed 30 hours per occurrence. The operator shall maintain records of the duration of start-up, shutdown, and
refractory curing periods. [District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

26. The permittee shall monitor and record the stack concentration of NOx, CO, and O2 at least once every month (in
which a source test is not performed) using a portable emission monitor that meets District specifications. Monitoring
shall not be required if the unit is not in operation, i.e. the unit need not be started solely to perform monitoring.
Monitoring shall be performed within 5 days of restarting the unit unless monitoring has been performed within the
last month. [District Rules District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

27. If either the NOx or CO concentrations corrected to 3% O2, as measured by the portable analyzer, exceed the
allowable emissions concentration, the permittee shall return the emissions to within the acceptable range as soon as
possible, but no longer than 1 hour of operation after detection. If the portable analyzer readings continue to exceed
the allowable emissions concentration after 1 hour of operation after detection, the permittee shall notify the District
within the following 1 hour and conduct a certified source test within 60 days of the first exceedance. In lieu of

* conducting a source test, the permittee may stipulate a violation has occurred, subject to enforcement action. The
permittee must then correctthe violation, show compliance has been re-established, and resume monitoring
procedures. If the deviations are the result of a qualifying breakdown condition pursuant to Rule 1100, the permittee
may fully comply with Rule 1100 in lieu of the performing the notification and testing required by this condltlon
[District Rules District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

28. All alternate monitoring parameter emission readings shall be taken with the unit operating either at conditions
representative of normal operations or conditions specified in the Permit to Operate. The analyzer shall be calibrated,
maintained, and operated in accordance with the manufacturer's specifications and recommendations or a protocol
approved by the APCO. Emission readings taken shall be averaged over a 15 consecutive-minute period by either
taking a cumulative 15 consecutive-minute sample reading or by taking at least five (5) readings, evenly spaced out
over the 15 consecutive-minute period. [District Rules District Rules 4305, 4306, and 4320] Federally Enforceable
Through Title V Permit

29. The permittee shall maintain records of: (1) the date and time of NOx, CO, and O2 measurements, (2) the O2
concentration in percent and the measured NOx and CO concentrations corrected to 3% O2, (3) make and model of
exhaust gas analyzer (4) exhaust gas analyzer calibration records, and (5) a description of any corrective action taken
to maintain the emissions within the acceptable range. [District Rules 4305, 4306, and 4320] Federally Enforceable
Through Title V Permit

CONDITIONS CONTINUE ON NEXT PAGE
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Conditions for S-1547-767-16 (continued) Page 4 of 4

30.

31.

32.

33.

34.

35.

36.

37.
38.

39.

All emissions measurements shall be made with the unit operating either at conditions representative of normal
operations or conditions specified in the Permit to Operate. Unless otherwise specified in the Permit to Operate no
determination of compliance shall be established within two hours after a continuous period in which fuel flow to the
unit is shut off for 30 minutes or longer, or within 30 minutes after a re-ignition as defined in Section 3.0 of District
Rule 4320. For the purposes of permittee-performed alternate monitoring, emissions measurements may be performed
at any time after the unit reaches conditions representative of normal operation. [District Rules 4305, 4306, and 4320]
Federally Enforceable Through Title V Permit

Source testing to measure natural gas-combustion NOx and CO emissions from this unit shall be conducted at least
once every twelve (12) months (no more than 30 days before or after the required annual source test date). After
demonstrating compliance on two (2) consecutive annual source tests, the unit shall be tested not less than once every
thirty-six (36) months (no more than 30 days before or after the required 36-month source test date). If the result of
the 36-month source test demonstrates that the unit does not meet the applicable emission limits, the source testing
frequency shall revert to at least once every twelve (12) months. [District Rules 4305, 4306, and 4320] Federally
Enforceable Through Title V Permit

Source testing to measure NOx and CO emissions from this unit shall be conducted within 60 days of initial operation
under this ATC. [District Rules 2201, 4305, 4306 and 4320] Federally Enforceable Through Title V Permit

The source test plan shall identify which basis (ppmv or Ib/MMBtu) will be used to demonstrate compliance. [District
Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

The District must be notified at least 30 days prior to any compliance source test, and a source test plan must be
submitted for approval at least 15 days prior to testing. The results of each source test shall be submitted to the District
within 60 days thereafter. [District Rule 1081] Federally Enforceable Through Title V Permit

The following test methods shall be used: NOx (ppmv) - EPA Method 7E or ARB Method 100, NOx (Ib/MMBtu) -
EPA Method 19, CO (ppmv) - EPA Method 10 or 10B or ARB Method 100, stack gas oxygen - EPA Method 3 or 3A
or ARB Method 100, SOx (Ib/MMBtu) - ARB Method 100 or EPA Method 6, 6C or fuel gas sulfur content analysis
and EPA Method 19, fuel gas sulfur content - EPA Method 11 or 15, ASTM D3246 or double GC for H2S and
mercaptans performed in a laboratory, fuel gas hhv - ASTM D1826 or D1945 in conjunction with ASTM D3588.
[District Rules 1081, 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

For emissions source testing, the arithmetic average of three 30-consecutive-minute test runs shall apply. If two of
three runs are above an applicable limit the test cannot be used to demonstrate compliance with an applicable limit.
[District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

Operator shall provide an annual fuel sulfur content analysis to the District upon request. [District Rule 4320]

All records shall be maintained for a minimum of five (5) years, and shall be made available for District inspection
upon request. [District Rules 1070; 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

Formerly S-1511-124
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W% San Joaquin Valley K 17
& ik PoLLuTION CONTROL DISTRICT HEALTHY AIR LIVING

AUTHORITY TO CONSTRUCT

PERMIT NO: S-1547-767-17 ISSUANCE DATE: 06/01/2010
LEGAL OWNER OR OPERATOR: AERA ENERGY LLC
MAILING ADDRESS: PO BOX 11164
BAKERSFIELD, CA 93389-1164
LOCATION: HEAVY OIL WESTERN STATIONARY SOURCE

KERN COUNTY, CA
SECTION: NW35 TOWNSHIP: 12N RANGE: 24W

EQUIPMENT DESCRIPTION:

MODIFICATION OF 62.5 MMBTU/HR NATURAL GAS/VAPOR RECOVERY GAS FIRED STEAM GENERATOR WITH
COEN QLN-ULN BURNER AND PIPING FROM TEOR WELL VENT VAPOR RECOVERY SYSTEM S-1547-819 (MOCO
#605) (SOUTH MIDWAY): REPLACE EXISTING BURNER WITH COEN MODEL QLN-ULN ULTRA LOW NOX BURNER,
OR NORTH AMERICAN MODEL MAGNA FLAME LEX ULTRA LOW NOX BURNER, OR ACT GIDEON ULTRA LOW NOX
BURNER, OR EQUIVALENT; OR TUNE EXISTING BURNER; LOWER NOX LIMIT TO 9 PPMV @ 3% O2 AND L|MIT
FUEL SULFUR CONTENT TO § GR- S/1 00 DSCF FOR RULE 4320 COMPLIANCE

CONDITIONS

1. This Authority to Construct serves as a written certificate of conformity with the procedural requirements of 40 CFR
70.7 and 70.8 and with the compliance requirements of 40 CFR 70.6(c). [District Rule 2520] Federally Enforceable
Through Title V Permit

2. Prior to operating with modifications authorized by this Authority to Construct, the facility shall submit an application
to modify the Title V permit with an administrative amendment in accordance with District Rule 2520 Section 5.3.4.
[District Rule 2520, 5.3.4] Federally Enforceable Through Title V Permit

3. The permittee shall notify the District of the compliance method chosen (replacement burner or tuning) and if
applicable, the approved burner to be installed prlor to implementation of this ATC. [District Rule 2201] Federally
Enforceable Through Title V Permnt

4, The permittee shall obtain wrltten District approval for the use of any equivalent equipment not specifically approved
by this ATC. Approval of the equivalent equipment shall be made in writing and only after the District's determination
- that the submitted design and performance of the proposed alternate equipment is equivalent to the authorized
equlpment [Dlstnct Rule 2010] Federally Enforceable Through Title V Permit

CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (561) 392-5500 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT.OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. . This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans; specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complymg with
all laws, ordinances and regulations of all other governmental agencnes whlch may penrtain to the above equlpment

Seyed Sadredin, Executive Director / APCO

M

WVID WARNER, Director of Permit Services
54

T.787-17 : Jun 1 2010 217PM ~ RICKARDK : Joint inspection NOT Required

Southem Regional Office » 34946 Flyover Court ¢ Bakersfieid, CA 93308 e (661) 392-5500 « Fax (661) 392- 5585

Printed on recycled paper. °



Conditions forS 1547-767-17 (continued) - _ Page 2 of 4

5.

10.

11.

12.

13.

14.

15.

16.

17.

18.

19.

20.

The permittee's request for approval of equwalent equ1pment shall include the make, model, manufacturer's maximum
rating, manufacturer's guaranteed emissions rates, equipment drawing(s) and operational characteristics/parameters
[District Rule 2010] Federally Enforceable Through Title V-Permit

Copies of all fuel i invoices showing quantity and delivery points of gas dellvered and coples of quallty terms of gas
delivery contracts shall be maintained. The operator shall record daily amount and type(s) of fuel(s) combusted and all
dates on which unit is fired on any noncertified fuel and record specific type of noncertlﬁed fuel used. [District Rule

© 2520, 9.3.2] Federally Enforceable Through Title V Permit

The operator shall maintain all records of required mor.itoring data and support information for inspection at any time
for a period of five years. [District Rule 2520, 9.5.2] Fe {erally Enforceable Through Title V Permit

When complying with sulfur emission limits by fuel analysis or by a combination of source testing and fuel analysis,
each fuel source shall be tested weekly for sulfur content and higher heating value. If compliance with the fuel sulfur
content limit has been demonstrated for 8 consecutive weeks for a fuel source, then the testing frequency shall be semi-
annually. If a semi-annual fuel content source test fails to show compliance, weekly testing shall resume. [District
Rules 2520, 9.4.2 and 4320] Federally Enforceable Through Title V Permit

If fuel analysis is used to demonstrate compliance with conditions of this permit, the fuel higher heating value for each
fuel shall be certified by a third party fuel supplier or determined by ASTM D 1826 or D 1945 in conjunction with
ASTM D 3588 for gaseous fuels. [District Rule 2520, 9.4.2; 4305, 4306, 4320, and 4351, 6.2.1] Federally Enforceable
Through Title V Permit

- The operator shall demonstrate compliance with this unit's sulfur compound exhaust concentration limit(s) using one

of the following: fire the unit only on PUC or FERC regulated natural gas, test the sulfur content of each fuel source,
or determine that the concentration of sulfur compounds in the exhaust does not exceed the concentration limit by a
combination of source testing and fuel analysis. [District Rules 2520, 9.4.2, 4301, 5.2.1 and Rule 4801, 3.1] Federally
Enforceable Through Title V Permit '

Compliance with permit conditions in the Title V permit shall be deemed compliance with the requirements of 40 CFR
60, Subpart Dc (except 60.44¢(g) and (h) and 60.48¢c). A permit shield is granted from these requirements. [District
Rule 2520, 13.2] Federally Enforceable Through Title V Permit

Steam generator shall be equipped with operational fuel gas and vapor recovery gas volumetric flow meters . [District
Rule 2201] Federally Enforceable Through Title V Permit

Only natural gas or a combination of natural gas and TEOR well vent vapors from well vent vapor control system S-
1547-819 shall be used as fuel in this steam generator. [District Rule 2201] Federally Enforceable Through Title V
Permit

When combusting a combination of natural gas and vapor recovery gas, the fuel gas sulfur content shall not exceed 5
grains of total sulfur (as H2S) per 100 dscf of fuel gas. [District Rules 2201 and 4320] Federally Enforceable Through
Title V Permit

Maximum heat input to steam generator shall not exceed 1,440 MMBTU/day. [Dlstnct Rule 2201] Federally
Enforceable Through Title V Permit

Total TEOR gas from permit S-1547-819 incinerated in steam generators S-1547-766 to '-772,'-777 to '-781, and '-797
shall not exceed 4.09 MMscf/day. [District Rule 2201] Federally Enforceable Through Title V Permit

Permittee shall maintain accurate daily records of gas flowrate delivered to steam generators S-1547-766 to '-772, '-777
to '-781, and '-797. [District Rule 220]] Federally Enforceable Through Title V Permit

Total PM10 emissions for steam generators S-1547-766 to '-772, '-777 to '-781, and '-797 shall not exceed 129.1 Ib/day
nor 47,122 Ib/yr. [District Rule 2201] Federally Enforceable Through Title V Permit

Permittee shall maintain daily records of quantity and higher heating value of natural gas and vapor recovery gas
burned in this steam generator. [District Rule 2201] Federally Enforceable Through Title V Permit

Emission rates, except during startup, shutdown, and refractory curing from the combustion of natural gas, shall not
exceed any of the following: PM10: 0.005 1b/MMBTU or SOx (as SO2): 0.002 lb/MMBtu. [District Rules 2201, 2520,
4201, 4301, 4406, 4801 and Kern County Rule 424] Federally Enforceable Through Title V Permit

CONDITIONS CONTINUE ON NEXT PAGE
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Conditions for S-1547-767-17 (continued) Page 3 of 4

21.

22.

23.

24,

25.

26.

27.

28.

29.

Emission rates, except during startup, shutdown, and refractory curing shall not exceed any of the following: VOC:
0.003 1b/MMBtu, NOx (as NO2): 0.011 Ib/MMBtu or 9 ppmv @ 3% O2, or CO: 0.030 Ib/MMBtu or 40 ppmv @ 3%
02. [District Rules 2201, 2520, 4301, 4305, 4306, 4320, 4405 and Kern County Rule 425] Federally Enforceable
Through Title V Permit

Emission rates during startup, shutdown and refractory curing shall not exceed: particulate matter - 10 pounds per
hour, or 0.1 grains/dscf calculated to 12% CO2; sulfur - 200 pounds of SO2 per hour, or 2000 ppmv as SO2, or 0.11
pounds sulfur (as S) per MMBtu on average-wide basis for all units in Rule 4406 plan; NO2 - 140 pounds per hour or
0.14 pounds per MMBtu. [District Rules 4101, 4102, 4301, 4405, 4406, 4801 and Kern County Rules 424 and 425]
Federally Enforceable Through Title V Perrmt .

Emission rates shall not exceed any of the following: VOC: 4.3 1b/day, NOx (as NO2): 49.0 lb/day or 5782 Ib/year, or
CO: 43.2 Ib/day. [District Rule 2201] Federally Enforceable Through Title V Permit

During a "shakedown" period not to exceed 60 calendar days from initial operation of the modifications authorized by
this ATC, NOx emission shall not exceed 15 ppmvd NOX @ 3% O2 or 0.018 Ib-NOX/MMBtu. The shakedown
period shall be concluded prior to the applicable Rule 4320 compliance deadline selected for this unit. Permittee shall
maintain a record of the date of initial operation for at least 5 years. [District Rule 4305, 4306, and 4320] Federally
Enforceable Through Title V Permit

Duration of startup and shutdown (as defined in Rule 4320) shall not exceed 2 hours each per occurrence. Refractory
curing period is defined as a maintenance-based reduced-load period of time during which a unit is brought from a
shutdown status to staged rates of firing for the sole purpose of curing new refractory lining of the unit, and shall not
exceed 30 hours per occurrence. The operator shall maintain records of the duration of start-up, shutdown, and
refractory curing periods. [District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

The permittee shall monitor and record the stack concentration of NOx, CO, and O2 at least once every month (in
which a source test is not performed) using a portable emission monitor that meets District specifications. Monitoring
shall not be required if the unit is not in operation, i.e. the unit need not be started solely to perform monitoring,
Monitoring shall be performed within 5 days of restarting the unit unless monitoring has been performed within the
last month. [District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

If either the NOx or CO concentrations corrected to 3% O2, as measured by the portable analyzer, exceed the
allowable emissions concentration, the permittee shall return the emissions to within the acceptable range as soon as
possible, but no longer than 1 hour of operation after detection. If the portable analyzer readings continue to exceed
the allowable emissions concentration after 1 hour of operation after detection, the permittee shall notify the District
within the following 1 hour and conduct a certified source test within 60 days of the first exceedance. In lieu of
conducting a source test, the permittee may stipulate a violation has occurred, subject to enforcement action. The
permittee must then correct the violation, show compliance has been re-established, and resume monitoring
procedures. If the deviations are the result of a qualifying breakdown condition pursuant to Rule 1100, the permittee
may fully comply with Rule 1100 in lieu of the performing the notification and testing required by this condition.
[District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

All alternate monitoring parameter emission readings shall be taken with the unit operating either at conditions
representative of normal operations or conditions specified in the Permit to Operate. The analyzer shall be calibrated,
maintained, and operated in accordance with the manufacturer's specifications and recommendations or a protocol
approved by the APCO. Emission readings taken shall be averaged over a 15 consecutive-minute period by either
taking a cumulative 15 consecutive-minute sample reading or by taking at least five (5) readings, evenly spaced out
over the 15 consecutive-minute period. [District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V
Permit

The permittee shall maintain records of: (1) the date and time of NOx, CO, and O2 measurements, (2) the O2
concentration in percent and the measured NOx and CO concentrations corrected to 3% O2, (3) make and model of
exhaust gas analyzer, (4) exhaust gas analyzer calibration records, and (5) a description of any corrective action taken
to maintain the emissions within the acceptable range. [District Rules 4305, 4306, and 4320] Federally Enforceable
Through Title V Permit

CONDITIONS CONTINUE ON NEXT PAGE |
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Conditions for S-1547-767-17 (continued) Page 4 of 4

30. All emissions measurements shall be made with the unit operating either at conditions representative of normal
operations or conditions specified in the Permit to Operate. Unless otherwise specified in the Permit to Operate no
determination of compliance shall be established within two hours after a continuous period in which fuel flow to the
unit is shut off for 30 minutes or longer, or within 30 minutes after a re-ignition as defined in Section 3.0 of District
Rule 4320. For the purposes of permittee-performed alternate monitoring, emissions measurements may be performed
at any time after the unit reaches conditions representative of normal operation. [District Rules 4305, 4306, and 4320]
Federally Enforceable Through Title V Permit

31. Source testing to measure natural gas-combustion NOx and CO emissions from this unit shall be conducted at least
once every twelve (12) months (no more than 30 days before or after the required annual source test date). After
demonstrating compliance on two (2) consecutive annual source tests, the unit shall be tested not less than once every
thirty-six (36) months (no more than 30 days before or after the required 36-month source test date). If the result of
the 36-month source test demonstrates that the unit does not meet the applicable emission limits, the source testing
frequency shall revert to at least once every twelve (12) months. [District Rules 4305, 4306, and 4320] Federally
Enforceable Through Title V Permit

32. Source testing to measure NOx and CO emissions from this unit shall be conducted within 60 days of initial operation
under this ATC. [District Rules 2201, 4305, 4306 and 4320] Federally Enforceable Through Title V Permit

33. The source test plan shall identify which basis (ppmv or 1b/MMBtu) will be used to demonstrate compliance. [District
Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

34. The District must be notified at least 30 days prior to any compliance source test, and a source test plan must be
submitted for approval at least 15 days prior to testing. The results of each source test shall be submitted to the District
within 60 days thereafter. [District Rule 1081] Federally Enforceable Through Title V Permit

35. The following test methods shall be used: NOx (ppmv) - EPA Method 7E or ARB Method 100, NOx (Ib/MMBtu) -
EPA Method 19, CO (ppmv) - EPA Method 10 or 10B or ARB Method 100, stack gas oxygen - EPA Method 3 or 3A
or ARB Method 100, SOx (Ib/MMBtu) - ARB Method 100 or EPA Method 6, 6C or fuel gas sulfur content analysis
and EPA Method 19, fuel gas sulfur content - EPA Method 11 or 15, ASTM D3246 or double GC for H2S and
mercaptans performed in a laboratory, fuel gas hhv - ASTM D1826 or D1945 in conjunction with ASTM D3588.
[District Rules 1081, 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

36. For emissions source testing, the arithmetic average of three 30-consecutive-minute test runs shall apply. If two of
three runs are above an applicable limit the test cannot be used to demonstrate compliance with an applicable limit.
[District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

37. Operator shall provide an annual fuel sulfur content analysis to the District upon request. [District Rule 4320]

38. All records shall be maintained for a minimum of five (5) years, and shall be made available for District inspection
upon request. [District Rules 1070; 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

39. Formerly S-1511-124
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W% San Joaquin Valley K 17h4
A & poLLuTION CONTROL DISTRICT HEALTHY AIR LIVING

AUTHORITY TO CONSTRUCT

PERMIT NO: S-1547-767-18 ISSUANCE DATE: 06/01/2010
LEGAL OWNER OR OPERATOR: AERA ENERGY LLC
MAILING ADDRESS: PO BOX 11164
BAKERSFIELD, CA 93389-1164
LOCATION: HEAVY OIL WESTERN STATIONARY SOURCE

KERN COUNTY, CA
SECTION: NW35 TOWNSHIP: 12N RANGE: 24w

EQUIPMENT DESCRIPTION:

MODIFICATION OF 62.5 MMBTU/HR NATURAL GAS/VAPOR RECOVERY GAS FIRED STEAM GENERATOR WITH
COEN QLN-ULN BURNER AND PIPING FROM TEOR WELL VENT VAPOR RECOVERY SYSTEM S-1547-819 (MOCO
#605) (SOUTH MIDWAY): LIMIT FUEL SULFUR CONTENT TO 5 GR-S/100 DSCF FOR RULE 4320 COMPLIANCE

CONDITIONS

1. This Authority to Construct serves as a written certificate of conformity with the procedural requirements of 40 CFR
70.7 and 70.8 and with the compliance requirements of 40 CFR 70.6(c). [District Rule 2520] Federally Enforceable
Through Title V Permit

2.  Prior to operating with modifications authorized by this Authority to Construct, the facility shall submit an application
to modify the Title V permit with an administrative amendment in accordance with District Rule 2520 Section 5.3 .4.
[District Rule 2520, 5.3.4] Federally Enforceable Through Title V Permit

3. Copies of all fuel invoices showing quantity and delivery points of gas delivered and copies of quality terms of gas
delivery contracts shall be maintained. The operator shall record daily amount and type(s) of fuel(s) combusted and all
dates on which unit is fired on any noncertified fuel and record specific type of noncertified fuel used. [District Rule
2520, 9.3.2] Federally Enforceable Through Title V Permit

4. The operator shall maintain all records of required monitoring data and support information for inspection at any time
for a period of five years. [District Rule 2520, 9.5.2] Federally Enforceable Through Title V Permit

CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (661) 392-5500 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

AVID WARNER, Director of Permit Services

1947-787- 1! Jun 12010 217PM RICKAROK : Jeint Inspaction NOT Roquined

Southern Regional Office ¢ 34946 Flyover Court « Bakersﬁeld CA 93308 « (661) 392-5500  Fax (661) 392-5585

Printeg on recyced paper. €



Conditions for S-1547-767-18 (continued) Page 2 of 4

5.

10.
11.

12,
13,
14,
15,
16.

17,
18.

19.

When complying with sulfur emission limits by fuel analysis or by a combination of source testing and fuel analysis,
each fuel source shall be tested weekly for sulfur content and higher heating value. If compliance with the fuel sulfur
content limit has been demonstrated for 8 consecutive weeks for a fuel source, then the testing frequency shall be semi-
annually. If a semi-annual fuel content source test fails to show compliance, weekly testing shall resume. [District
Rules 2520, 9.4.2 and 4320] Federally Enforceable Through Title V Permit

If fuel analysis is used to demonstrate compliance with conditions of this permit, the fuel higher heating value for each
fuel shall be certified by a third party fuel supplier or determined by ASTM D 1826 or D 1945 in conjunction with
ASTM D 3588 for gaseous fuels. [Dlstrlct Rule 2520, 9.4.2; 4305, 4306, 4320; and 4351, 6.2.1] Federally Enforceable
Through Title V Permit :

The operator shall demonstrate compliance with this unit's sulfur compound exhaust concentration limit(s) using one
of the following: fire the unit only on PUC or FERC regulated natural gas, test the sulfur content of each fuel source,
or determine that the concentration of sulfur compounds in the exhaust does not exceed the concentration limit by a
combination of source testing and fuel analysis. [District Rules 2520, 9.4.2, 4301, 5.2.1 and Rule 4801, 3.1] Federally
Enforceable Through Title V Permit

Compliance with permit conditions in the Title V permit shall be deemed compliance with the requirements of 40 CFR
60, Subpart Dc (except 60.44c(g) and (h) and 60.48c). A permit shield is granted from these requirements. [District
Rule 2520, 13.2] Federally Enforceable Through Title V Permit

Steam generator shall be equipped with operational fuel gas and vapor recovery gas volumetric flow meters . [District
Rule 2201] Federally Enforceable Through Title V Permit

Only natural gas or a combination of natural gas and TEOR well vent vapors from well vent vapor control system S-
1547-819 shall be used as fuel in this steam generator. [District Rule 2201] Federally Enforceable Through Title v
Permit

When combusting a combination of natural gas and vapor recovery gas, the fuel gas sulfur content shall not exceed 5
grains of total sulfur (as H2S) per 100 dscf of fuel gas. [District Rules 2201 and 4320] Federally Enforceable Through
Title V Permit

Maximum heat input to steam generator shall not exceed 1,440 MMBTU/day. [District Rule 2201] Federally
Enforceable Through Title V Permit

Total TEOR gas from permit S-1547-819 incinerated in steam generators S-1547-766 to *-772,'-777 to'-781, and '-797
shall not exceed 4.09 MMscf/day. [District Rule 2201] Federally Enforceable Through Title V Permit

Permittee shall maintain accurate daily records of gas flowrate delivered to steam generators S-1547-766 to '-772, '-777
to '-781, and -797. [District Rule 2201] Federally Enforceable Through Title V Permit

Total PM10 emissions for steam generators S-1547-766 to '-772, -777 to '-781, and -797 shall not exceed 129.1 Ib/day
nor 47,122 Ib/yr. [District Rule 2201] Federally Enforceable Through Title V Permit

Permittee shall maintain daily records of quantity and higher heating value of natural gas and vapor recovery gas
burned in this steam generator. [District Rule 2201] Federally Enforceable Through Title V Permit

Emission rates, except during startup, shutdown, and refractory curing from the combustion of natural gas, shall not

exceed any of the following: PM10: 0.005 Ib/MMBTU or SOx (as SO2): 0.002 1b/MMBtu. [District Rules 2201, 2520,
4201, 4301, 4406, 4801 and Kern County Rule 424] Federally Enforceable Through Title V Permit

Emission rates, except during startup, shutdown, and refractory curing shall not exceed any of the following: VOC:
0.003 Ib/MMBtu, NOx (as NO2): 0.018 Ib/MMBtu or 15 ppmv @ 3% 02, or CO: 0.030 1b/MMBtu or 40 ppmv @ 3%
02. [District Rules 2201, 2520, 4301, 4305, 4306, 4320, 4405 and Kern County Rule 425] Federally Enforceable
Through Title V Permit

Emission rates during startup, shutdown and refractory curing shall not exceed: particulate matter - 10 pounds per
hour, or 0.1 grains/dscf calculated to 12% CO2; sulfur - 200 pounds of SO2 per hour, or 2000 ppmv as SO2, or 0.11
pounds sulfur (as S) per MMBtu on average-wide basis for all units in Rule 4406 plan; NO2 - 140 pounds per hour or
0.14 pounds per MMBHtu. [District Rules 4101, 4102, 4301, 4405, 4406, 4801 and Kern County Rules 424 and 425]
Federally Enforceable Through Title V Permit

CONDITIONS CONTINUE ON NEXT PAGE
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Conditions for S-1547-767-18 (continued) Page 3 of 4

20. Emission rates shall not exceed any of the following: VOC: 4.3 Ib/day, NOx (as NO2): 49.0 Ib/day or 9,461 Ib/year, or
CO: 43.2 Ib/day. [District Rule 2201] Federally Enforceable Through Title V Permit

21. Duration of startup and shutdown (as defined in Rule 4320) shall not exceed 2 hours each per occurrence. Refractory
curing period is defined as a maintenance-based reduced-load period of time during which a unit is brought from a
shutdown status to staged rates of firing for the sole purpose of curing new refractory lining of the unit, and shall not-
exceed 30 hours per occurrence. The operator shall maintain records of the duration of start-up, shutdown, and
refractory curing periods. [District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

22. The permittee shall monitor and record the stack concentration of NOx, CO,:and O2 at least once every month (in
which a source test is not performed) using a portable emission monitor that ‘neets District specifications. Monitoring
shall not be required if the unit is not in operation, i.e. the unit need not be started solely to perform monitoring.
Monitoring shall be performed within 5 days of restarting the unit unless monitoring has been performed within the
last month. [District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

23. If either the NOx or CO concentrations corrected to 3% O2, as measured by the portable analyzer, exceed the
allowable emissions concentration, the permittee shall return the emissions to within the acceptable range as soon as
possible, but no longer than 1 hour of operation after detection. If the portable analyzer readings continue to exceed
the allowable emissions concentration after 1 hour of operation after detection, the permittee shall notify the District
within the following 1 hour and conduct a certified source test within 60 days of the first exceedance. In lieu of
conducting a source test, the permittee may stipulate a violation has occurred, subject to enforcement action. The
permittee must then correct the violation, show compliance has been re-established, and resume monitoring
procedures. If the deviations are the result of a qualifying breakdown condition pursuant to Rule 1100, the permittee
may fully comply with Rule 1100 in lieu of the performing the notification and testing required by this condition.
[District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

24. All alternate monitoring parameter emission readings shall be taken with the unit operating either at conditions
representative of normal operations or conditions specified in the Permit to Operate. The analyzer shall be calibrated,
maintained, and operated in accordance with the manufacturer's specifications and recommendations or a protocol
approved by the APCO. Emission readings taken shall be averaged over a 15 consecutive-minute period by either
taking a cumulative 15 consecutive-minute sample reading or by taking at least five (5) readings, evenly spaced out
over the 15 consecutive-minute period. [District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V
Permit :

25. The permittee shall maintain records of: (1) the date and time of NOx, CO, and O2 measurements, (2) the O2
concentration in percent and the measured NOx and CO concentrations corrected to 3% O2, (3) make and model of
exhaust gas analyzer, (4) exhaust gas analyzer calibration records, and (5) a description of any corrective action taken
to maintain the emissions within the acceptable range. [District Rules 4305, 4306, and 4320] Federally Enforceable
Through Title V Permit

26. All emissions measurements shall be made with the unit operating either at conditions representative of normal
operations or conditions specified in the Permit to Operate. Unless otherwise specified in the Permit to Operate no
determination of compliance shall be established within two hours after a continuous period in which fuel flow to the
unit is shut off for 30 minutes or longer, or within 30 minutes after a re-ignition as defined in Section 3.0 of District
Rule 4320. For the purposes of permittee-performed alternate monitoring, emissions measurements may be performed
at any time after the unit reaches conditions representative of normal operation. [District Rules 4305, 4306, and 4320]
Federally Enforceable Through Title V Permit

27. Source testing to measure natural gas-combustion NOx and CO emissions from this unit shall be conducted at least
once every twelve (12) months (no more than 30 days before or after the required annual source test date). After
demonstrating compliance on two (2) consecutive annual source tests, the unit shall be tested not less than once every
thirty-six (36) months (no more than 30 days before or after the required 36-month source test date). If the result of
the 36-month source test demonstrates that the unit does not meet the applicable emission limits, the source testing
frequency shall revert to at least once every twelve (12) months. [District Rules 4305, 4306, and 4320] Federally
Enforceable Through Title V Permit

28. The source test plan shall identify which basis (ppmv or 1b/MMBtu) will be used to demonstrate compliance. [District
Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

CONDITIONS CONTINUE ON NEXT PAGE
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Conditions for S-1547-767-18 (continued) Page 4 of 4

29.

30.

31

32.
33.

34.

The District must be notified at least 30 days prior to any compliance source test, and a source test plan must be
submitted for approval at least 15 days prior to testing. The results of each source test shall be submitted to the District
within 60 days thereafter. [District Rule 1081] Federally Enforceable Through Title V Permit

The following test methods shall be used: NOx (ppmv) - EPA Method 7E or ARB Method 100, NOx (lb/MMBtu) -
EPA Method 19, CO (ppmv) - EPA Method 10 or 10B or ARB Method 100, stack gas oxygen - EPA Method 3 or 3A
or ARB Method 100, SOx (Ib/MMBtu) - ARB Method 100 or EPA Method 6, 6C or fuel gas sulfur content analysis
and EPA Method 19, fuel gas sulfur content - EPA Method 11 or 15, ASTM D3246 or double GC for H2S and
mercaptans performed in a laboratory, fuel gas hhv - ASTM D1826 or D1945 in conjunction with ASTM D3588
[District Rules 1081, 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

For emissions source testing, the arithmetic average of three 30-consecutive-minute test runs shall apply. If two of
three runs are above an applicable limit the test cannot be used to demonstrate compliance with an applicable limit.
[District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

Operator shall provide an annual fuel sulfur content analysis to the District upon request. [District Rule 4320]

"

.

All records shall be maintained for a minimum of five (5) years, and shall be made available for District inspection

‘upon request. [District Rules 1070; 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

Formerly S-1511-124
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AUTHORITY TO CONSTRUCT

PERMIT NO: S-1547-768-17 ISSUANCE DATE: 06/01/2010
LEGAL OWNER OR OPERATOR: AERA ENERGY LLC
MAILING ADDRESS: PO BOX 11164
BAKERSFIELD, CA 93389-1164
LOCATION: HEAVY OIL WESTERN STATIONARY SOURCE

KERN COUNTY, CA
SECTION: NW35 TOWNSHIP 12N RANGE: 24W

EQUIPMENT DESCRIPTION
MODIFICATION OF 62.5 MMBTU/HR NATURAL GAS/VAPOR RECOVERY GAS-FIRED STEAM GENERATOR, WITH
COEN QLN-ULN BURNER, FLUE GAS RECIRCULATION AND PIPING FROM TEOR WELL VENT VAPOR RECOVERY
SYSTEM S-1547-819. (MOCO #606) (SOUTH MIDWAY): REPLACE EXISTING BURNER WITH COEN MODEL QLN-ULN
ULTRA LOW NOX BURNER, OR NORTH AMERICAN MODEL MAGNA FLAME LEX ULTRA LOW NOX BURNER, OR
- ACT GIDEON ULTRA LOW NOX BURNER, OR EQUIVALENT; OR TUNE EXISTING BURNER; LOWER NOX LIMIT TO 7
" PPMV @ 3% 02 AND LIMIT FUEL SULFUR CONTENT TO 5 GR-S/100 DSCF FOR RULE 4320 COMPLIANCE

CONDITIONS

1. This Authority to Construct serves as a written certificate of conformity with the procedural requirements of 40 CFR
70.7 and 70.8 and with the comphance requirements of 40 CFR 70.6(c). [District Rule 2520] Federally Enforceable
Through Title V Permit

2. Prior to operating with modifications authorized by this Authority to Construct, the facility shall submit an application
.to modify the Title V permit with an administrative amendment in accordance with District Rule 2520 Section 5.3 .4.
[District Rule 2520, 5.3.4] Federally Enforceable Through Title V Permit

3. The permittee shall notify the District of the compliance méthod chosen (replacement burner or tuning) and if
applicable, the approved burner to be installed prior to lmplementatlon of this ATC. [District Rule 2201] Federally
Enforceable Through Tltle V Permit

4. The permittee shall obtain writteri District approval for the use of any equivalent equipment not specifically approved
by this ATC. Approval of the equivalent equipment shall be made in writing and only after the District's determination
- .. "that the submitted design and performance of the proposed alternate equipment is equlvalent to the authorized
-'equlpment [District Rule 2010] Federally Enforceable Through Title V Permit

CONDITIONS CONTINUE ON NEXT PAGE R

YOU MUST NOTIFY . THE DISTRICT COMPLIANCE DIVISION AT (661) 392-5500 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.

- Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in-compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Poliution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelied two years from the date of issuance. The applicant is responsuble for complymg with
all Iaws ‘ordinances and regulations of all other govemmental agencies whlch may pertain to the above equipment. - :

Seyed Sadredin, Execuhve Director / APCO

w VID WARNER, Director of Permit Services

547-768-17 : Jun 1 2010 2:17PM RICKARDK muwm NOT Required

Southem Regional Office ¢ 34946 Flyover Court . Bakersﬁeld CA 93308 o (661) 392-5500 « Fax (661) 392-5585

Printed on recyclad paper.



Conditions for S-1547-768-17 (continued). T : . Page 2 of 4

5.

10.

11.

12.

13.
14.

15.
16.
17.
18.
19,

20.

The permrttee s request for approval of equrvalent equipment shall include the make, model, manufacturer s maximum

rating, manufacturer's guaranteed emissions rates, equipment drawing(s) and operational characterlstlcs/parameters

[District Rule 2010} Federally Enforceable Through Title V Permit

Copies of all fuel i invoices showing quantity and delivery pomts of gas delivered and coples of quality terms of gas

delivery contracts shall be maintained. The operator shall record daily amount and type(s) of fuel(s) combusted and all

dates on -which unit is fired on any noncertified fuel and record specific type of noncertified fuel used. [District Rule
2520, 9.3.2] Federally Enforceable Through Title V Permit

The operator shall main‘ain all records of required monitoring data and support information for mspectron at any time
for a period of five years. [Dlstrlct Rule 2520, 9.5.2] Federally Enforceable Through Title V Permit

When complying with sulfur emission limits by fuel analysis or by a combination of source testing and fuel analysis,
each fuel source shall be tested weekly for sulfur content and higher heating value. If compliance with the fuel sulfur
content limit has been dernonstrated for 8 consecutive weeks for a fuel source, then the testing frequency shall be semi-
annually. If a semi-annual fuel content source test fails to show compliance, weekly testing shall resume. [Dlstrrct
Rules 2520, 9.4.2 and 4320] Federally Enforceable Through Title V Permit

If fuel analysis is used to demonstrate compliance-with conditions of this permit, the fuel hlgher heating value for each
fuel shall be certified by a third party fuel supplier or determined by ASTM D 1826 or D 1945 in conjunction with
ASTM D 3588 for gaseous fuels. [District Rule 2520, 9.4.2; 4305, 4306, 4320, and 4351, 6.2. 1] Federally Enforceable
Through Title V Permit

The operator shall demonstrate compliance with this unit's sulfur compound exhaust concentration limit(s) using one
of the following: fire the unit only on PUC or FERC regulated natural gas, test the sulfur content of each fuel source,
or determine that the concentration of sulfur compounds in the exhaust does not exceed the concentration limit by a
combination of source testing and fuel analysis. [District Rules 2520, 9.4.2, 4301, 5.2.1 and Rule 4801, 3.1] Federally
Enforceable Through Title V Permit

Compliance with permit conditions in the Title V permit shall be deemed compliance with the requirements of 40 CFR
60, Subpart Dc (except 60.44c(g) and (h) and 60.48c). A permit shield is granted from these requirements. [District
Rule 2520, 13.2] Federally Enforceable Through Title V Permit

Steam generator shall be equipped with operational fuel gas and vapor recovery gas volumetric flow meters . [District
Rule 2201] Federally Enforceable Through Title V Permit

Only natural gas or a combination of natural gas and TEOR well vent vapors from well vent vapor control system S-
1547-819 shall be used as fuel in this steam generator. [District Rule 2201] Federally Enforceable Through Title V
Permit

When combusting a combihation of natural gas and vapor recovery gas, the fuel gas sulfur content shall not exceed 5
grains of total sulfur (as H2S) per 100 dscf of fuel gas. [District Rules 2201 and 4320] Federally Enforceable Through
Title V Permit

Maximum heat input to steam generator shall not exceed 1,440 MMBTU/day. [District Rule 2201] Federally
Enforceable Through Title V Permit

Total TEOR gas from permit S-1547-819 incinerated in steam generators S-1547-766 to '-772, '-777 to'-781, and '-797
shall not exceed 4.09 MMscf/day. [District Rule 2201] Federally Enforceable Through Title V Permit

Permittee shall maintain accurate daily records of gas flowrate delivered to steam generators S-1547-766 to '-772, '-777
to '-781, and -797. [District Rule 2201] Federally Enforceable Through Title V Permit

Total PM10 emissions for steam generators S-1547-766 to '-772, '-777 to '-781, and '-797 shall not exceed 129.1 lh/day
nor 47,122 Ib/yr. [District Rule 2201] Federally Enforceable Through Title V Permit

Permittee shall maintain daily records of quantity and higher heating value of natural gas and vapor recovery gas
burned in this steam generator. [District Rule 2201] Federally Enforceable Through Title V Permit -

Emission rates, except during startup, shutdown, and refractory curing from the combustion of natural gas, shall not
exceed any of the following: PM10: 0.005 [b/MMBtu or SOx (as SO2): 0.002 1b/MMBtu. [District Rules 2201, 2520,
4201, 4301, 4406, 4801 and Kern County Rules 424] Federally Enforceable Through Title V Permit

CONDITIONS CONTINUE ON NEXT PAGE
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Conditions for S-1547-768-17 (continued) _ Page 3 of 4

21.

22,

23.

24.

25.

26.

27.

28.

29.

Emission rates, except during startup, shutdown, and refractory curing shall not exceed any of the following: VOC:
0.003 Ib/MMBtu, NOx (as NO2): 0.008 Ib/MMBtu or 7 ppmv @ 3% 02, or CO: 0.030 [b/MMBtu or 40 ppmv @ 3%
02. [District Rules 2201, 2520, 4301, 4305, 4306, 4320, 4405 and Kern County Rule 425] Federally Enforceable
Through Title V Permit

Emission rates during startup, shutdown and refractory curing shall not exceed: particulate matter - 10 pounds per
hour, or 0.1 grains/dscf calculated to 12% CO2; sulfur - 200 pounds of SO2 per hour, or 2000 ppmv as SO2, or 0.11
pounds sulfur (as S) per MMBtu on average-wide basis for all units in Rule 4406 plan; NO2 - 140 pounds per hour or
0.14 pounds per MMBtu. [District Rules 4101, 4102, 4301, 4405 4406, 4801 and Kemn County Rules 424 and 425]
Federally Enforceable Through Title V Penmt

Emission rates shall not exceed any of the following: VOC: 4.3 Ib/day, NOx (as NO2): 49.0 Ib/day or 4205 Ib/year, or
CO: 43.2 Ib/day [District Rule 2201] Federally Enforceable Through Title V Permit

During a "shakedown" period not to exceed 60 calendar days from initial operation of the modifications authorized by
this ATC, NOx emission shall not exceed 15 ppmvd NOX @ 3% O2 or 0.018 1b-NOX/MMBtu. The shakedown
period shall be concluded prior to the applicable Rule 4320 compliance deddline selected for this unit. Permittee shall
maintain a record of the date of initial operation for at least 5 years. [District Rule 4305, 4306, and 4320] Federally
Enforceable Through Title V Permit

Duration of startup and shutdown (as defined in Rule 4320) shall not exceed 2 hours each per occurrence. Refractory
curing period is defined as a maintenance-based reduced-load period of time during which a unit is brought from a
shutdown status to staged rates of firing for the sole purpose of curing new refractory lining of the unit, and shall not
exceed 30 hours per occurrence. The operator shall maintain records of the duration of start-up, shutdown, and
refractory curing periods. [District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

The permittee shall monitor and record the stack concentration of NOx, CO, and O2 at least once every month (in
which a source test is not performed) using a portable emission monitor that meets District specifications. Monitoring
shall not be required if the unit is not in operation, i.e. the unit need not be started solely to perform monitoring.
Monitoring shall be performed within 5 days of restarting the unit unless monitoring has been performed within the
last month. [District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

If the NOx or CO concentrations corrected to 3% O2, as measured by the portable analyzer, exceed the allowable
emissions concentration, the permittee shall return the emissions to within the acceptable range as soon as possible, but
no longer than 1 hour of operation after detection. If the portable analyzer readings continue to exceed the allowable
emissions concentration after 1 hour of operation after detection, the permittee shall notify the District within the
following 1 hour and conduct a certified source test within 60 days of the first exceedance. In lieu of conducting a
source test, the permittee may stipulate a violation has occurred, subject to enforcement action. The permittee must
then correct the violation, show compliance has been re-established, and resume monitoring procedures. If the
deviations are the result of a qualifying breakdown condition pursuant to Rule 1100, the permittee may fully comply
with Rule 1100 in lieu of the performing the notification and testing required by this condition. [District Rules 4305,
4306, and 4320] Federally Enforceable Through Title V Permit

All alternate monitoring parameter emission readings shall be taken with the unit operating either at conditions
representative of normal operations or conditions specified in the permit-to-operate. The analyzer shall be calibrated,
maintained, and operated in accordance with the manufacturer's specifications and recommendations or a protocol
approved by the APCO. Emission readings taken shall be averaged over a 15 consecutive-minute period by either
taking a cumulative 15 consecutive-minute sample reading or by taking at least five (5) readings, evenly spaced out
over the 15 consecutive-minute period. [District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V
Permit

The permittee shall maintain records of: (1) the date and time of NOx, CO, and O2 measurements, (2) the O2
concentration in percent and the measured NOx and CO concentrations corrected to 3% 02, (3) make and model of
exhaust gas analyzer, (4) exhaust gas analyzer calibration records, and (5) a description of any corrective action taken
to maintain the emissions within the acceptable range. [District Rules 4305, 4306, and 4320] Federally Enforceable
Through Title V Permit .

CONDITIONS CONTINUE ON NEXT PAGE
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Conditions for S-1547-768-17 (continued) Page 4 of 4

30.

31

32.
33.

34.

35.

36.

37.
38.

39.

All emissions measurements shall be made with the unit operating either at conditions representative of normal
operations or conditions specified in the Permit to Operate. Unless otherwise specified in the Permit to Operate no
determination of compliance shall be established within two hours after a continuous period in which fuel flow to the
unit is shut off for 30 minutes or longer, or within 30 minutes after a re-ignition as defined in Section 3.0 of District
Rule 4320. For the purposes of permittee-performed alternate monitoring, emissions measurements may be performed
at any time after the unit reaches conditions representative of normal operation. [District Rules 4305, 4306, and 4320]
Federally Enforceable Through Title V Permit

Source testing to measure natural gas-combustion NOx and CO emissions from this unit shall be conducted at least
once every twelve (12) months (no more than 30 days before or after the required annual source st date). After
demonstrating compliance on two (2) consecutive annual source tests, the unit shall be tested not less than once every
thirty-six (36) months (no more than 30 days before or after the required 36-month source test date). If the result of
the 36-month source test demonstrates that the unit does not meet the applicable emission limits, the source testing
frequency shall revert to at least once every twelve (12) months. [District Rules 4305, 4306, and 4320] Federally
Enforceable Through Title V Permit

Source testing to measure NOx and CO emissions from this unit shall be conducted within 60 days of initial operation
under this ATC. [District Rules 2201, 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

The source test plan shall identify which basis (ppmv or Ib/MMBtu) will be used to demonstrate compliance. [District
Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

The District must be notified at least 30 days prior to any compliance source test, and a source test plan must be
submitted for approval at least 15 days prior to testing. The results of each source test shall be submitted to the District
within 60 days thereafter. [District Rule 1081] Federally Enforceable Through Title V Permit

The following test methods shall be used: NOx (ppmv) - EPA Method 7E or ARB Method 100, NOx (Ib/MMBtu) -
EPA Method 19, CO (ppmv) - EPA Method 10 or 10B or ARB Method 100, stack gas oxygen - EPA Method 3 or 3A
or ARB Method 100, SOx (Ib/MMBtu) - ARB Method 100 or EPA Method 6, 6C or fuel gas sulfur content analysis
and EPA Method 19, fuel gas sulfur content - EPA Method 11 or 15, ASTM D3246 or double GC for H2S and
mercaptans performed in a laboratory, fuel gas hhv - ASTM D1826 or D1945 in conjunction with ASTM D3588.
[District Rules 1081, 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

For emissions source testing, the arithmetic average of three 30-consecutive-minute test runs shall apply. If two of
three runs are above an applicable limit the test cannot be used to demonstrate compliance with an applicable limit.
[District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

Operator shall provide an annual fuel sulfur content analysis to the District upon request. [District Rule 4320]

All records shall be maintained for a minimum of five (5) years, and shall be made available for District inspection
upon request. [District Rules 1070, 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

Formerly S-1511-125
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@2 San Joaquin Valley AW
A ;11 PoLLuTIoN CONTROL DISTRICT HEALTHY AIR LIVING

AUTHORITY TO CONSTRUCT

PERMIT NO: S-1547-768-18 ‘ ISSUANCE DATE: 06/01/2010
LEGAL OWNER OR OPERATOR: AERA ENERGY LLC
MAILING ADDRESS: PO BOX 11164
BAKERSFIELD, CA 93389-1164
LOCATION: HEAVY OIL WESTERN STATIONARY SOURCE

KERN COUNTY, CA
SECTION: NW35 TOWNSHIP: 12N RANGE: 24W

EQUIPMENT DESCRIPTION:

MODIFICATION OF 62.5 MMBTU/HR NATURAL GAS/VAPOR RECOVERY GAS-FIRED STEAM GENERATOR, WITH
COEN QLN-ULN BURNER, FLUE GAS RECIRCULATION AND PIPING FROM TEOR WELL VENT VAPOR RECOVERY
SYSTEM S-1547-819. (MOCO #606) (SOUTH MIDWAY): REPLACE EXISTING BURNER WITH COEN MODEL QLN-ULN
ULTRA LOW NOX BURNER, OR NORTH AMERICAN MODEL MAGNA FLAME LEX ULTRA LOW NOX BURNER, OR
ACT GIDEON ULTRA LOW NOX BURNER, OR EQUIVALENT; OR TUNE EXISTING BURNER; LOWER NOX LIMIT TO 9
PPMV @ 3% O2 AND LIMIT FUEL SULFUR CONTENT TO 5 GR-S/100 DSCF FOR RULE 4320 COMPLIANCE

CONDITIONS

1. This Authority to Construct serves as a written certificate of conformity with the procedural requirements of 40 CFR
70.7 and 70.8 and with the compliance requirements of 40 CFR 70.6(c). [District Rule 2520] Federally Enforceable
Through Title V Permit

2. Prior to operating with modifications authorized by this Authority to Construct, the facility shall submit an application
to modify the Title V permit with an administrative amendment in accordance with District Rule 2520 Section 5.3.4.
[District Rule 2520, 5.3.4] Federally Enforceable Through Title V Permit

3. The permittee shall notify the District of the compliance method chosen (replacement burner or tuning) and if
applicable, the approved burner to be installed prior to implementation of this ATC. [District Rule 2201] Federally
Enforceable Through Title V Permit

4. The permittee shall obtain written District approval for the use of any equivalent equipment not specifically approved
by this ATC. Approval of the equivalent equipment shall be made in writing and only after the District's determination
that the submitted design and performance of the proposed alternate equipment is equivalent to the authorized
equipment [District Rule 2010] Federally Enforceable Through Title V Permit

CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (661) 392-5500 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other govemmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

va ARNER, Director of Permit Services
547-786-18 : Jun 1 2010 217PM — RICKARDK. : Joint Inspection NOT Required
Southern Regional Office » 34946 Flyover Court e Bakersfield, CA 93308 « (661) 392-5500 o Fax (661) 392-5585 . nyipwe: &



Conditions for S-1547-768-18 (continued) Page 2 of 4

5.

10.

1.

12.

13.

14,

1s.
16.
1.
18.
19.

20.

The permittee's request for approval of equivalent equipment shall include the make, model, manufacturer's maximum
rating, manufacturer's guaranteed emissions rates, equipment drawing(s) and operational characteristics/parameters
[District Rule 2010] Federally Enforceable Through Title V Permit

Copies of all fuel invoices showing quantity and délivery points of gas delivered and copies of quality terms of gas
delivery contracts shall be maintained. The operator shall record daily amount and type(s) of fuel(s) combusted and all
dates on which unit is fired on any noncertified fuel and record specific type of noncertified fuel used. [District Rule
2520, 9.3.2] Federally Enforceable Through Title V Permit

The operator shall maintain all records of required monitoring data and support information for inspection at any time
for a perid of five years. [District Rule 2520, 9.5.2] Federally Enforceable Through Title V Permit

When complying with sulfur emission limits by fuel analysis or by a combination of source testing and fuel analysis,
each fuel source shall be tested weekly for sulfur content and higher heating value. If compliance with the fuel sulfur
content lim:it has been demonstrated for 8 consecutive weeks for a fuel source, then the testing frequency shall be semi-
annually. If a semi-annual fuel content source test fails to show compliance, weekly testing shall resume. [District
Rules 2520, 9.4.2 and 4320] Federally Enforceable Through Title V Permit

If fuel analysis is used to demonstrate compliance with conditions of this permit, the fuel higher heating value for each
fuel shall be certified by a third party fuel supplier or determined by ASTM D 1826 or D 1945 in conjunction with
ASTM D 3588 for gaseous fuels. [District Rule 2520, 9.4.2; 4305, 4306, 4320, and 4351, 6.2.1] Federally Enforceable
Through Title V Permit

The operator shall demonstrate compliance with this unit's sulfur compound exhaust concentration limit(s) using one
of the following: fire the unit only on PUC or FERC regulated natural gas, test the sulfur content of each fuel source,
or determine that the concentration of sulfur compounds in the exhaust does not exceed the concentration limit by a
combination of source testing and fuel analysis. [District Rules 2520, 9.4.2, 4301, 5.2.1 and Rule 4801, 3.1] Federally
Enforceable Through Title V Permit

Compliance with permit conditions in the Title V permit shall be deemed compliance with the requirements of 40 CFR
60, Subpart Dc (except 60.44c(g) and (h) and 60.48¢c). A permit shield is granted from these requirements. [District
Rule 2520, 13.2] Federally Enforceable Through Title V Permit

Steam generator shall be equipped with operational fuel gas and vapor recovery gas volumetric flow meters [District
Rule 2201] Federally Enforceable Through Title V Permit

Only natural gas or a combination of natural gas and TEOR well vent vapors from well vent vapor control system S-
1547-819 shall be used as fuel in this steam generator. [District Rule 2201] Federally Enforceable Through Title V
Permit

When combusting a combination of natural gas and vapor recovery gas, the fuel gas sulfur content shall not exceed S
grains of total sulfur (as H2S) per 100 dscf of fuel gas. [District Rules 2201 and 4320] Federally Enforceable Through
Title V Permit

Maximum heat input to steam generator shall not exceed 1,440 MMBTU/day. [Distri_ct Rule 2201] Federally
Enforceable Through Title V Permit

Total TEOR gas from permit S-1547-819 incinerated in steam generators S-1547-766 to '-772, '-777 to '-781, and '-797

shall not exceed 4.09 MMscf/day. [District Rule 2201] Federally Enforceable Through Title V Permit

Permittee shall maintain accurate daily records of gas flowrate delivered to steam generators S-1547-766 to '-772, =777
to '-781, and -797. [District Rule 2201] Federally Enforceable Through Title V Permit

Total PM10 emissions for steam generators S-1547-766 to '-772, '-777 to '-781, and '-797 shall not exceed 129.1 lb/day
nor 47,122 Ib/yr. [District Rule 2201] Federally Enforceable Through Title V Permit

Permittee shall maintain daily records of quantity and higher heating value of natural gas and vapor recovery gas
burned in this steam generator. [District Rule 2201] Federally Enforceable Through Title V Permit

Emission rates, except during startup, shutdown, and refractory curing from the combustion of natural gas, shall not
exceed any of the following: PM10: 0.005 I1b/MMBtu or SOx (as SO2): 0.002 1b/MMBtu. [District Rules 2201, 2520,
4201, 4301, 4406, 4301 and Kern County Rules 424] Federally Enforceable Through Title V Permit

CONDITIONS CONTINUE ON NEXT PAGE

8-1547-768-18 : Jun 1 2010 217PM - RICKARDK



Conditions for S-1547-768-18 (continued) Page 3 of 4

21.

22.

23.

24,

25.

26.

27.

28.

29.

Emission rates, except during startup, shutdown, and refractory curing shall not exceed any of the following: VOC:
0.003 Ib/MMBtu, NOx (as NO2): 0.011 Ib/MMBtu or 9 ppmv @ 3% 02, or CO: 0.030 Ib/MMBtu or 40 ppmv @ 3%
02. [District Rules 2201, 2520, 4301, 4305 4306, 4320, 4405 and Kern County Rule 425] Federally Enforceable
Through Title V Permit

Emission rates during startup, shutdown and refractory curing shall not exceed: particulate matter - 10 pounds per
hour, or 0.1 grains/dscf calculated to 12% CO2; sulfur - 200 pounds of SO2 per hour, or 2000 ppmv as SO2, or 0.11
pounds sulfur (as S) per MMBtu on average-wide basis for all units in Rule 4406 plan; NO2 - 140 pounds per hour or
0.14 pounds per MMBtu. [District Rules 4101 4102, 4301, 4405, 4406, 4801 and Kern County Rules 424 and 425]
Federally Enforceable Through Title V Perrm

Emission rates shall not exceed any of the foIIowing: VOC: 4.3 Ib/day, NOx (as NO2): 49.0 Ib/day or 5782 Ib/year, or
CO: 43.2 Ib/day [District Rule 2201] Federally Enforceable Through Title V Permit

During a "shakedown" period not to exceed 60 <alendar days from initial operation of the modifications authorized by
this ATC, NOx emission shall not exceed 15 ppmvd NOX @ 3% O2 or 0.018 Ib-NOX/MMBtu. The shakedown
period shall be concluded prior to the applicable Rule 4320 compliance deadline selected for this unit. Permittee shall
maintain a record of the date of initial operation for at least 5 years. [District Rule 4305, 4306, and 4320] Federally
Enforceable Through Title V Permit

Duration of startup and shutdown (as defined in Rule 4320) shall not exceed 2 hours each per occurrence. Refractory
curing period is defined as a maintenance-based reduced-load period of time during whicha unit is brought from a
shutdown status to staged rates of firing for the sole purpose of curing new refractory lining of the unit, and shall not
exceed 30 hours per occurrence. The operator shall maintain records of the duration of start-up, shutdown, and
refractory curing periods. [District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

The permittee shall monitor and record the stack concentration of NOx, CO, and O2 at least once every month (in
which a source test is not performed) using a portable emission monitor that meets District specifications. 'Monitoring
shall not be required if the unit is not in operation, i.e. the unit need not be started solely to perform monitoring.
Monitoring shall be performed within 5 days of restarting the unit unless monitoring has been performed within the
last month. [District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

If the NOx or CO concentrations corrected to 3% O2, as measured by the portable analyzer, exceed the allowable
emissions concentration, the permittee shall return the emissions to within the acceptable range as soon as possible, but
no longer than 1 hour of operation after detection. If the portable analyzer readings continue to exceed the allowable
emissions concentration after 1 hour of operation after detection, the permittee shall notify the District within the
following 1 hour and conduct a certified source test within 60 days of the first exceedance. In lieu of conducting a
source test, the permittee may stipulate a violation has occurred, subject to enforcement action. The permittee must
then correct the violation, show compliance has been re-established, and resume monitoring procedures. If the
deviations are the result of a qualifying breakdown condition pursuant to Rule 1100, the permittee may fully comply
with Rule 1100 in lieu of the performing the notification and testing requnred by this condition. [District Rules 4305,
4306, and 4320] Federally Enforceable Through Title V Permit

All alternate monitoring parameter emission readings shall be taken with the unit operating either at conditions
representative of normal operations or conditions specified in the permit-to-operate. The analyzer shall be calibrated,
maintained, and operated in accordance with the manufacturer's specifications and recommendations or a protocol
approved by the APCO. Emission readings taken shall be averaged over a 15 consecutive-minute period by either
taking a cumulative 15 consecutive-minute sample reading or by taking at least five (5) readings, evenly spaced out
over the 15 consecutive-minute period. [District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V
Permit

The permittee shall maintain records of: (1) the date and time of NOx, CO, and O2 measurements, (2) the O2
concentration in percent and the measured NOx and CO concentrations corrected to 3% O2, (3) make and model of
exhaust gas analyzer, (4) exhaust gas analyzer calibration records, and (5) a description of any corrective action taken
to maintain the emissions within the acceptable range. [4305, 4306, and 4320] Federally Enforceable Through Title V
Permit

CONDITIONS CONTINUE ON NEXT PAGE
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Conditions for S-1547-768-18 (continued) Page 4 of 4

30.

31

32.

33.

34.

35.

36.

37.
38.

39.

All emissions measurements shall be made with the unit operating either at conditions representative of normal
operations or conditions specified in the Permit to Operate. Unless otherwise specified in the Permit to Operate no
determination of compliance shall be established within two hours after a continuous period in which fuel flow to the
unit is shut off for 30 minutes or longer, or within 30 minutes after a re-ignition as defined in Section 3.0 of District
Rule 4320. For the purposes of permittee-performed alternate monitoring, emissions measurements may be performed
at any time after the unit reaches conditions representative of normal operation. [District Rules 4305, 4306, and 4320]
Federally Enforceable Through Title V Permit

Source testing to measure natural gas-combustion NOx and CO emissions from this unit shall be conducted at least
once every twelve (12) months (no more than 30 days before or after the required'annual source test date). After
demonstrating compliance on two (2) consecutive annual source tests, the unit shall be tested not less than once every
thirty-six (36) months (no more than 30 days before or after the required 36-month source test date). If the result of
the 36-month source test demonstrates that the unit does not meet the applicable emission limits, the source testing
frequency shall revert to at least once every twelve (12) months. [District Rules 4305, 4306, and 4320] Federally
Enforceable Through Title V Permit

Source testing to measure NOx and CO emissions from this unit shall be conducted within 60 days of initial operation
under this ATC. [District Rules 2201, 4305, 4306 and 4320] Federally Enforceable Through Title V Permit

The source test plan shall identify which basis (ppmv or Ib/MMBtu) will be used to demonstrate compliance. [District
Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

The District must be notified at least 30 days prior to any compliance source test, and a source test plan must be
submitted for approval at least 15 days prior to testing. The results of each source test shall be submitted to the District

‘within 60 days thereafter. [District Rule 1081] Federally Enforceable Through Title V Permit

The following test methods shall be used: NOx (ppmv) - EPA Method 7E or ARB Method 100, NOx (Ib/MMBtu) -
EPA Method 19, CO (ppmv) - EPA Method 10 or 10B or ARB Method 100, stack gas oxygen - EPA Method 3 or 3A
or ARB Method 100, SOx (Ib/MMBtu) - ARB Method 100 or EPA Method 6, 6C or fuel gas sulfur content analysis
and EPA Method 19, fuel gas sulfur content - EPA Method 11 or 15, ASTM D3246 or double GC for H2S and
mercaptans performed in a laboratory, fuel gas hhv - ASTM D1826 or D1945 in conjunction with ASTM D3588.
[District Rules 1081, 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

For emissions source testing, the arithmetic average of three 30-consecutive-minute test runs shall apply. If two of
three runs are above an applicable limit the test cannot be used to demonstrate compliance with an applicable limit.
[District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

Operator shall provide an annual fuel sulfur content analysis to the District upon request. [District Rule 4320]

All records shall be maintained for a minimum of five (5) years, and shall be made available for District inspection
upon request. [District Rules 1070, 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

Formerly S-1511-125
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San Joaquin Valle
E AIR PDLLUTIDNqCONTRDLDISTRIcyT HEALTHY AIR |.|V|NG

AUTHORITY TO CONSTRUCT

" PERMIT NO: S-1547-768-19 ISSUANCE DATE: 06/01/2010
LEGAL OWNER OR OPERATOR: AERA ENERGY LLC .
MAILING ADDRESS: PO BOX 11164

BAKERSFIELD, CA 93389-1164
LOCATION: HEAVY OIL WESTERN STATIONARY SOURCE

KERN COUNTY, CA
SECTION: NW35 TOWNSHIP: 12N RANGE: 24W ’

EQUIPMENT DESCRIPTION:

MODIFICATION OF 62.5 MMBTU/HR NATURAL GAS/VAPOR RECOVERY GAS-FIRED STEAM GENERATOR, WITH
COEN QLN-ULN BURNER, FLUE GAS RECIRCULATION AND PIPING FROM TEOR WELL VENT VAPOR RECOVERY
SYSTEM S-1547-819. (MOCO #606) (SOUTH MIDWAY): LIMIT FUEL SULFUR CONTENT TO 5 GR-S/100 DSCF FOR
RULE 4320 COMPLIANCE

CONDITIONS

1. This Authority to Construct serves as a written certificate of conformity with the procedural requirements of 40 CFR
70.7 and 70.8 and with the compliance requnrements of 40 CFR 70. 6(c) [Dlstrlct Ru]e 2520] Federally Enforceable
Through Title V Permit

2. Prior to operating with modiﬁcations authorized by this Authority to Construct, the facility shall submit an application
to modify the Title V permit with an administrative amendment in accordance with District Rule 2520 Section 5.3 4.
[District Rule 2520, 5.3.4] Federally Enforceable Through Title V Permit

3. Copies of all fuel invoices showing quantity-and delivery points of gas delivered and copies of quality terms of gas
delivery contracts shall be maintained. The operator shall record daily amount and type(s) of fuel(s) combusted and all
dates on which unit is fired on any noncertified fuel and record specific type of noncertified fuel used. [District Rule
2520, 9.3.2] Federally Enforceable Through Title V Permit

4. The operator shall maintain all records of required monitoring data and support information for inspection at any time
for a perlod of five years. [Dlstnct Rule 2520, 9.5.2] Federally Enforceable T hrough Title V Permit

CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (661) 392-5500 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a: PERMIT TO OPERATE.
Approval or denial of a PERMIT. TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated.in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to. Construct shall expire and application shall be cancelled two years- from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain.to the above equipment. ]

Seyed Sadredin, Executlve Dlrector/APCO

WA

AVID WARNER, Director of Permit Servnces

8-1547-768-18 : Jun 1 2010 ZVW RICKARDK : Joirt inzpection NOT Required

~ Southem Regional Oﬁ'ce & 34946 Flyover Court ¢ Bakersfield, CA 93308 o (661) 392-5500 e Fax (661) 392-5585

Printad on recycted paper. o



Conditions for S-1547-768-19 (continued) : Page 2 of 4

5.

10.
1.

12.
13.
14.
15.
16.

17.

18.

-19.

When complying with sulfur emission limits by fuel analysis or by a combination of source testing and fuel analysis,
each fuel source shall be tested weekly for sulfur content and higher heating value. If compliance with the fuel sulfur
content limit has been demonstrated for 8 consecutive weeks for a fuel source, then the testing frequency shall be semi-
annually. If a semi-annual fuel content source test fails to show compliance, weekly testing shall resume. [Dlstrlct

_Rules 2520, 9.4.2 and 4320] Federally Enforceable Through Title V* Permit

If fuel analysis is used to démonstrate compliance with conditions of this permit, the fueI hlgher heating value for each
fuel shall be certified by a third party fuél supplier or determined by ASTM D 1826 or D 1945 in conjunction with

~ ASTM D 3588 for gaseous fuels. [District Rule 2520 9. 4 2; 43085, 4306, 4320,.and 4351, 6.2.1] Federally Enforceable

Through Title V Permit

The operator shall demonstrate compliance with this unit's sulfur compound exhaust concentration limit(s) using one
of the following;: fire the unit only on PUC or FERC regulated natural gas, test the sulfur content of each fuel source,
or determine that the concentration of sulfur compounds in the exhaust does not exceed the concentration limit by a
combination of source testing and fuel analysis. [District Rules 2520, 9.4.2, 4301, 5.2.1 and Rule 4801, 3.1] Federally
Enforceable Through Title V. Permit

Compliance with permit conditions in the Title V permit shall be deemed compliance with the requirements of 40 CFR
60, Subpart Dc (except 60.44c(g) and (h) and 60.48¢c). A permit shield is granted from these requirements. [District
Rule 2520, 13.2] Federally Enforceable Through Title V Permit

Steam generator shall be equipped with operational fuel gas and vapor recovery gas volumetric flow meters . [District
Rule 2201] Federally Enforceable Through Title V Permit

Only natural gas or a combination of natural gas and TEOR well vent vapors from well vent vapor control system S-
1547-819 shall be used as fuel in this steam generator. [District Rule 2201] Federally Enforceable Through Title V
Permit

When combusting a combination of natural gas and vapor recovery gas, the fuel gas sulfur content shall not exceed 5
grains of total sulfur (as H2S) per 100 dscf of fuel gas. [District Rules 2201 and 4320] Federally Enforceable Through
Title V Permit

Maximum heat input to steam generator shall not exceed 1,440 MMBTU/day [District Rule 2201] Federally
Enforceable Through Title V Permit :

Total TEOR gas from permit S-1547-819 incinerated in steam generators S-1547-766 to '-772, '-777 to '-781, and '-797
shall not exceed 4.09 MMscf/day. [District Rule 2201] Federally Enforceable Through Title V Permit

Permittee shall maintain accurate daily records of gas flowrate delivered to steam generators S-1547-766 to '-772, '-777
to '-781, and '-797. [District Rule 2201] Federally Enforceable Through Title V Permit

Total PM10 emissions for steam generators S-1547-766 to '-772, '-777 to '-781, and '-797 shall not exceed 129.1 Ib/day
nor 47,122 1b/yr. [District Rule 2201] Federally Enforceable Through Title V Permit

Permittee shall maintain daily records of quantity and higher heating value of natural gas and vapor recovery gas
burned in this steam generator. [District Rule 2201] Federally Enforceable Through Title V Permit

Emission rates, except during startup, shutdown, and refractory curing from the combustion of natural gas, shall not
exceed any of the following: PM10: 0.005 1b/MMBtu or SOx (as SO2): 0.002 1b/MMBtu. [District Rules 2201, 2520,
4201, 4301, 4406, 4801 and Kern County Rules 424] Federally Enforceable Through Title V Permit

Emission rates, except during startup, shutdown, and refractory curing shall not exceed any of the following: VOC:
0.003 1b/MMBtu, NOx (as NO2): 0.018 Ib/MMBtu or 15 ppmv @ 3% O2, or CO: 0.030 |b/MMBtu or 40 ppmv @ 3%
02. [District Rules 2201, 2520, 4301, 4305, 4306, 4320, 4405 and Kern County Rule 425] Federally Enforceable
Through Title V Permit

Emission rates during startup, shutdown and refractory curing shall not exceed: particulate matter - 10 pounds per
hour, or 0.1 grains/dscf calculated to 12% CO2; sulfur - 200 pounds of SO2 per hour, or 2000 ppmv as SO2, or 0.11
pounds sulfur (as S) per MMBtu on average-wide basis for all units in Rule 4406 plan; NO2 - 140 pounds per hour or
0.14 pounds per MMBtu. [District Rules 4101, 4102, 4301, 4405, 4406, 4801 and Kern County Rules 424 and 425]
Federally Enforceable Through Title V Permit

CONDITIONS CONTINUE ON NEXT PAGE
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Conditions for S-1547-768-19 (continued) Page 3 of 4

20.

21.

22.

23.

24.

25.

26.

27.

28.

Emission rates shall not exceed any of the following: VOC: 4.3 Ib/day, NOx (as NO2): 49.0 Ib/day or 9,461 lb/year, or
CO: 43.2 lb/day [District Rule 2201] Federally Enforceable Through Title V Permit

Duration of startup and shutdown (as defined in Rule 4320) shall not exceed 2 hours each per occurrence. Refractory
curing period is defined as a maintenance-based reduced-load period of time during which a unit is brought from a
shutdown status to staged rates of firing for the sole purpose of curing new refractory lining of the unit, and shall not
exceed 30 hours per occurrence. The operator shall maintain records of the duration of start-up, shutdown, and
refractory curing periods. [District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

The permittee shall monitor and record the stack concentration of NOx, CO, and O2 at least once every month (in
which a source test is not perf{:rmed) using a portable emission monitor that meets District specifications. Monitoring
shall not be required if the unit is not in operation, i.e. the unit need not be started solely to perform monitoring.
Monitoring shall be performed within 5 days of restarting the unit unless monitoring has been performed within the
last month. [District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

If the NOx or CO concentrations corrected to 3% O2, as measured by the portable analyzer, exceed the allowable
emissions concentration, the permittee shall return the emissions to within the acceptable range as soon as possible, but
no longer than | hour of operation after detection. If the portable analyzer readings continue to exceed the allowable
emissions concentration after 1 hour of operation after detection, the permittee shall notify the District within the
following 1 hour and conduct a certified source test within 60 days of the first exceedance. In lieu of conducting a
source test, the permittee may stipulate a violation has occurred, subject to enforcement action. The permittee must
then correct the violation, show compliance has been re-established, and resume monitoring procedures. If the
deviations are the result of a qualifying breakdown condition pursuant to Rule 1100, the permittee may fully comply
with Rule 1100 in lieu of the performing the notification and testing required by this condition. [District Rules 4305,
4306, and 4320] Federally Enforceable Through Title V Permit

All alternate monitoring parameter emission readings shall be taken with the unit operating either at conditions
representative of normal operations or conditions specified in the permit-to-operate. The analyzer shall be calibrated,
maintained, and operated in accordance with the manufacturer's specifications and recommendations or a protocol
approved by the APCO. Emission readings taken shall be averaged over a 15 consecutive-minute period by either
taking a cumulative 15 consecutive-minute sample reading or by taking at least five (5) readings, evenly spaced out
over the 15 consecutive-minute period. [District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V
Permit

The permittee shall maintain records of: (1) the date and time of NOx, CO, and O2 measurements, (2) the O2
concentration in percent and the measured NOx and CO concentrations corrected to 3% 02, (3) make and model of
exhaust gas analyzer, (4) exhaust gas analyzer calibration records, and (5) a description of any corrective action taken
to maintain the emissions within the acceptable range. [District Rules 4305, 4306, and 4320] Federally Enforceable
Through Title V Permit '

All emissions measurements shall be made with the unit operating either at conditions representative of normal
operations or conditions specified in the Permit to Operate. Unless otherwise specified in the Permit to Operate no

- determination of compliance shall be established within two hours after a continuous period in which fuel flow to the

unit is shut off for 30 minutes or longer, or within 30 minutes after a re-ignition as defined in Section 3.0 of District
Rule 4320. For the purposes of permittee-performed alternate monitoring, emissions measurements may be performed
at any time after the unit reaches conditions representative of normal operation. [District Rules 4305, 4306, and 4320]
Federally Enforceable Through Title V Permit

Source testing to measure natural gas-combustion NOx and CO emissions from this unit shall be conducted at least
once every twelve (12) months (no more than 30 days before or after the required annual source test date). After
demonstrating compliance on two (2) consecutive annual source tests, the unit shall be tested not less than once every
thirty-six (36) months (no more than 30 days before or after the required 36-month source test date). If the result of
the 36-month source test demonstrates that the unit does not meet the applicable emission limits, the source testing
frequency shall revert to at least once every twelve (12) months. [District Rules 4305, 4306, and 4320] Federally
Enforceable Through Title V Permit

The source test plan shall identify which basis (ppmv or Ib/MMBtu) will be used to demonstrate compliance. [District
Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

CONDITIONS CONTINUE ON NEXT PAGE
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Conditions for S-1547-768-19 (continued) ’ Page 4 of 4

29.

30.

31

32.
33.

34.

The District must be notified at least 30 days prior to any compliance source test, and a source test plan must be
submitted for approval at least 15 days prior to testing. The results of each source test shall be submitted to the District
within 60 days thereafter. [District Rule 1081] Federally Enforceable Through Title V Permit

The following test methods shall be used: NOx (ppmv) - EPA Method 7E or ARB Method 100, NOx (1b/MMBtu) -
EPA Method 19, CO (ppmv) - EPA Method 10 or 10B or ARB Method 100, stack gas oxygen - EPA Method 3 or 3A
or ARB Method 100, SOx (Ib/MMBtu) - ARB Method 100 or EPA Method 6, 6C or fuel gas sulfur content analysis
and EPA Method 19, fuel gas sulfur content - EPA Method 11 or 15, ASTM D3246 or double GC for H2S and
mercaptans performed in a laboratory, fuel gas hhv - ASTM D1826 or D1945 in conjunction with ASTM D3588.
[District Rules 1081, 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

For emissions source testing, the arithmetic average of three 30-consecutive-minute test runs shall apply. If two of
three runs are above an applicable limit the test cannot be used to demonstrate compliance with an applicable limit.
[District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

Operator shall provide an annual fuel sulfur content analysis to the District upon request. [District Rule 4320]

All records shall be maintained for a minimum of five (5) years, and shall be made available for District inspection
upon request. [District Rules 1070, 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

Formerly S-1511-125
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AUTHORITY TO CONSTRUCT .
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PERMIT NO: S-1547-769-17 ISSUANCE DATE: 06/01/2010
LEGAL OWNER OR OPERATOR: AERA ENERGY LLC
MAILING ADDRESS: PO BOX 11164
BAKERSFIELD, CA 93389-1164
LOCATION: HEAVY OIL WESTERN STATIONARY SOURCE

KERN COUNTY, CA
SECTION: NW35 TOWNSHIP: 12N RANGE: 24w

EQUIPMENT DESCRIPTION:

MODIFICATION OF 62.5 MMBTU/HR NATURAL GAS/VAPOR RECOVERY GAS-FIRED STEAM GENERATOR, WITH

COEN QLN-ULN BURNER, FLUE GAS RECIRCULATION AND PIPING FROM TEOR WELL VENT VAPOR RECOVERY

- SYSTEM S-1547-819. (MOCO #607) (SOUTH MIDWAY). REPLACE EXISTING BURNER WITH COEN MODEL QLN-ULN
ULTRA LOW NOX BURNER, OR NORTH AMERICAN MODEL MAGNA FLAME LEX ULTRA LOW NOX BURNER, OR

ACT GIDEON ULTRA LOW NOX BURNER, OR EQUIVALENT; OR TUNE EXISTING BURNER; LOWER NOX LIMIT TO 7

PPMV @ 3% O2 AND LIMIT FUEL SULFUR CONTENT TO 5 GR-S/100 DSCF FOR RULE 4320 COMPLIANCE

CONDITIONS

1. This Authority to Construct serves as a written certificate of conformity with the procedural requirements of 40 CFR
70.7 and 70.8 and with the compliance requirements of 40 CFR 70.6(c). [District Rule 2520] Federally Enforceable
Through Title V Permit

2. Prior to operating with modifications authorized by this Authority to Construct, the facility shall submit an application
to modify the Title V permit with an administrative amendment in accordance with District Rule 2520 Section 5.3 4.
[District Rule 2520, 5.3.4] Federally Enforceable Through Title V Permit

3. The permittee shall notify the District of the compliance method chosen (replacement burner or tuning) and if
applicable, the approved burner to be installed prior to implementation of this ATC. [District Rule 2201] Federally
. Enforceable Through Title V Permit

4. The permittee shall obtain written District approval for the use of any equivalent equipment not specifically approved
by this ATC. Approval of the equivalent equipment shall be made in writing and only after the District's determination
that the submitted design and performance of the proposed alternate equipment is equivalent to the authorized
equnpment [District Rule 2010] Federally Enforceable Through Title V Permit

CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (661) 392-5500 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Contro! District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

SeYed Sadredin, Executive Director / APCO

%JA

AVID/WARNER Director of Permit Services

5-1547-765-17 : Jun 1 2010 2‘1BPM RICKARDK : Joint inspection NOT Required

Southem Reglonal Office » 34946 Flyover Court « Bakersfield, CA 93308 « (661) 392-5500 « Fax (661) 392-5585

Printed on recycied paper. a



Conditions for S-1547-769-17 (continued) . Page2of4

5.

10.

I1.

12.

13.

14.

15.

16.

17.

18.

19.

20.

The permittee's request for approval of equivalent equipment shall include the make, model, manufacturer's maximum
rating, manufacturer's guaranteed emissions rates, equipment drawing(s) and operational characteristics/parameters
[District Rule 2010] Federally Enforceable Through Title V Permit

Copies of all fuel invoices showing quantity and delivery points of gas delivered and copies of quality terms of gas
delivery contracts shall be maintained. The operator shall record daily amount and type(s) of fuel(s) combusted and all
dates on which.unit is fired on any noncertified fuel and record specific type of noncertified fuel used. [District Rule
2520, 9.3.2] Federally Enforceable Through Title V Permit

The operator shall maintain all records of required monitoring data and support information for inspection at any time
for a period of five years. [District Rule 2520, 9.5.2] Federally Enforceable Through Title V Permit

When complying with sulfur emission limits by fuel analysis or by a combination of source testing and fuel analysis,
each fuel source shall be tested weekly for sulfur content and higher heating value. If compliance with the fuel sulfur
content limit has been demonstrated for 8 consecutive weeks for a fuel source, then the testing frequency shall be semi-
annually. If a semi-annual fuel content source test fails to show compliance, weekly testing shall resume. [District
Rules 2520, 9.4.2 and 4320] Federally Enforceable Through Title V Permit

If fuel analysis is used to demonstrate compliance with conditions of this permit, the fuel higher heating value for each
fuel shall be certified by a third party fuel supplier or determined by ASTM D 1826 or D 1945 in conjunction with
ASTM D 3588 for gaseous fuels. [District Rule 2520, 9.4.2; 4305, 4306, 4320, and 4351, 6 2.1] Federally Enforceable
Through Title V Permit

The operator shall demonstrate compliance with this unit's sulfur compound exhaust concentration limit(s) using one
of the following: fire the unit only on PUC or FERC regulated natural gas, test the sulfur content of each fuel source,
or determine that the concentration of sulfur compounds in the exhaust does not exceed the concentration limit by a
combination of source testing and fuel analysis. [District Rules 2520, 9.4.2, 4301, 5.2.1 and Rule 4801, 3.1] Federally
Enforceable Through Title V Permit

Compliance with permit conditions in the Title V permit shall be deemed compliance with the requirements of 40 CFR
60, Subpart Dc (except 60.44c(g) and (h) and 60.48c). A permit shield is granted from these requirements. [District
Rule 2520, 13.2] Federally Enforceable Through Title V Permit

Steam generator shall be equipped with operational fuel gas and vapor recovery gas volumetric flow meters . [District
Rule 2201] Federally Enforceable Through Title V Permit

Only natural gas or a combination of natural gas and TEOR well vent vapors from well vent vapor control system S-
1547-819 shall be used as fuel in this steam generator. [District Rule 2201] Federally Enforceable Through Title V
Permit

When combusting a combination of natural gas and vapor recovery gas, the fuel gas sulfur content shall not exceed 5
grains of total sulfur (as H2S) per 100 dscf of fuel gas. [District Rules 2201 and 4320] Federally Enforceable Through
Title V Permit

Maximum heat input to steam generator shall not exceed 1,440 MMBTU/day. [District Rule 2201] Federally
Enforceable Through Title V Permit

Total TEOR gas from permit S-1547-819 incinerated in steam generators S-1547-766 to '-772, '-777 to =781, and '-797
shall not exceed 4.09 MMscf/day. [District Rule 2201] Federally Enforceable Through Title V Permit .

Permittee shall maintain accurate daily records of gas flowrate delivered to steam generators S-1547-766 to '-772, '-777
to’-781, and -797. [District Rule 2201] Federally Enforceable Through Title V Permit

Total PM10 emissions for steam generators S-1547-766 to '-772, '-777 to '-781, and '-797 shall not exceed 129.1 Ib/day
nor 47,122 Ib/yr. [District Rule 2201] Federally Enforceable Through Title V Permit

Permittee shall maintain daily records of quantity and higher heating value of natural gas and vapor recovery gas
burned in this steam generator. [District Rule 2201] Federally Enforceable Through Title V Permit

Emission rates, except during startup, shutdown, and refractory curing from the combustion of natural gas, shall not
exceed any of the following: PM10: 0.005 [b/MMBtu or SOx (as SO2): 0.002 Ib/MMBtu. [District Rules 2201, 2520,
4201, 4301, 4406, 4801 and Kern County Rules 424] Federally Enforceable Through Title V Permit

CONDITIONS CONTINUE ON NEXT PAGE

§-1547-765-17 Jun 1 2010 218PM — RICKARDK



Conditions for S-1547-769-17 (continued) Page 3 of 4

21.

22,

23.

24,

- 25.

26.

27.

28.

29.

Emission rates, except during startup, shutdown, and refractory curing shall not exceed any of the following: VOC:
0.003 1b/MMBtu, NOx (as NO2): 0.008 [b/MMBtu or 7 ppmv @ 3% O2, or CO: 0.030 Ib/MMBtu or 40 ppmv @ 3%
O2. [District Rules 2201, 2520, 4301, 4305, 4306, 4320, 4405 and Kern County Rule 425] Federally Enforceable
Through Title V Permit

Emission rates during startup, shutdown and refractory curing shall not exceed: particulate matter - 10 pounds per
hour, or 0.1 grains/dscf calculated to 12% CO2; sulfur - 200 pounds of SO2 per hour, or 2000 ppmv as SO2, or 0.11
pounds sulfur (as S) per MMBtu on average-wide basis for all units in Rule 4406 plan; NO2 - 140 pounds per hour or
0.14 pounds per MMBtu. [District Rules 4101, 4102, 4301, 4405, 4406, 4801 and Kern County Rules 424 and 425]
Federally Enfc'-ceable Through Title V Permit

Emission rates shall not exceed any of the following: VOC: 4.3 Ib/day, NOx (as NO2): 49.0 Ib/day or 4205 Ib/year, or
CO: 43.2 Ib/day [District Rule 2201] Federally Enforceable Through Title V Permit

During a "shakedown" period not to exceed 60 calendar days from initial operation of the modifications authorized by
this ATC, NOx emission shall not exceed 15 ppmvd NOX @ 3% O2 or 0.018 [b-NOX/MMBtu. The shakedown
period shall be concluded prior to the applicable Rule 4320 compliance deadline selected for this unit. Permittee shall
maintain a record of the date of initial operation for at least 5 years. [District Rule 4305, 4306, and 4320] Federally
Enforceable Through Title V Permit

Duration of startup and shutdown (as defined in Rule 4320) shall not exceed 2 hours each per occurrence. Refractory
curing period is defined as a maintenance-based reduced-load period of time during which a unit is brought from a
shutdown status to staged rates of firing for the sole purpose of curing new refractory lining of the unit, and shall not
exceed 30 hours per occurrence. The operator shall maintain records of the duration of start-up, shutdown, and
refractory curing periods. [District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

The permittee shall monitor and record the stack concentration of NOx, CO, and O2 at least once every month (in
which a source test is not performed) using a portable emission monitor that meets District specifications. Monitoring
shall not be required if the unit is not in operation, i.e. the unit need not be started solely to perform monitoring.
Monitoring shall be performed within 5 days of restarting the unit unless monitoring has been performed within the
last month. [District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

If the NOx or CO concentrations corrected to 3% O2, as measured by the portable analyzer, exceed the allowable
emissions concentration, the permittee shall return the emissions to within the acceptable range as soon as possible, but
no longer than 1 hour of operation afier detection. If the portable analyzer readings continue to exceed the allowable
emissions concentration after 1 hour of operation after detection, the permittee shall notify the District within the
following 1 hour and conduct a certified source test within 60 days of the first exceedance. In lieu of conducting a
source test, the permittee may stipulate a violation has occurred, subject to enforcement action. The permittee must
then correct the violation, show compliance has been re-established, and resume monitoring procedures. If the
deviations are the result of a qualifying breakdown condition pursuant to Rule 1100, the permittee may fully comply
with Rule 1100 in lieu of the performing the notification and testing required by this condition. [District Rules 4305,
4306, and 4320] Federally Enforceable Through Title V Permit

All alternate monitoring parameter emission readings shall be taken with the unit operating either at conditions
representative of normal operations or conditions specified in the permit-to-operate. The analyzer shall be calibrated,
maintained, and operated in accordance with the manufacturer's specifications and recommendations or a protocol
approved by the APCO. Emission readings taken shall be averaged over a 15 consecutive-minute period by either
taking a cumulative 15 consecutive-minute sample reading or by taking at least five (5) readings, evenly spaced out
over the 15 consecutive-minute period. [District Rules 4305; 4306, and 4320] Federally Enforceable Through Title V
Permit

The permittee shall maintain records of: (1) the date and time of NOx, CO, and O2 measurements, (2) the 02
concentration in percent and the measured NOx and CO concentrations corrected to 3% O2, (3) make and model of
exhaust gas analyzer, (4) exhaust gas analyzer calibration records, and (5) a description of any corrective action taken
to maintain the emissions within the acceptable range. [District Rules 4305, 4306, and 4320] Federally Enforceable
Through Title V Permit

CONDITIONS CONTINUE ON NEXT PAGE
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Conditions for S-1547-769-17 (continued) Page 4 of 4

30.

31

32.

33.

34.

35.

36.

37.
38.

39.

All emissions measurements shall be made with the unit operating either at conditions representative of normal
operations or conditions specified in the Permit to Operate. Unless otherwise specified in the Permit to Operate no
determination of compliance shall be established within two hours after a continuous period in which fuel flow to the
unit is shut off for 30 minutes or longer, or within 30 minutes after a re-ignition as defined in Section 3.0 of District
Rule 4320. For the purposes of permittee-performed alternate monitoring, emissions measurements may be performed
at any time after the unit reaches conditions representative of normal operation. [District Rules 4305, 4306, and 4320]
Federally Enforceable Through Title V Permit

Source testing to measure natural gas-combustion NOx and CO emissions from this unit shall be conducted at least
once every twelve (12) months (no more than 30 de vs before or after the required annual source test date). After
demonstratmg compliance on two (2) consecutive annual source tests, the unit shall be tested not less than once every
thirty-six (36) months (no more than 30 days before or after the required 36-month source test date). If the result of
the 36-month source test demonstrates that the unit does not meet the applicable emission limits, the source testing
frequency shall revert to at least once every twelve (12) months. [District Rules 4305, 4306, and 4320] Federally
Enforceable Through Title V Permit

Source testing to measure NOx and CO emissions from this unit shall be conducted within 60 dayS of initial operation
under this ATC. [District Rules 2201, 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

The source test plan shall identify which basis (ppmv or [b/MMBtu) will be used to demonstrate compliance. [District
Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

The District must be notified at least 30 days prior to any compliance source test, and a source test plan must be
submitted for approval at least 15 days prior to testing. The results of each source test shall be submitted to the District
within 60 days thereafter. [District Rule 1081] Federally Enforceable Through Title V Permit

The following test methods shall be used: NOx (ppmv) - EPA Method 7E or ARB Method 100, NOx (1b/MMBtu) -
EPA Method 19, CO (ppmv) - EPA Method 10 or 10B or ARB Method 100, stack gas oxygen - EPA Method 3 or 3A
or ARB Method 100, SOx (Ib/MMBtu) - ARB Method 100 or EPA Method 6, 6C or fuel gas sulfur content analysis
and EPA Method 19, fuel gas sulfur content - EPA Method 11 or 15, ASTM D3246 or double GC for H2S and
mercaptans performed in a laboratory, fuel gas hhv - ASTM D1826 or D1945 in conjunction with ASTM D3588.
[District Rules 1081, 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

For emissions source testing, the arithmetic average of three 30-consecutive-minute test runs shall apply. If two of
three runs are above an applicable limit the test cannot be used to demonstrate compliance with an applicable limit.
[District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

Operator shall provide an annual fuel sulfur content analysis to the District upon request. [District Rule 4320]

All records shall be maintained for a minimum of five (5) years, and shall be made available for District inspection
upon request. [District Rules 1070, 4305, 4306, and 4320] ‘Federally Enforceable Through Title V Permit

Formerly S-1511-126

S-1547-780-17 : Jun 12010 218PM - RICKARDK
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AUTHORITY TO CONSTRUCT

PERMIT NO: S-1547-769-18 ISSUANCE DATE: 06/01/2010
LEGAL OWNER OR OPERATOR: AERA ENERGY LLC
MAILING ADDRESS: PO BOX 11164
BAKERSFIELD, CA 93389-1164
LOCATION: HEAVY OIL WESTERN STATIONARY SOURCE

KERN COUNTY, CA
SECTION: NW35 TOWNSHIP: 12N RANGE: 24W

EQUIPMENT DESCRIPTION:

* MODIFICATION OF 62.5 MMBTU/HR NATURAL GAS/VAPOR RECOVERY GAS-FIRED STEAM GENERATOR, WITH
COEN QLN-ULN BURNER, FLUE GAS RECIRCULATION AND PIPING FROM TEOR WELL VENT VAPOR RECOVERY
SYSTEM S-1547-819. (MOCO #607) (SOUTH MIDWAY): REPLACE EXISTING BURNER WITH COEN MODEL QLN-ULN
ULTRA LOW NOX BURNER, OR NORTH AMERICAN MODEL MAGNA FLAME LEX ULTRA LOW NOX BURNER, OR
ACT GIDEON ULTRA LOW NOX BURNER, OR EQUIVALENT; OR TUNE EXISTING BURNER; LOWER NOX LIMIT TO 9
PPMV @ 3% O2 AND LIMIT FUEL SULFUR CONTENT TO 5 GR-S/100 DSCF FOR RULE 4320 COMPLIANCE

CONDITIONS

1. This Authority to Construct serves as a written certificate of conformity with the procedural requirements of 40 CFR
"~ 70.7 and 70.8 and with the compliance requirements of 40 CFR 70.6(c). [District Rule 2520] Federally Enforceable
Through Title V Permit

2. Priorto operatmg with modifications authorized by this Authority to Construct, the facility shall submit an application
to modify the Title V permit ‘with an administrative amendment in accordance with District Rule 2520 Section 5.3.4.
~ [District Rule 2520, 5.3.4] Federally Enforceable Through Title V Permit

3. The permittee shall notify the District of the compliance method chosen (replacement burner or tuning) and if
applicable, the approved burner to be, installed prior to implementation of this ATC. [District Rule 2201] Federally
Enforceable Through Title V Permit .

4. The permlttee shall obtain written District approval for the use of any equivalent equnpment not specifically approved
- by this ATC. Approval of the equivalent equipment shall be made in writing and only after the District's determination
~ that the submitted design and performance of the proposed alternate equipment is equivalent to the authorlzed
equlpment [Dlstnct Rule 2010] Federally Enforceable Through Title V Permit

CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRlCT COMPLIANCE DIVISION AT (661) 392-5500 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.

- Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Controi'District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other govemmental agencies which may penam to the above equupment

" Seyed Sadredln Executive Dlrector !/ APCO i

ya

ID WARNER, Director of Permit Services

B8-1547-; 769-1! Jun 12010 2180 — RICKARDK © Joint lnip&ﬂm NOT Regquired

Southemn Reglonal Offce . 34946 Flyover Court o Bakersfield, CA 93308 o (661) 392-5500  Fax (661) 392-5585

Printed on recycled paper. o



ConditionsferS1547 769-18 (continued) . - o Page 2 of 4

5.

10.

11.

12.

13.

14.

15.
16.
17.
18.
19.

20.

The permlttee s request for approval of equwalent equnpment shall include the make, model, manufacturer's maximum
rating, manufacturer's guaranteed emissions rates, equipment drawing(s) and operational characteristics/parameters
[District Rule 2010] Federa]]y Enforceable Through Title V Permit

Copies of all fuel | invoices showmg quantity. and dehvery points of gas dellvered and copies of quality terms of gas'
delivery contracts shall be maintained. The operator shall record daily amount and type(s) of fuel(s) combusted and all
dates on which unit is fired on any noncertified fuel and record specnﬁc type of noncertified fuel used. [District Rule

© 2520, 9.3.2] Federally Enforceable Through Title.V Permit

The operator shall maintain all records of requ:red monitoring data and support information for inspection at any time
for a period of five years. [District Rule 2520, 9.5.2] Federally Enforceable Through Title V Permit

When complying with sulfur emission limits by fuel analysis or by a combination of source testing and fuel analysis,
each fuel source shall be tested weekly for sulfur content and higher heating value. If compliance with the fuel sulfur
content limit has been demonstrated for 8 consecutive weeks for a fuel source, then the testing frequency shall be semi-
annually. If a semi-annual fuel content source test fails to show compliance, weekly testing shall resume. [District
Rules 2520, 9.4.2 and 4320] Federally Enforceable Through Title V Permit

If fuel analysis is used to demonstrate compliance with conditions of this permit, the fuel higher heating value for each
fuel shall be certified by a third party fuel supplier or determined by ASTM D 1826 or D 1945 in conjunction with
ASTM D 3588 for gaseous fuels. [District Rule 2520, 9.4.2; 4305, 4306, 4320, and 4351, 6.2.1] Federally Enforceable
Through Title V Permit

The operator shall demonstrate compliance with this unit's sulfur compound exhaust concentration limit(s) using one
of the following: fire the unit only on PUC or FERC regulated natural gas, test the sulfur content of each fuel source,
or determine that the concentration of sulfur compounds in the exhaust does not exceed the concentration limit by a
combination of source testing and fuel ana]ysns [District Rules 2520, 9.4.2, 4301, 5.2.1 and Rule 4801, 3.1] Federally
Enforceable Through Title V Permit

Compliance with permit conditions in the Title V permit shall be deemed compliance with the requirements of 40 CFR

‘60, Subpart Dc (except 60.44c(g) and (h) and 60.48c). A permit shield is granted from these requirements. [District

Rule 2520, 13.2] Federally Enforceable Through Title V Permit

Steam generator shall be equipped with operational fuel gas and vapor recovery gas volumetric flow meters . [District
Rule 2201] Federally Enforceable Through Title V Permit

Only natural gas or a combination of natural gas and TEOR well vent vapors from well vent vapor control system S-
1547-819 shall be used as fuel in this steam generator. [District Rule 2201] Federally Enforceable Through Title V
Permit

When combusting a combination of natural gas and vapor recovery gas, the fuel gas sulfur content shall not exceed 5
grains of total sulfur (as H2S) per 100 dscf of fuel gas. [District Rules 2201 and 4320] Federally Enforceable Through
Title V Permit

Maximum heat input to steam generator shall not exceed 1,440 MMBTU/day. [DlStl‘lct Rule 2201] Federally
Enforceable Through Title V Permit

Total TEOR gas from permit S-1547-819 incinerated in steam generators S-1547-766 to -772, '-777 to -781, and '-797
shall not exceed 4.09 MMscf/day. [District Rule 2201] Federally Enforceable Through Title V Permit

Permittee shall maintain accurate daily records of gas flowrate delivered to steam generators S-1547-766 to '-772, '-777
to '-781, and '-797. [District Rule 2201] Federally Enforceable Through Title V Permit

Total PM10 emissions for steam generators S-1547-766 to =772, '-777 to *-781, and '-797 shall not exceed 129.1 Ib/day

~nor 47,122 Ib/yr. [District Rule 2201] Federally Enforceable Through Title V Permit

Permittee shall maintain daily records of quantity and higher heating value of natural gas and vapor recovery gas
burned in this steam generator. [District Rule 2201] Federally Enforceable Through Title V Permit

Emission rates, except during startup, shutdown, and refractory curing from the combustion of natural gas, shall not
exceed any of the following: PM10: 0.005 1b/MMBtu or SOx (as SO2): 0.002 Ib/MMBtu. [District Rules 2201, 2520,
4201, 4301, 4406, 4801 and Kern County Rules 424] Federally Enforceable Through Title V Permit

CONDITIONS CONTINUE ON NEXT PAGE
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Conditions for S-1547-769-18 (continued) Page 3 of 4

21.

22.

23.

24.

25.

26.

27.

28.

29.

Emission rates, except during startup, shutdown, and refractory curing shall not exceed any of the following: VOC:
0.003 Ib/MMBtu, NOx (as NO2): 0.011 Ib/MMBtu or 9 ppmv @ 3% 02, or CO: 0.030 Ib/MMBtu or 40 ppmv @ 3%
0O2. [District Rules 2201, 2520, 4301, 4305, 4306, 4320, 4405 and Kern County Rule 425] Federally Enforceable
Through Title V Permit

Emission rates during startup, shutdown and refractory curing shall not exceed: particulate matter - 10 pounds per
hour, or 0.1 grains/dscf calculated to 12% CO2; sulfur - 200 pounds of SO2 per hour, or 2000 ppmv as SO2, or 0.11
pounds sulfur (as S) per MMBtu on average-wide basis for all units in Rule 4406 plan; NO2 - 140 pounds per hour or
0.14 pounds per MMBtu. [District Rules 4101, 4102, 4301, 4405, 4406, 4801 and Kern County Rules 424 and 425]
F¢ derally Enforceable Through Title V Permit

Emission rates shall not exceed any of the following: VOC: 4.3 Ib/day, NOx (as NO2): 49.0 Ib/day or 5782 Ib/year, or
CO: 43.2 Ib/day [District Rule 2201] Federally Enforceable Through Title V Permit

During a "shakedown" period not to exceed 60 calendar days from initial operation of the modifications authorized by
this ATC, NOx emission shall not exceed 15 ppmvd NOX @ 3% O2 or 0.018 Ib-NOX/MMBtu. The shakedown
period shall be concluded prior to the applicable Rule 4320 compliance deadline selected for this unit. Permittee shall
maintain a record of the date of initial operation for at least 5 years. [District Rule 4305, 4306, and 4320] Federally
Enforceable Through Title V Permit

Duration of startup and shutdown (as defined in Rule 4320) shall not exceed 2 hours each per occurrence. Refractory
curing period is defined as a maintenance-based reduced-load period of time during which a unit is brought from a
shutdown status to staged rates of firing for the sole purpose of curing new refractory lining of the unit, and shall not
exceed 30 hours per occurrence. The operator shall maintain records of the duration of start-up, shutdown, and
refractory curing periods. [District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

The permittee shall monitor and record the stack concentration of NOx, CO, and O2 at least once every month (in
which a source test is not performed) using a portable emission monitor that meets District specifications. Monitoring
shall not be required if the unit is not in operation, i.e. the unit need not be started solely to perform monitoring.
Monitoring shall be performed within 5 days of restarting the unit unless monitoring has been performed within the
last month. [District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

If the NOx or CO concentrations corrected to 3% O2, as measured by the portable analyzer, exceed the allowable
emissions concentration, the permittee shall return the emissions to within the acceptable range as soon as possible, but
no longer than 1 hour of operation after detection. If the portable analyzer readings continue to exceed the allowable
emissions concentration after 1 hour of operation after detection, the permittee shall notify the District within the
following 1 hour and conduct a certified source test within 60 days of the first exceedance. In lieu of conducting a
source test, the permittee may stipulate a violation has occurred, subject to enforcement action. The permittee must
then correct the violation, show compliance has been re-established, and resume monitoring procedures. If the
deviations are the result of a qualifying breakdown condition pursuant to Rule 1100, the permittee may fully comply
with Rule 1100 in lieu of the performing the notification and testing required by this condition. [District Rules 4305,
4306, and 4320] Federally Enforceable Through Title V Permit

All alternate monitoring parameter emission readings shall be taken with the unit operating either at conditions
representative of normal operations or conditions specified in the permit-to-operate. The analyzer shall be calibrated,
maintained, and operated in accordance with the manufacturer's specifications and recommendations or a protocol
approved by the APCO. Emission readings taken shall be averaged over a 15 consecutive-minute period by either
taking a cumulative 15 consecutive-minute sample reading or by taking at least five (5) readings, evenly spaced out
over the 15 consecutive-minute period. [District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V
Permit

The permittee shall maintain records of: (1) the date and time of NOx, CO, and O2 measurements, (2) the 02
concentration in percent and the measured NOx and CO concentrations corrected to 3% O2, (3) make and model of
exhaust gas analyzer, (4) exhaust gas analyzer calibration records, and (5) a description of any corrective action taken
to maintain the emissions within the acceptable range. [District Rules 4305, 4306, and 4320] Federally Enforceable
Through Title V Permit

CONDITIONS CONTINUE ON NEXT PAGE
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Conditions for S-1547-769-18 (continued) Page 4 of 4

30.

31.

32.
33.

34.

35.

36.

37.
38.

39.

All emissions measurements shall be made with the unit operating either at conditions representative of normal
operations or conditions specified in the Permit to Operate. Unless otherwise specified in the Permit to Operate no
determination of compliance shall be established within two hours after a continuous period in which fuel flow to the
unit is shut off for 30 minutes or longer, or within 30 minutes after a re-ignition as defined in Section 3.0 of District
Rule 4320. For the purposes of permittee-performed alternate monitoring, emissions measurements may be performed
at any time after the unit reaches conditions representative of normal operation. [District Rules 4305, 4306, and 4320]
Federally Enforceable Through Title V Permit

Source testing to measure natural gas-combustion NOx and CO emissions from this unit shall be conducted at least
once every twelve (12) months (no mo’ ¢ than 30 days before or after the required annual source test date). After
demonstrating compliance on two (2) consecutive annual source tests, the unit shall be tested not less than once every
thirty-six (36) months (no more than 30 days before or after the required 36-month source test date). If the result of
the 36-month source test demonstrates that the unit does not meet the applicable emission limits, the source testing
frequency shall revert to at least once every twelve (12) months. [District Rules 4305, 4306, and 4320] Federally
Enforceable Through Title V Permit

Source testing to measure NOx and CO emissions from this unit shall be conducted within 60 days of initial operation
under this ATC. [District Rules 2201, 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

The source test plan shall identify which basis (ppmv or Ib/MMBtu) will be used to demonstrate compliance. [District
Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

The District must be notified at least 30 days prior to any compliance source test, and a source test plan must be
submitted for approval at least 15 days prior to testing. The results of each source test shall be submitted to the District
within 60 days thereafter. [District Rule 1081] Federally Enforceable Through Title V Permit

The following test methods shall be used: NOx (ppmv) - EPA Method 7E or ARB Method 100, NOx (1b/MMBtu) -
EPA Method 19, CO (ppmv) - EPA Method 10 or 10B or ARB Method 100, stack gas oxygen - EPA Method 3 or 3A
or ARB Method 100, SOx (Ib/MMBtu) - ARB Method 100 or EPA Method 6, 6C or fuel gas sulfur content analysis
and EPA Method 19, fuel gas sulfur content - EPA Method 11-or 15, ASTM D3246 or double GC for H2S and
mercaptans performed in a laboratory, fuel gas hhv - ASTM D1826 or D1945 in conjunction with ASTM D3588.
[District Rules 1081, 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

For emissions source testing, the arithmetic average of three 30-consecutive-minute test runs shall apply. If two of

three runs are above an applicable limit the test cannot be used to demonstrate compliance with an applicable limit.
[District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

Operator shall provide an annual fuel sulfur content analysis to the District upon request. [District Rule 4320]

All records shall be maintained for a minimum of five (5) years, and shall be made available for District inspection
upon request. [District Rules 1070, 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

Formerly S-1511-126
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W2 San Joaquin Valley 1Pk |
A & poLLuTioN CoNTROL DISTRICT HEALTHY AIR LIVING

AUTHORITY TO CONSTRUCT

PERMIT NO: S-1547-769-19 ISSUANCE DATE: 06/01/2010
LEGAL OWNER OR OPERATOR: AERA ENERGY LLC .
MAILING ADDRESS: PO BOX 11164
BAKERSFIELD, CA 93389-1164
LOCATION: HEAVY OIL WESTERN STATIONARY SOURCE

KERN COUNTY, CA
SECTION: NwW35 TOWNSHIP: 12N RANGE: 24w

EQUIPMENT DESCRIPTION:

" MODIFICATION OF 62.5 MMBTU/HR NATURAL GAS/VAPOR RECOVERY GAS-FIRED STEAM GENERATOR, WITH
COEN QLN-ULN BURNER, FLUE GAS RECIRCULATION AND PIPING FROM TEOR WELL VENT VAPOR RECOVERY
SYSTEM S-1547-819. (MOCO #607) (SOUTH MIDWAY): LIMIT FUEL SULFUR CONTENT TO 5 GR-S/100 DSCF FOR
'RULE 4320 COMPLIANCE

CONDITIONS

1. This Authority to Construct serves as a written certificate of conformity with the procedural requirements of 40 CFR
70.7 and 70.8 and with the compllan\.e requirements of 40 CFR 70 6(c). [Dlstnct Rule 2520] Federally Enforceable
Through Title V Permit

2. Prior to operating with modifications authorized by this Authority to Construct the facility shall submit an application
to modify the Title V permit with an administrative amendment in accordance with District Rule 2520 Section 5.3.4.
[District Rule 2520, 5.3.4] Federally Enforceable Through Title V Permit

3. Copies of all fuel invoices showing quantity and delivery points of gas delivered and copies of quality terms of gas
delivery contracts shall be maintained. The operator shall record daily amount and type(s) of fuel(s) combusted and all
dates on which unit is fired on any noncertified fuel and record specific type of noncertified fuel used. [District Rule
2520,9.3. 2] Federally Enforceable Through Title V Permit

4. The operator shall maintain all records of required monitoring data and support information for inspection at any time
~ for a period of five years. [District Rule 2520, 9.5.2] Federally Enforceable Through Title V Permit

" CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT. COMPLIANCE DIVISION AT (661) 392-5500 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an |nspectxon to verify that the equipment has been constructed in accordance with the
approved plans, specifi cationis and conditions of this Authority to Construct, and to detemmine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance.” The applicant is responsnble for complymg with
all laws, ordinances and regulations of all other govemmental agencies which may pertam to the above equipment. '

Seyed Sadredin, Executlve Dlrector / APCO

AVID WARNER. Director of Permit Sefvices

81547 mn Jull 1 2010 2:18PM RICKARDK : Joint inspection NOT Raquires

Southem Regional Office ¢ 34946 Flyover Court Bakersﬁeld CA 93308 e (661) 392-5500 ¢ Fax (661) 392-5585
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Conditions for S-1547-769-19 (continUed) Page 2 of 4

5.

10.
1.
12.
13.
14.
15.

16.

17.

18.

9.

When complying with sulfur emission limits by fuel analysis or by a combination of source testing and fuel analysis,
each fuel source shall be tested weekly for sulfur content and higher heating value. If compliance with the fuel sulfur

- content limit has been demonstrated for 8 consecutive weeks for a fuel source, then the testing frequency shall be semi-
-annually. If a semi-annual fuel content source test fails to show compliance, weekly testmg shall resume. [Dlstrlct
" Rules 2520,9.4.2 and 4320] Federally Enforceable Through Title V Permit

If fuel analysis is-used to demonstrate compllance with condmons of this permit, the fuel higher heating value for each

- fuel shall be certified by a third party fuel supplier or determined by ASTM D 1826 or D 1945 in conjunction with

ASTM D 3588 for gaseous fuels. [Dlstnct Rule 2520, 9.4.2; 4305, 4306, 4320, and 4351, 6.2.1] Federally Enforceable
Through Title V' Permit .x,

The operator shall demonstrate compliance with this unit's sulfur compound exhaust concentration limit(s) using one
of the following: fire the unit only on PUC or FERC regulated natural gas, test the sulfur content of each fuel source,
or determine that the concentration of sulfur compounds in the exhaust does not exceed the concentration limit by a
combination of source testing and fuel analysis. [District Rules 2520, 9.4.2, 4301, 5.2.1 and Rule 4801, 3.1] Federally
Enforceable Through Title V Permit

Compliance with permit conditions in the Title V permit shall be deemed compliance with the requirements of 40 CFR
60, Subpart Dc (except 60.44¢(g) and (h) and 60.48c). A permit shield is granted from these requirements. [District
Rule 2520, 13.2] Federally Enforceable Through Title V Permit

Steam generator shall be equipped with operational fuel gas and vapor recovery gas volumetric flow meters . [District
Rule 2201] Federally Enforceable Through Title V Permit

Only natural gas or a combination of natural gas and TEOR well vent vapors from well vent vapor control system S-
1547-819 shall be used as fuel in this steam generator. [District Rule 2201] Federally Enforceable Through Title V
Permit -

When combusting a combination of natural gas and vapor recovery gas, the fuel gas sulfur content shall not exceed 5
grains of total sulfur (as H2S) per 100 dscf of fuel gas. [District Rules 2201 and 4320] Federally Enforceable Through
Title V Permit

Maximum heat input to steam generator shall not exceed 1,440 MMBTU/day. [District Rule 2201] Federally
Enforceable Through Title V Permit

Total TEOR gas from permit S-1547-819 incinerated in steam generators S-1547-766 to '-772,'-777 to '-781, and '-797
shall not exceed 4.09 MMscf/day. [District Rule 2201] Federally Enforceable Through Title V Permit

Permittee shall maintain accurate daily records of gas flowrate delivered to steam generatorS S-1547-766 to =772, '-777
to'-781, and '-797. [District Rule 2201] Federally Enforceable Through Title V Permit

Total PM10 emissions for steam generators S-1547-766 to '-772, '-777 to '-781, and '-797 shall not exceed 129.1 Ib/day

" nor 47,122 Ib/yr. [District Rule 2201] Federally Enforceable Through Title V Permit

Permittee shall maintain daily records of quantity and higher heating value of natural gas and vapor recovery gas
burned in this steam generator. [District Rule 2201] Federally Enforceable Through Title V Permit

Emission rates, except during startup, shutdown, and refractory curing from the combustion of natural gas, shall not
exceed any of the following: PM10: 0.005 Ib/MMBtu or SOx (as SO2): 0.002 1b/MMBtu. [District Rules 2201, 2520,
4201, 4301, 4406, 4801 and Kern County Rules 424] Federally Enforceable Through Title V Permit

Emission rates, except during startup, shutdown, and refractory curing shall not exceed any of the following: VOC:
0.003 Ib/MMBtu, NOx (as NO2): 0.018 Ib/MMBtu or 15 ppmv @ 3% O2, or CO: 0.030 Ib/MMBtu or 40 ppmv @ 3%
02. [District Rules 2201, 2520, 4301, 4305, 4306, 4320, 4405 and Kern County Rule 425] Federally Enforceable
Through Title V Permit

Emission rates during startup, shutdown and refractory curing shall not exceed: particulate matter - 10 pounds per
hour, or 0.1 grains/dscf calculated to 12% CO2; sulfur - 200 pounds of SO2 per hour, or 2000 ppmv as SO2, or 0.11
pounds sulfur (as S) per MMBtu on average-wide basis for all units in Rule 4406 plan; NO2 - 140 pounds per hour or
0.14 pounds per MMBu. [District Rules 4101, 4102, 4301, 4405, 4406, 4801 and Kern County Rules 424 and 425]
Federally Enforceable Through Title V Permit

CONDITIONS CONTINUE ON NEXT PAGE
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Conditions for S-1547-769-19 (continued) Page 3 of 4

20.

21.

22.

23.

24,

25.

26.

27.

28.

Emission rates shall not exceed any of the following: VOC: 4.3 Ib/day, NOx (as NO2): 49.0 Ib/day or 9,461 Ib/year, or
CO: 43.2 Ib/day [District Rule 2201] Federally Enforceable Through Title V Permit

Duration of startup and shutdown (as defined in Rule 4320) shall not exceed 2 hours each per occurrence. Refractory
curing period is defined as a maintenance-based reduced-load period of time during which a unit is brought from a
shutdown status to staged rates of firing for the sole purpose of curing new refractory lining of the unit, and shall not
exceed 30 hours per occurrence. The operator shall maintain records of the duration of start-up, shutdown, and
refractory curing periods. [District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

The permittee shall monitor and record the stack concentration of NOx, CO, and O2 at least once every month (in
which a source test is not performed) using a portable emission monitor that meets District specifications. Monitoring
shall not be required if the unit is not in operation, i.e. the unit need not be started solely to perform monitoring.
Monitoring shall be performed within 5 days of restarting the unit unless monitoring has been performed within the
last month. [District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

If the NOx or CO concentrations corrected to 3% O2, as measured by the portable analyzer, exceed the allowable
emissions concentration, the permittee shall return the emissions to within the acceptable range as soon as possible, but
no longer than 1 hour of operation after detection. If the portable analyzer readings continue to exceed the allowable
emissions concentration after 1 hour of operation after detection, the permittee shall notify the District within the
following 1 hour and conduct a certified source test within 60 days of the first exceedance. In lieu of conducting a
source test, the permittee may stipulate a violation has occurred, subject to enforcement action. The permittee must
then correct the violation, show compliance has been re-established, and resume monitoring procedures. If the
deviations are the result of a qualifying breakdown condition pursuant to Rule 1100, the permittee may fully comply
with Rule 1100 in lieu of the performing the notification and testing required by this condition. [District Rules 4305,
4306, and 4320] Federally Enforceable Through Title V Permit

All alternate monitoring parameter emission readings shall be taken with the unit operating either at conditions
representative of normal operations or conditions specified in the permit-to-operate. The analyzer shall be calibrated,
maintained, and operated in accordance with the manufacturer's specifications and recommendations or a protocol
approved by the APCO. Emission readings taken shall be averaged over a 15 consecutive-minute period by either
taking a cumulative 15 consecutive-minute sample reading or by taking at least five (5) readings, evenly spaced out
over the 15 consecutive-minute period. [District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V
Permit

The permittee shall maintain records of: (1) the date and time of NOx, CO, and O2 measurements, (2) the O2
concentration in percent and the measured NOx and CO concentrations corrected to 3% O2, (3) make and model of
exhaust gas analyzer, (4) exhaust gas analyzer calibration records, and (5) a description of any corrective action taken
to maintain the emissions within the acceptable range. [District Rules 4305, 4306, and 4320] Federally Enforceable
Through Title V Permit

All emissions measurements shall be made with the unit operating either at conditions representative of normal
operations or conditions specified in the Permit to Operate. Unless otherwise specified in the Permit to Operate no
determination of compliance shall be established within two hours after a continuous period in which fuel flow to the
unit is shut off for 30 minutes or longer, or within 30 minutes after a re-ignition as defined in Section 3.0 of District
Rule 4320. For the purposes of permittee-performed alternate monitoring, emissions measurements may be performed
at any time after the unit reaches conditions representative of normal operation. [District Rules 4305, 4306, and 4320]
Federally Enforceable Through Title V Permit

Source testing to measure natural gas-combustion NOx and CO emissions from this unit shall be conducted at least
once every twelve (12) months (no more than 30 days before or after the required annual source test date). After
demonstrating compliance on two (2) consecutive annual source tests, the unit shall be tested not less than once every
thirty-six (36) months (no more than 30 days before or after the required 36-month source test date). If the result of
the 36-month source test demonstrates that the unit does not meet the applicable emission limits, the source testing
frequency shall revert to at least once every twelve (12) months. [District Rules 4305, 4306, and 4320] Federally
Enforceable Through Title V Permit

The source test plan shall identify which basis (ppmv or 1b/MMBtu) will be used to demonstrate compliance. [District
Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

CONDITIONS CONTINUE ON NEXT PAGE
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Conditions for S-1547-769-19 (continued) Page 4 of 4

29.

30.

31.

32.
33.

34.

The District must be notified at least 30 days prior to any compliance source test, and a source test plan must be
submitted for approval at least 15 days prior to testing. The results of each source test shall be submitted to the District
within 60 days thereafter. [District Rule 1081] Federally Enforceable Through Title V Permit

The following test methods shall be used: NOx (ppmv) - EPA Method 7E or ARB Method 100, NOx (Ib/MMBtu) -
EPA Method 19, CO (ppmv) - EPA Method 10 or 10B or ARB Method 100, stack gas oxygen - EPA Method 3 or 3A
or ARB Method 100, SOx (Ib/MMBtu) - ARB Method 100 or EPA Method 6, 6C or fuel gas sulfur content analysis
and EPA Method 19, fuel gas sulfur content - EPA Method 11 or 15, ASTM D3246 or double GC for H2S and
mercaptans performed in a laboratory, fuel gas hhv - ASTM D1826 or D1945 in conjunction with ASTM D3588.
[District Rules 1081, 435, 4306, and 4320] Federally Enforceable Through Title V Permit

For emissions source testing, the arithmetic average of three 30-consecutive-minute test runs shall apply. If two of
three runs are above an applicable limit the test cannot be used to demonstrate compliance with an applicable limit.
[District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

Operator shall provide an annual fuel sulfur content analysis to the District upon request. [District Rule 4320]

All records shall be maintained for a minimum of five (5) years, and shall be made available for District inspection
upon request. [District Rules 1070, 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

Formerly S-1511-126
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W2 San Joaquin Valley 47w
& /& poLLuTION CONTROL DISTRICT HEALTHY AIR LIVING

AUTHORITY TO CONSTRUCT

PERMIT NO: S-1547-770-17 ISSUANCE DATE: 06/01/2010

LEGAL OWNER OR OPERATOR: AERAENERGY LLC
MAILING ADDRESS: PO BOX 11164
BAKERSFIELD, CA 93389-1164
LOCATION: HEAVY OIL WESTERN STATIONARY SOURCE

KERN COUNTY, CA
SECTION: NW35 TOWNSHIP: 12N RANGE: 24w

EQUIPMENT DESCRIPTION:

MODIFICATION OF 62.5 MMBTU/HR NATURAL GAS/VAPOR RECOVERY GAS FIRED STEAM GENERATOR, WITH
COEN ULN BURNER, FLUE GAS RECIRCULATION AND PIPING FROM TEOR WELL VENT VAPOR RECOVERY
SYSTEM S-1547-819. (MOCO #608) (SOUTH MIDWAY): REPLACE EXISTING BURNER WITH COEN MODEL QLN-ULN
ULTRA LOW NOX BURNER, OR NORTH AMERICAN MODEL MAGNA FLAME LEX ULTRA LOW NOX BURNER, OR
ACT GIDEON ULTRA LOW NOX BURNER, OR EQUIVALENT; OR TUNE EXISTING BURNER; LOWER NOX LIMIT TO 7
PPMV @ 3% O2 AND LIMIT FUEL SULFUR CONTENT TO 5 GR-S/100 DSCF FOR RULE 4320 COMPLIANCE

CONDITIONS

1. This Authority to Construct serves as a written certificate of conformity with the procedural requirements of 40 CFR
70.7 and 70.8 and with the compliance requirements of 40 CFR 70.6(c). [District Rule 2520] Federally Enforceable
Through Title V Permit '

2. Prior to operating with modifications authorized by this Authority to Construct, the facility shall submit an application
to modify the Title V permit with an administrative amendment in accordance with District Rule 2520 Section 5.3 4.
[District Rule 2520, 5.3.4] Federally Enforceable Through Title V Permit

3. The permittee shall notify the District of the compliance method chosen (replacement burner or tuning) and if
applicable, the approved burner to be installed prior to implementation of this ATC. [District Rule 2201] Federally
Enforceable Through Title V Permit

4. The permittee shall obtain written District approval for the use of any equivalent equipment not specifically approved
by this ATC. Approval of the equivalent equipment shall be made in writing and only after the District's determination
that the submitted design and performance of the proposed alternate equipment is equivalent to the authorized
equipment [District Rule 2010] Federally Enforceable Through Title V Permit

CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (661) 392-5500 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other govemmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

VID WARNER, Director of Permit Services

1547-770-17 : Jun 12010 Z18PM — RICKARDK : Joint Inspection NOT Required
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Conditions for S-154_7-770-17 (continued) ' ’ ' Page 2 of 4

5.

10.

11.

12.

13.

14.

16.

17.

18.

19.

The permittee's request for approval of equivalent equipment shall include the make, model, manufacturer's maximum
rating, manufacturer's guaranteed emissions rates, equipment drawing(s) and operational characteristics/parameters
[DlStrlCt Rule 2010] Federally Enforceable Through Title V Permit

Copies of all fuel invoices showing quantity and delivery points of supplier-certified gas dehvered and copies of
quality terms of supplier-certified gas delivery contracts shall be maintained. The operator shall record daily amount
and type(s) of fuel(s) combusted and all dates on which unit is fired on any noncertified fuel and record specific type
of noncertified fuel used. [District Rule 2520, 9.3.2] Federally Enforceable Through Title V Permit

Operator shall maintain all records of required monitoring data and support information for inspetion at any time for a
period of five years. [District Rule 2520, 9.5.2] Federally Enforceable Through Title V Permit -

When complying with sulfur emission limits by fuel analysis or by a combination of source testing and fuel analysis,
each fuel source shall be tested weekly for sulfur content and higher heating value. If compliance with the fuel sulfur
content limit has been demonstrated for 8 consecutive weeks for a fuel source, then the testing frequency shall be semi-
annually. If a semi-annual fuel content source test fails to show compliance, weekly testing shall resume. [District
Rules 2520, 9.4.2 and 4320] Federally Enforceable Through Title V Permit

If fuel analysis is used to demonstrate compliance with conditions of this permit, the fuel higher heating value for each
fuel shall be certified by a third party fuel supplier or determined by ASTM D 1826 or D 1945 in conjunction with

"ASTM D 3588 for gaseous fuels. [District Rule 2520, 9.4.2; 4305, 4306, 4320, and 4351, 6.2.1] Federally Enforceable

Through Title V Permit

The operator shall demonstrate compliance with this unit's sulfur compound exhaust concentration limit(s) using one
of the following: fire the unit only on PUC or FERC regulated natural gas, test the sulfur content of each fuel source,
or determine that the concentration of sulfur compounds in the exhaust does not exceed the concentration limit by a
combination of source testing and fuel analysis. [District Rules 2520, 9.4.2, 4301, 5.2.1 and Rule 4801, 3.1] Federally
Enforceable Through Title V Permit

Compliance with permit conditions in the Title V permit shall be deemed compliance with the requirements of 40 CFR
60, Subpart Dc (except 60.44c(g) and (h) and 60.48c). A permit shield is granted from these requirements. [District
Rule 2520, 13.2] Federally Enforceable Through Title V Permit

Steam generator shall be equipped with operational fuel gas and vapor recovery gas volumetric flow meters . [District
Rule 2201] Federally Enforceable Through Title V Permit

Only natural gas or a combination of natural gas and TEOR well vent vapors from well vent vapor control system S-
1547-819 shall be used as fuel in this steam generator. [District Rule 2201] Federally Enforceable Through Title V
Permit

When combusting a combination of natural gas and vapor recovery gas, the fuel gas sulfur content shall not exceed 5
grains of total sulfur (as H2S) per 100 dscf of fuel gas. [District Rules 2201 and 4320] Federally Enforceable Through

. Title V Permit
15.

Maximum heat input to steam generator shall not exceed 1,440 MMBTU/day. [District Rule 2201] F ederally
Enforceable Through Title V Permit

Total TEOR gas from permit S-1547-819 incinerated in steam generators S-1547-766 to '-772,'-777 to '-781, and '-797
shall not exceed 4.09 MMscf/day. [DlStI'lct Rule 2201] Federally Enforceable Through Title V Permit

Permittee shall maintain accurate daily records of gas flowrate delivered to steam generators S-1547-766 to '-772,'-777
to '-781, and '-797. [District Rule 2201] Federally Enforceable Through Title V Permit

Total PM10 emissions for steam generators S-1547-766 to ' 772 '-777 to '-781, and '-797 shall not exceed 129.1 Ib/day
nor 47,122 Ib/yr. [District Rule 2201] Federally Enforceable Through Title V Permit

Emissions from this unit, except during startup, shutdown, and refractory curing, shall not exceed any of the following
limits: NOx (as NO2): 0.008 1b/MMBtu or 7 ppmv @ 3% 02, VOC: 0.003 Ib/MMBtu or CO: 50 ppmv @ 3% O2.
[District Rule 2201] Federally Enforceable Through Title V Permit

CONDITIONS CONTINUE ON NEXT PAGE
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Conditions for S-1547-770-17 (continued) ' Page 3 of 4

20.

21.

22.

23.

24.

25.

26.

27.

28.

29.

Emission rates during refractory curing shall not exceed: particulate matter - 10 pounds per hour, or 0.1 grains/dscf
calculated to 12% CO2; sulfur - 200 pounds of SO2 per hour, or 2000 ppmv as SO2, or 0.11 pounds sulfur (as S) per
MMBtu on average-wide basis for all units in Rule 4406 plan; NO2 - 140 pounds per hour or 0.14 pounds per MMBtu.
[District Rules 4101, 4102, 4301, 4405, 4406, and 4801] Federally Enforceable Through Title V Permit

Emission rates shall not exceed any of the following: VOC: 4.3 Ib/day, NOx (as NO2): 49.0 1b/day or 4205 lb/year, or
CO: 43.2 Ib/day [District Rule 2201] Federally Enforceable Through Title V Permit

PM-10 emissions from the combustion of natural gas in this permit unit shall not exceed 0.005 1b/MMBTU. [District
Rule 2201] Federally Enforceable Through Title V Permit

Sulfur compound emissions (as SO2) from the combustion of natural gas in this permit unit shall not exceed 0.002
1b/MM Btu. [District Rule 2201] Federally Enforceable Through Title V Permit

During a "shakedown" period not to exceed 60 calendar days from initial operation of the modifications authorized by
this ATC, NOx emission shall not exceed 15 ppmvd NOX @ 3% O2 or 0.018 1b-NOX/MMBtu. The shakedown
period shall be concluded prior to the applicable Rule 4320 compliance deadline selected for this unit. Permittee shall
maintain a record of the date of initial operation for at least 5 years. [District Rule 4305, 4306, and 4320] Federally
Enforceable Through Title V Permit

Duration of startup and shutdown (as defined in Rule 4320) shall not exceed 2 hours each per occurrence. Refractory
curing period is defined as a maintenance-based reduced-load period of time during which a unit is brought from a
shutdown status to staged rates of firing for the sole purpose of curing new refractory lining of the unit, and shall not
exceed 30 hours per occurrence. The operator shall maintain records of the duration of start-up, shutdown, and
refractory curing periods. [District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

The permittee shall monitor and record the stack concentration of NOX, CO, and O2 at least once every month (in
which a source test is not performed) using a portable emission monitor that meets District specifications.
Measurement shall be made with the FGR system in the mode of operation (closed or open) in which it was used in the
preceding 30 days. Monitoring shall not be required if the unit is not in operation, i.e. the unit need not be started
solely to perform monitoring. Monitoring shall be performed within S days of restarting the unit unless monitoring has
been performed within the last month. [District Rules 4305, 4306, 4320, and 2520] Federally Enforceable Through
Title V Permit

If the NOX and/or CO concentrations corrected to 3% O2, as measured by the portable analyzer, exceed the allowable
emissions concentration, the permittee shall return the emissions to within the acceptable range as soon as possible, but
no longer than | hour of operation after detection. If the portable analyzer readings continue to exceed the allowable
emissions concentration after 1 hour of operation after detection, the permittee shall notify the District within the
following 1 hour and conduct a certified source test within 60 days of the first exceedance. In lieu of conducting a
source test, the permittee may stipulate a violation has occurred, subject to enforcement action. The permittee must
then correct the violation, show compliance has been re-established, and resume monitoring procedures. If the
deviations are the result of a qualifying breakdown condition pursuant to Rule 1100, the permittee may fully comply
with Rule 1100 in lieu of performing thé notification and testing required by this condition. [District Rules 4305, 4306,
and 4320] Federally Enforceable Through Title V Permit

The permittee shall maintain records of: (1) the date and time of NOX, CO, and O2 measurements, (2) the O2
concentration in percent and the measured NOX and CO concentrations corrected to 3% O2, (3) make and model of

- exhaust gas analyzer, (4) exhaust gas analyzer calibration records, and (5) a description of any corrective action taken

to maintain the emissions within the acceptable range. [District Rules 4305, 4306, and 4320] Federally Enforceable
Through Title V Permit

Permittee shall maintain daily records of quantity and higher heating value of natural gas and vapor recovery gas
burned in this steam generator. [District Rule 2201] Federally Enforceable Through Title V Permit

CONDITIONS CONTINUE ON NEXT PAGE
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Conditions for S-1547-770-17 (continued) Page 4 of 4

30. All emissions measurements shall be made with the unit operating either at conditions representative of normal
operations or conditions specified in the Permit to Operate. Unless otherwise specified in the Permit to Operate no
determination of compliance shall be established within two hours after a continuous period in which fuel flow to the
unit is shut off for 30 minutes or longer, or within 30 minutes after a re-ignition as defined in Section 3.0 of District
Rule 4320. For the purposes of permittee-performed alternate monitoring, emissions measurements may be performed
at any time after the unit reaches conditions representative of normal operation. [District Rules 4305, 4306, and 4320]
Federally Enforceable Through Title V Permit

31. Source testing to measure natural gas-combustion NOx and CO emissions from this unit shall be conducted at least
once eve'y twelve (12) months, (no more than 30 days before or after the required annual source test date). After
demonstrating compliance on two (2) consecutive annual source tests, the unit shall be tested not less than once every
thirty-six (36) months, (no more than 30 days before or after the required 36 months source test date). If the result of
the 36-month source test demonstrates that the unit does not meet the applicable emission limits, the source testing
frequency shall revert to at least once every twelve (12) months. [District Rules 4305, 4306, and 4320] Federally
Enforceable Through Title V Permit

32. Source testing to measure NOx and CO emissions from this unit shall be conducted within 60 days of initial operation
under this ATC. [District Rules 2201, 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

33. The District must be notified at least 30 days prior to any compliance source test, and a source test plan must be
submitted for approval at least 15 days prior to testing. The results of each source test shall be submitted to the District
within 60 days thereafter. [District Rule 1081] Federally Enforceable Through Title V Permit

34. The following test methods shall be used: NOx (ppmv) - EPA Method 7E or ARB Method 100, NOx (Ib/MMBtu) -
EPA Method 19, CO (ppmv) - EPA Method 10 or 10B or ARB Method 100, stack gas oxygen - EPA Method 3 or 3A
or ARB Method 100, SOx (Ib/MMBtu) - ARB Method 100 or EPA Method 6, 6C or fuel gas sulfur content analysis
and EPA Method 19, fuel gas sulfur content - EPA Method 11 or 15, ASTM D3246 or double GC for H2S and
mercaptans performed in a laboratory, fuel gas hhv - ASTM D1826 or D1945 in conjunction with ASTM D3588.
[District Rules 1081, 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

35. For emissions source testing, the arithmetic average of three 30-consecutive-minute test runs shall apply. If two of
three runs are above an applicable limit the test cannot be used to demonstrate compliance with an applicable limit.
[District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

36. Operator shall provide an annual fuel sulfur content analysis to the District upon request. [District Rule 4320]

37. All records shall be maintained and retained on-site for a minimum of five (5) years, and shall be made available for
District inspection upon request. [District Rules 1070, 2201, 2520, 4305, 4306, and 4320] Federally Enforceable
Through Title V Permit '

38. Formerly S-1511-127
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AUTHORITY TO CONSTRUCT

PERMIT NO: S-1547-770-18 ISSUANCE DATE: 06/01/2010
LEGAL OWNER OR OPERATOR: AERA ENERGY LLC
MAILING ADDRESS: PO BOX 11164
BAKERSFIELD, CA 93389-1164
LOCATION: HEAVY OIL WESTERN STATIONARY SOURCE

KERN COUNTY, CA
SECTION: NW35 TOWNSHIP: 12N RANGE: 24W

EQUIPMENT DESCRIPTION:
MODIFICATION OF 62.5 MMBTU/HR NATURAL GAS/VAPOR RECOVERY GAS FIRED STEAM GENERATOR, WITH
COEN ULN BURNER, FLUE GAS RECIRCULATION AND PIPING FROM TEOR WELL VENT VAPOR RECOVERY
SYSTEM S-1547-819. (MOCO #608) (SOUTH MIDWAY): REPLACE EXISTING BURNER WITH COEN MODEL QLN-ULN
ULTRA LOW NOX BURNER, OR NORTH AMERICAN MODEL MAGNA FLAME LEX ULTRA LOW NOX BURNER, OR
_ ACT GIDEON ULTRA'LOW NOX BURNER, OR EQUIVALENT; OR TUNE EXISTING BURNER; LOWER NOX LIMIT TO 9
. PPMV @ 3% O2 AND LIMIT FUEL SULFUR CONTENT TO 5 GR-S/100 DSCF FOR RULE 4320 COMPLIANCE

CONDITIONS

1. This Authority to Construct serves as a written certificate of conformity with the procedural requirements of 40 CFR
~70.7 and 70.8 and‘'with the compliance requirements of 40 CFR 70.6(c). [District Rule 2520] Federally Enforceable
: Through Title V Permit

2. Prior to operating with modifications authorized by this Authority to Construct, the facility shall submlt an appllcatlon
to modify the Title V permit with an administrative amendment in accordance with District Rule 2520 Section 5.3 4.
[District Rule 2520, 5.3.4] Federally Enforceable Through Title V Permit

3. The permittee shall notify the District of the compli‘ance method chosen (replacement burner or tuning) and if
applicable, the approved burner to be- mstalled prior to implementation of this ATC. [District Rule 2201] Federally
Enforceable Through Title V Permit

4. The permnttee ‘shall obtain wrltten District approval for the use of any equivalent equipment not specifically-approved

- by this ATC.  Approval of the equivalent equipment shall be made in writing and only after the District's determination
that the submitted design and performance of the proposed alternate ‘equipment is equivalent to the authonzed
equ1pment [Dnstnct Rule 2010] Federally Enforceable Through Title V Permit :

CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTlFY THE DISTRICT COMPLIANCE DIVISION AT (661) 392-5500 WHEN. CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERAﬂNG THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a: PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to-verify that the equipment has been constructed in accordance with the
approved plans; specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with afl

" Rules -and Regulations of the San Joaquin Valley Unified Air Pollution Controf District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance; The applicant is responsuble for complymg with
all laws, ordmances and regulations of all other govemmental agencnes which may pertain to the above equlpment

Seyed Sadredm Executlve Dlrector/ APCO

@AVID WARNER, Director of Permit Services

1547-770-18 : Jun 1 2010 ZlﬂPM RICKARDK : Joint Inspection NOT Rmnﬂ
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Condltuons for S- 1547 770-18 (continued) L . : ' ' o ‘ Pége 20f4

5.

10.

11.

12.

13.

14.

15.

16.

17

18.

19.

The permittee's request for approval of equwalent equnpment shall mclude the make, model, manufacturer s maximum
rating, manufacturer's guaranteed emissions rates, equipment drawing(s) and operatlonal characterlstlcs/parameters

‘[District Rule 2010] Federally Enforceable Through Title V Permit

Copies of all fuel invoices showing quantity and delivery points of supplrer—certlﬁed gas delivered and copies of
quality termis of suppller-cemﬁed gas delivery contracts shall be maintained: The operator shall record daily amount
and type(s) of fuel(s) combusted and all dates on which unit is fired on any noncertified fuel and record specific type
of noncertified fuel used.. [District Rule 2520, 9.3. 2] Federally Enforceable Through Title V Permit _

Operator shall maintain all records of required monitoring data and support mformatlon for inspection at any tlme fora
period of five years. [District Rule 2520, 9.5.2] Federally Enforceable Through Title V Permit

When complying with sulfur emission limits by fuel analysns or by a combination of source testing and fuel analysis,
each fuel source shall be tested weekly for sulfur content and higher heating value. If compliance with the fuel sulfur
content limit has been demonstrated for 8 consecutive weeks for a fuel source, then :he testing frequency shall be semi-
annually. If a semi-annual fuel content source test fails to show compliance, weekly testing shall resume. [District
Rules 2520, 9.4.2 and 4320] Federally Enforceable Through Title V Permit

If fuel analysis is used to demonstrate compliance with conditions of this permit, the fuel higher heating value for each
fuel shall be certified by a third party fuel supplier or determined by ASTM D 1826 or D 1945 in conjunction with
ASTM D 3588 for gaseous fuels. [District Rule 2520, 9.4.2; 4305, 4306, 4320, and 4351, 6.2.1] Federally Enforceable
Through Title V Permit

The operator shall demonstrate compliance with this unit's sulfur compound exhaust concentration limit(s) using one
of the following: fire the unit only on PUC or FERC regulated natural gas, test the sulfur content of each fuel source,
or determine that the concentration of sulfur compounds in the exhaust does not exceed the concentration limit by a
combination of source testing and fuel analysis. [District Rules 2520, 9.4.2, 4301, 5.2.1 and Rule 4801, 3.1] Federally
Enforceable Through Title V Permit

Compliance with permit conditions in the Title V permit shall be deemed compliance with the requirements of 40 CFR
60, Subpart Dc (except 60.44c(g) and (h) and 60.48c). A permit shield is granted from these requirements. [District
Rule 2520, 13.2] Federally Enforceable Through Title V Permit

Steam generator shall be equipped with operational fuel gas and vapor recovery gas volumetric flow meters . [District
Rule 2201] Federally Enforceable Through Title V Permit

Only natural gas or a combination of natural gas and TEOR well vent vapors from well vent vapor control system S-
1547-819 shall be used as fuel in this steam generator. [District Rule 2201] Federally Enforceable Through Title V
Permit

When combusting a combination of natural gas and vapor recovery gas, the fuel gas sulfur content shall not exceed 5
grains of total sulfur (as H2S) per 100 dscf of fuel gas. [District Rules 2201 and 4320] Federally Enforceable Through
Title V Permit

Maximum heat input to steam generator shall not exceed 1,440 MMBTU/day [District Rule 2201] Federally
Enforceable Through Title V Permit

Total TEOR gas from permit S-1547-819 incinerated in steam generators S-1547-766 to '-772,'-777 to-781, and '-797
shall not exceed 4.09 MMscf/day. [District Rule 2201] Federally Enforcgable Through Title V Permit

Permittee shall maintain accurate daily records of gas flowrate delivered to steam generators S-1547-766 to '-772, '-777
to '-781, and '-797. [District Rule 2201] Federally Enforceable Through Title V Permit

Total PM10 emissions for steam generators S-1547-766 to '-772, '-777 to '-781, and '-797 shall not exceed 129.1 Ib/day
nor 47,122 Ib/yr. [District Rule 2201] Federally Enforceable Through Title V Permit

Emissions from this unit, except during startup, shutdown, and refractory curing, shall not exceed any of the following
limits: NOx (as NO2): 0.011 1b/MMBtu or 9 ppmv @ 3% 02, VOC: 0.003 1b/MMBtu or CO: 50 ppmv @ 3% O2.
[District Rule 2201] Federally Enforceable Through Title V Permit

CONDITIONS CONTINUE ON NEXT PAGE
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Conditions for S-1547-770-18 (continued) Page 3 of 4

20.

21.

22.

23.

24,

25.

26.

27.

28.

29.

Emission rates during refractory curing shall not exceed: particulate matter - 10 pounds per hour, or 0.1 grains/dscf
calculated to 12% CO2; sulfur - 200 pounds of SO2 per hour, or 2000 ppmv as SO2, or 0.11 pounds sulfur (as S) per
MMBtu on average-wide basis for all units in Rule 4406 plan; NO2 - 140 pounds per hour or 0.14 pounds per MMBtu.
[District Rules 4101, 4102, 4301, 4405, 4406, and 4801] Federally Enforceable Through Title V Permit

Emission rates shall not exceed any of the following: VOC: 4.3 Ib/day, NOx (as NO2): 49.0 ]b/day or 5782 Ib/year, or
CO: 43.2 lb/day [District Rule 2201] Federally Enforceable Through Title V Permit

PM-10 emissions from the combustion of natural gas in this permit unit shall not exceed 0.005 I/MMBTU. [District
Rule 2201] Federally Enforceable Through Title V Permit

Sulfur compound emissions (as SO2) from the combustion of natural gas in this permit unit shall not exceed 0.002
16/MM Btu. [District Rule 2201] Federally Enforceable Through Title V Permit

During a "shakedown" period not to exceed 60 calendar days from initial operation of the modifications authorized by
this ATC, NOx emission shall not exceed 15 ppmvd NOX @ 3% O2 or 0.018 I1b-NOX/MMBtu. The shakedown
period shall be concluded prior to the applicable Rule 4320 compliance deadline selected for this unit. Permittee shall
maintain a record of the date of initial operation for at least S years. [District Rule 4305, 4306, and 4320] Federally
Enforceable Through Title V Permit

Duration of startup and shutdown (as defined in Rule 4320) shall not exceed 2 hours each per occurrence. Refractory
curing period is defined as a maintenance-based reduced-load period of time during which a unit is brought from a
shutdown status to staged rates of firing for the sole purpose of curing new refractory lining of the unit, and shall not
exceed 30 hours per occurrence. The operator shall maintain records of the duration of start-up, shutdown, and
refractory curing periods. [District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

The permittee shall monitor and record the stack concentration of NOX, CO, and O2 at least once every month (in
which a source test is not performed) using a portable emission monitor that meets District specifications.
Measurement shall be made with the FGR system in the mode of operation (closed or open) in which it was used in the
preceding 30 days. Monitoring shall not be required if the unit is not in operation, i.e. the unit need not be started
solely to perform monitoring. Monitoring shall be performed within 5 days of restarting the unit unless monitoring has
been performed within the last month. [District Rules 4305, 4306, 4320, and 2520] Federally Enforceable Through
Title V Permit

If the NOX and/or CO concentrations corrected to 3% O2, as measured by the portable analyzer, exceed the allowable
emissions concentration, the permittee shall return the emissions to within the acceptable range as soon as possible, but
no longer than 1 hour of operation after detection. If the portable analyzer readings continue to exceed the allowable
emissions concentration after 1 hour of operation after detection, the permittee shall notify the District within the
following 1 hour and conduct a certified source test within 60 days of the first exceedance. In lieu of conducting a
source test, the permittee may stipulate a violation has occurred, subject to enforcement action. The permittee must
then correct the violation, show compliance has been re-established, and resume monitoring procedures. If the
deviations are the result of a qualifying breakdown condition pursuant to Rule 1100, the permittee may fully comply
with Rule 1100 in lieu of performing the notification and testing required by this condition. [District Rules 4305, 4306,
and 4320] Federally Enforceable Through Title V Permit

The permittee shall maintain records of: (1) the date and time of NOX, CO, and O2 measurements, (2) the O2
concentration in percent and the measured NOX and CO concentrations corrected to 3% 02, (3) make and model of
exhaust gas analyzer, (4) exhaust gas analyzer calibration records, and (5) a description of any corrective action taken
to maintain the emissions within the acceptable range. [District Rules 4305, 4306, and 4320] Federally Enforceable
Through Title V Permit

Permittee shall maintain daily records of quantity and higher heating value of natural gas and vapor recovery gas
burned in this steam generator. [District Rule 2201] Federally Enforceable Through Title V Permit

CONDITIONS CONTINUE ON NEXT PAGE
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Conditions for S-1547-770-18 (continued) Page 4 of 4

30.

32.

33.

34.

35.

36.
37.

38.

All emissions measurements shall be made with the unit operating either at conditions representative of normal
operations or conditions specified in the Permit to Operate. Unless otherwise specified in the Permit to Operate no
determination of compliance shall be established within two hours after a continuous period in which fuel flow to the
unit is shut off for 30 minutes or longer, or within 30 minutes after a re-ignition as defined in Section 3.0 of District
Rule 4320. For the purposes of permittee-performed alternate monitoring, emissions measurements may be performed -
at any time after the unit reaches conditions representative of normal operation. [District Rules 4305, 4306, and 4320]
Federally Enforceable Through Title V Permit

. Source testing to measure natural gas-combustion NOx and CO emissions from this unit shall be conducted at least

once every twelve (12) months, (no more than 30 days before or after the required annual source test date). After
demonstrating compliance on two (2) consecutive annual source tests, the unit shall be tested not less than once every
thirty-six (36) months, (no more than 30 days before or after the required 36 months source test date). If the result of
the 36-month source test demonstrates that the unit does not meet the applicable emission limits, the source testing
frequency shall revert to at least once every twelve (12) months. [District Rules 4305, 4306, and 4320] Federally
Enforceable Through Title V Permit

Source testing to measure NOx and CO emissions from this unit shall be conducted within 60 days of initial operation
under this ATC. [District Rules 2201, 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

The District must be notified at least 30 days prior to any compliance source test, and a source test plan must be
submitted for approval at least 15 days prior to testing. The results of each source test shall be submitted to the District
within 60 days thereafter. [District Rule 1081] Federally Enforceable Through Title V Permit

The following test methods shall be used: NOx (ppmv) - EPA Method 7E or ARB Method 100, NOx (Ib/MMBtu) -
EPA Method 19, CO (ppmv) - EPA Method 10 or 10B or ARB Method 100, stack gas oxygen - EPA Method 3 or 3A
or ARB Method 100, SOx (Ib/MMBtu) - ARB Method 100 or EPA Method 6, 6C or fuel gas sulfur content analysis
and EPA Method 19, fuel gas sulfur content - EPA Method 11 or 15, ASTM D3246 or double GC for H2S and
mercaptans performed in a laboratory, fuel gas hhv - ASTM D1826 or D1945 in conjunction with ASTM D3588.
[District Rules 1081, 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

For emissions source testing, the arithmetic average of three 30-consecutive-minute test runs shall apply. If two of
three runs are above an applicable limit the test cannot be used to demonstrate compliance with an applicable limit.
[District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit '

Operator shall provide an annual fuel sulfur content analysis to the District upon request. [District Rule 4320]

All records shall be maintained and retained on-site for a minimum of five (§) years, and shall be made available for
District inspection upon request. [District Rules 1070, 2201, 2520, 4305, 4306, and 4320] Federally Enforceable
Through Title V Permit

Formerly S-1511-127
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AUTHORITY TO CONSTRUCT

PERMIT NO: S-1547-770-19 ISSUANCE DATE: 06/01/2010
LEGAL OWNER OR OPERATOR: AERA ENERGY LLC
MAILING ADDRESS: PO BOX 11164
BAKERSFIELD, CA 93389-1164
LOCATION: HEAVY OIL WESTERN STATIONARY SOURCE

KERN COUNTY, CA
SECTION: NW35 TOWNSHIP: 12N RANGE: 24W

EQUIPMENT DESCRIPTION:

MODIFICATION OF 62.5 MMBTU/HR NATURAL GAS/VAPOR RECOVERY GAS FIRED STEAM GENERATOR, WITH
COEN ULN BURNER, FLUE GAS RECIRCULATION AND PIPING FROM TEOR WELL VENT VAPOR RECOVERY
SYSTEM S-1547-819. (MOCO #608) (SOUTH MIDWAY): LIMIT FUEL SULFUR CONTENT TO 5 GR-5/100 DSCF FOR
RULE 4320 COMPLIANCE

CONDITIONS

1. This Authority to Construct serves as a written certificate of conformity with the procedural requirements of 40 CFR
70.7 and 70.8 and with the compliance requirements of 40 CFR 70.6(c). [District Rule 2520] Federally Enforceable
Through Title V Permit

2. Prior to operating with modifications authorized by this Authority to Construct, the facility shall submit an application
to modify the Title V permit with an administrative amendment in accordance with District Rule 2520 Section 5.3 4.
[District Rule 2520, 5.3.4] Federally Enforceable Through Title V Permit

3. Copies of all fuel invoices showing quantity and delivery points of supplier-certified gas delivered and copies of
quality terms of supplier-certified gas delivery contracts shall be maintained. The operator shall record daily amount
and type(s) of fuel(s) combusted and all dates on which unit is fired on any noncertified fuel and record specific type
of noncertified fuel used. [District Rule 2520, 9.3.2] Federally Enforceable Through Title V Permit

4. Operator shall maintain all records of required monitoring data and support information for inspection at any time for a
period of five years. [District Rule 2520, 9.5.2] Federally Enforceable Through Title V Permit

CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (661) 392-5500 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other govemmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

@A—/

ID WARNER, Director of Permit Services

S47-770-19 : Jun 1 2010 218PM — RICKARDK : Joint Inspection NOT Required

Southern Regional Office ¢ 34946 Flyover Court ¢ Bakersfield, CA 93308 ¢ (661) 392-5500 ¢ Fax (661) 392-5585

Printad on recycied paper. e



Conditions for S-1547-770-19 (continued) Page 2 of 4

5.

10.

1.

12.

13.

14.

15.

16.

17.

18.

19.

20.

When complying with sulfur emission limits by fuel analysis or by a combination of source testing and fuel analysis,
each fuel source shall be tested weekly for sulfur content and higher heating value. If compliance with the fuel sulfur
content limit has been demonstrated for 8 consecutive weeks for a fuel source, then the testing frequency shall be semi-
annually. If a semi-annual fuel content source test fails to show compliance, weekly testing shall resume. [District
Rules 2520, 9.4.2 and 4320] Federally Enforceable Through Title V Permit

If fuel analysis is used to demonstrate compliance with conditions of this permit, the fuel higher heating value for each
fuel shall be certified by a third party fuel supplier or determined by ASTM D 1826 or D 1945 in conjunction with
ASTM D 3588 for gaseous fuels. [District Rule 2520, 9.4.2; 4305, 4306, 4320, and 4351, 6.2.1] Federally Enforceable
Through Title V Permit

The operator shall demonstrate compliance with this unit's sulfur compound exhaust concentration limit(s) using one
of the following: fire the unit only on PUC or FERC regulated natural gas, test the sulfur content of each fuel source,
or determine that the concentration of sulfur compounds in the exhaust does not exceed the concentration limit by a
combination of source testing and fuel analysis. [District Rules 2520, 9.4.2, 4301, 5.2.1 and Rule 4801, 3.1] Federally
Enforceable Through Title V Permit

Compliance with permit conditions in the Title V permit shall be deemed compliance with the requirements of 40 CFR
60, Subpart Dc (except 60.44c(g) and (h) and 60.48c). A permit shield is granted from these requirements. [District
Rule 2520, 13.2] Federally Enforceable Through Title V Permit

Steam generator shall be equipped with operational fuel gas and vapor recovery gas volumetric flow meters . [District
Rule 2201] Federally Enforceable Through Title V Permit

Only natural gas or a combination of natural gas and TEOR well vent vapors from well vent vapor control system S-
1547-819 shall be used as fuel in this steam generator. [District Rule 2201] Federally Enforceable Through Title V
Permit

When combusting a combination of natural gas and vapor recovery gas, the fuel gas sulfur content shall not exceed 5
grains of total sulfur (as H2S) per 100 dscf of fuel gas. [District Rules 2201 and 4320] Federally Enforceable Through
Title V Permit

Maximum heat input to steam generator shall not exceed 1,440 MMBTU/day [DlStl‘lCt Rule 22011 F ederally
Enforceable Through Title V Permit

Total TEOR gas from permit S-1547-819 incinerated in steam generators S-1547-766 to '-772, '-777 to '-781, and '-797
shall not exceed 4.09 MMscf/day. [District Rule 2201] Federally Enforceable Through Title V Permit

Permittee shall maintain accurate daily records of gas flowrate delivered to steam generators S-1547-766 to '-772,'-777
to -781, and '-797. [District Rule 2201] Federally Enforceable Through Title V Permit

Total PM10 emissions for steam generators S-1547-766 to '-772, '-777 to '-781, and '-797 shall not exceed 129.1 Ib/day

-nor 47,122 1b/yr. [District Rule 2201] Federally Enforceable Through Title V Permit

Emissions from this unit, except during startup, shutdown, and refractory curing, shall not exceed any of the following
limits: NOx (as NO2): 0.018 Ib/MMBtu or 15 ppmv @ 3% 02, VOC: 0.003 Ib/MMBtu or CO: 50 ppmv @ 3% O2.
[District Rule 2201] Federally Enforceable Through Title V Permit

Emission rates during refractory curing shall not exceed: particulate matter - 10 pounds per hour, or 0.1 grains/dscf
calculated to 12% CO2; sulfur - 200 pounds of SO2 per hour, or 2000 ppmv as SO2, or 0.11 pounds sulfur (as S) per
MMBtu on average-wide basis for all units in Rule 4406 plan; NO2 - 140 pounds per hour or 0.14 pounds per MMBtu.
[District Rules 4101, 4102, 4301, 4405, 4406, and 4801] Federally Enforceable Through Title V Permit

Emission rates shall not exceed any of the following: VOC: 4.3 Ib/day, NOx (as NO2): 49.0 Ib/day or 9,461 Ib/year, or
CO: 43.2 Ib/day [District Rule 2201] Federally Enforceable Through Title V Permit

PM-10 emissions from the combustion of natural gas in this permit unit shall not exceed 0.005 Ib/MMBTU. [District
Rule 2201] Federally Enforceable Through Title V Permit

Sulfur compound emissions (as SO2) from the combustion of natural gas in this peﬁnit unit shall not exceed 0.002
Ib/MM Btu. [District Rule 2201] Federally Enforceable Through Title V Permit

CONDITIONS CONTINUE ON NEXT PAGE

8-1547-770-10 : Jun 12010 218PM - RICKARDK



Conditions for S-1547-770-19 (continued) Page 3 of 4

21.

22.

23.

24,

25.

26.

27.

28.

Duration of startup and shutdown (as defined in Rule 4320) shall not exceed 2 hours each per occurrence. Refractory
curing period is defined as a maintenance-based reduced-load period of time during which a unit is brought from a
shutdown status to staged rates of firing for the sole purpose of curing new refractory lining of the unit, and shall not
exceed 30 hours per occurrence. The operator shall maintain records of the duration of start-up, shutdown, and
refractory curing periods. [District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

The permittee shall monitor and record the stack concentration of NOX, CO, and O2 at least once every month (in
which a source test is not performed) using a portable emission monitor that meets District specifications.
Measurement shall be made with the FGR system in the mode of operation (closed or open) in which it was used in the
preceding 30 days. Monitoring shall not be required if the unit is not in operation, i.e. the unit need not i*';‘e started
solely to perform monitoring. Monitoring shall be performed within 5 days of restarting the unit unless monitoring has
been performed within the last month. [District Rules 4305, 4306, 4320, and 2520] Federally Enforceable Through
Title V Permit )

If the NOX and/or CO concentrations corrected to 3% O2, as measured by the portable analyzer, exceed the allowable
emissions concentration, the permittee shall return the emissions to within the acceptable range as soon as possible, but
no longer than 1 hour of operation after detection. If the portable analyzer readings continue to exceed the allowable
emissions concentration after 1 hour of operation after detection, the permittee shall notify the District within the
following 1 hour and conduct a certified source test within 60 days of the first exceedance. In lieu of conducting a
source test, the permittee may stipulate a violation has occurred, subject to enforcement action. The permittee must
then correct the violation, show compliance has been re-established, and resume monitoring procedures. If the
deviations are the result of a qualifying breakdown condition pursuant to Rule 1100, the permittee may fully comply
with Rule 1100 in lieu of performing the notification and testing required by this condition. [District Rules 4305, 4306,
and 4320] Federally Enforceable Through Title V Permit

The permittee shall maintain records of: (1) the date and time of NOX, CO, and O2 measurements, (2) the O2
concentration in percent and the measured NOX and CO concentrations corrected to 3% O2, (3) make and model of
exhaust gas analyzer, (4) exhaust gas analyzer calibration records, and (5) a description of any corrective action taken
to maintain the emissions within the acceptable range. [District Rules 4305, 4306, and 4320] Federally Enforceable
Through Title V Permit

Permittee shall maintain daily records of quantity and higher heating value of natural gas and vapor recovery gas
burned in this steam generator. [District Rule 2201] Federally Enforceable Through Title V Permit

All emissions measurements shall be made with the unit operating either at conditions representative of normal
operations or conditions specified in the Permit to Operate. Unless otherwise specified in the Permit to Operate no
determination of compliance shall be established within two hours after a continuous period in which fuel flow to the
unit is shut off for 30 minutes or longer, or within 30 minutes after a re-ignition as defined in Section 3.0 of District
Rule 4320. For the purposes of permittee-performed alternate monitoring, emissions measurements may be performed
at any time after the unit reaches conditions representative of normal operation. [District Rules 4305, 4306, and 4320]
Federally Enforceable Through Title V Permit

Source testing to measure natural gas-combustion NOx and CO emissions from this unit shall be conducted at least
once every twelve (12) months, (no more than 30 days before or after the required annual source test date). After
demonstrating compliance on two (2) consecutive annual source tests, the unit shall be tested not less than once every
thirty-six (36) months, (no more than 30 days before or after the required 36 months source test date). If the result of
the 36-month source test demonstrates that the unit does not meet the applicable emission limits, the source testing
frequency shall revert to at least once every twelve (12) months. [District Rules 4305, 4306, and 4320] Federally
Enforceable Through Title V Permit

The District must be notified at least 30 days prior to any compliance source test, and a source test plan must be
submitted for approval at least 15 days prior to testing. The results of each source test shall be submitted to the District
within 60 days thereafter. [District Rule 1081] Federally Enforceable Through Title V Permit

CONDITIONS CONTINUE ON NEXT PAGE

8-1547-770-99 : Jun 12010 218PM ~ RICKARDK



Conditions for S-1547-770-19 (continued) Page 4 of 4

29.

30.

31
32.

33.

The following test methods shall be used: NOx (ppmv) - EPA Method 7E or ARB Method 100, NOx (Ib/MMBtu) -
EPA Method 19, CO (ppmv) - EPA Method 10 or 10B or ARB Method 100, stack gas oxygen - EPA Method 3 or 3A
or ARB Method 100, SOx (Ib/MMBtu) - ARB Method 100 or EPA Method 6, 6C or fuel gas sulfur content analysis
and EPA Method 19, fuel gas sulfur content - EPA Method 11 or 15, ASTM D3246 or double GC for H2S and
mercaptans performed in a laboratory, fuel gas hhv - ASTM D1826 or D1945 in conjunction with ASTM D3588.
[District Rules 1081, 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

For emissions source testing, the arithmetic average of three 30-consecutive-minute test runs shall apply. If two of
three runs are above an applicable limit the test cannot be used to demonstrate compliance with an applicable limit.
[District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

Operator shall provide an annual fuel sulfur content analysis to the District upon request. [District Rule 4320]

All records shall be maintained and retained on-site for a minimum of five (5) years, and shall be made available for

District inspection upon request. [District Rules 1070, 2201, 2520, 4305, 4306, and 4320] Federally Enforceable

Through Title V Permit
Formerly S-1511-127

8-1547-770-19: Jun 12010 2:18PM — RICKARDK



San Joaquin Valle L 17L o
i" AIR Puuu‘nqucuu'rRuLmsmcyr HEALTHY AIR LIVING

AUTHORITY TO CONSTRUCT

PERMIT NO: S-1547-771-16 ISSUANCE DATE: 06/01/2010
LEGAL OWNER OR OPERATOR: AERA ENERGY LLC
MAILING ADDRESS: PO BOX 11164
BAKERSFIELD, CA 93389-1164
LOCATION: HEAVY OIL WESTERN STATIONARY SOURCE

KERN COUNTY, CA
SECTION: NW35 TOWNSHIP: 12N RANGE: 24W

EQUIPMENT DESCRIPTION:

MODIFICATION OF 62.56 MMBTU/HR NATURAL GAS/VAPOR RECOVERY GAS FIRED STEAM GENERATOR WITH A
COEN MODEL QLN-ULN-LOW NOX BURNER WITH FLUE GAS RECIRCULATION (FGR) AND PIPING FROM TEOR
WELL VENT VAPOR RECOVERY SYSTEM S-1547-819. (MOCO #701) (SOUTH MIDWAY): REPLACE EXISTING
BURNER WITH COEN MODEL QLN-ULN ULTRA LOW NOX BURNER, OR NORTH AMERICAN MODEL MAGNA FLAME
LEX ULTRA LOW NOX BURNER, OR ACT GIDEON ULTRA LOW NOX BURNER, OR EQUIVALENT; OR TUNE
EXISTING BURNER; LOWER NOX LIMIT TO 7 PPMV @ 3% O2 AND LIMIT FUEL SULFUR CONTENT TO 5 GR-8/100
DSCF FOR RULE 4320 COMPLIANCE

CONDITIONS

1. This Authority tb Construct servés as a written certificate:of conformity with the procedural requirements of 40 CFR
70.7 arid 70.8 and with the compliance requirements of 40 CFR 70.6(c). [District Rule 2520] Federally Enforceable
- Through Title V Permit

2. Prior to operating with miodifications authorized by this Authority to Construct, the facility shall submit an application
- to modlfy the Title V permit with an administrative amendment in accordance with District Rule 2520 Section 5.3.4.
[District Rule 2520, 5.3.4] Federally Enforceable Through Title V Permit

3. The permittee shall notify the District of the compllance method chosen (replacefnéht burner or tuning) and if
_applicable, the approved burner to be installed pnor to implementation of this ATC. [District Rule 2201] Federally
.Enforceable Through Title V Permit

- CONDITIONS CONTINUE ON NEXT PAGE

YOU. g N011FY THE DISTRICT COMPLIANCE DIVISION AT (661) 392-5500 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO

OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is'NOT a PERMIT TO OPERATE.

Approval or denjal of a PERMIT TO-OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the

. approved plans, specifications and conditions of this Authority to Construct, and to-determine if the equipment can be operated in compliance with all

‘Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this

. Authority to Construct shall expire and application shall be.cancelled two years from the date of issuance. The applicant is respon5|ble for complying with
all laws, ordinances and regulatlons of all other governmental agencies which may pertain to the above equlpment :

Seyed Sadredin, Executive Director / APCO

e

AVID WARNER, Director of Permit Serwces .

8-1547-771-16: Jun 12010 ZWPM RICKAROK Jaint Inspection NOT R.qulnd

Southern Reglonal Ofﬁce ¢ 34946 Flyover Court Bakersﬁeld CA 93308 o (661) 392-5500 ¢ Fax (661) 392-5585

Printad on cecycled paper. 6



Conditions for S-1547-771-16 (cohtinued) | ' Page 2 of 4

4.

10.

11.

12.

13.

14,

15.
16.
17.
18.

19.

The permittee shall obtain written District approval for the use of any equivalent equipment not specifically approved
by this ATC. Approval of the equivalent equipment shall be made in writing and only after the District's determination
that the submitted design and performance of the proposed alternate equipment is equivalent to the authorized
equrpment [Dlstrlct Rule 2010] Federally Enforceable Through Title V Permit

The permittee's. request for approval of equlvalent equlpment shall include the make model, manufacturers maximum
rating, manufacturer's guaranteed emissions rates, equipment drawing(s) and operatlonal characterlstlcs/parameters

[Dlstrlct Rule 2010] Federally Enforceable Through Title V Perrmt

Copies of all fuel invoices showing quantity and deli: very points of gas delivered and coples of quahty terms of gas
delivery contracts shall be maintained. The operator shall record daily amount and type(s) of fuel(s) combusted and all
dates on which unit is fired on any noncertified fuel and record specific type of noncertified fuel used. [District Rule
2520, 9.3.2] Federally Enforceable Through Title V Permit

The operator shall maintain all records of required monitoring data and support information for inspection at any time
for a period of five years. [District Rule 2520, 9.5.2] Federally Enforceable Through Title V Permit

When complying with sulfur emission limits by fuel analysis or by a combination of source testing and fuel analysis,
each fuel source shall be tested weekly for sulfur content and higher heating value. If compliance with the fuel sulfur
content limit has been demonstrated for 8 consecutive weeks for a fuel source, then the testing frequency shall be semi-
annually. Ifa semi-annual fuel content source test fails to show compliance, weekly testing shall resume. [District
Rules 2520, 9.4.2 and 4320] Federally Enforceable Through Title V Permit

If fuel analysis is used to demonstrate compliance with conditions of this permit, the fuel higher heating value for each
fuel shall be certified by a third party fuel supplier or determined by ASTM D 1826 or D 1945 in conjunction with
ASTM D 3588 for gaseous fuels. [District Rule 2520, 9.4.2; 4305, 4306, 4320, and 4351, 6.2.1] Federally Enforceable
Through Tltle V Permit

The operator shall demonstrate compliance with this unit's sulfur compound exhaust concentration limit(s) using one
of the following: fire the unit only on PUC or FERC regulated natural gas, test the sulfur content of each fuel source,
or determine that the concentration of sulfur compounds in the exhaust does not exceed the concentration limit by a
combination of source testing and fuel analysis. [District Rules 2520, 9.4.2, 4301, 5.2.1 and Rule 4801, 3.1] Federally
Enforceable Through Title V Permit

Compliance with permit conditions in the Title V pérmit shall be deemed compliance with the requirements of 40 CFR
60, Subpart Dc (except 60.44c(g) and (h) and 60.48c). A permit shield is granted from these requirements. [District
Rule 2520, 13.2] Federally Enforceable Through Title V Permit

Steam generator shall be equipped with operational fuel gas and vapor recovery gas volumetric ﬂow meters . [District
Rule 2201] Federally Enforceable Through Title V Permit

Only natural gas or a combination of natural gas and TEOR well vent vapors from well vent vapor control system S-
1547-819 shall be used as fuel in this steam generator. [District Rule 2201] Federally Enforceable Through Title V
Permit - ‘

When combusting a combination of natural gas and vapor recovery gas, the fuel gas sulfur content shall not exceed §
grains of total sulfur (as H2S) per 100 dscf of fuel gas. [District Rules 2201 and 4320] Federally Enforceable Through

Title V Permit

Maximum heat input to steam generator shall not exceed 1,440 MMBTU/day. [District Rule 2201] Federally
Enforceable Through Title V Permit

Total TEOR gas from permit S-1547-819 incinerated in steam generators S-1547-766 to '-772, *-777 to '-781, and '-797
shall not exceed 4.09 MMscf/day. [District Rule 2201] Federally Enforceable Through Title V Permit

Permittee shall maintain accurate daily records of gas flowrate delivered to steam generators S-1547-766 to '-772, '-777
to '-781, and '-797. [District Rule 2201] Federally Enforceable Through Title V Permit

Total PM10 emissions for steam generators S-1547-766 to -772, '-777 to '-781, and '-797 shall not exceed 129.1 Ib/day
nor 47,122 Ib/yr. [District Rule 2201] Federally Enforceable Through Title V Permit

Permittee shall maintain daily records of quantity and higher heating value of natural gas and vapor recovery gas
burned in this steam generator. [District Rule 2201] Federally Enforceable Through Title V Permit

CONDITIONS CONTINUE ON NEXT PAGE

8-1547-771-10 : Jun 1 2010 2 $8PM — RICKARDK



Conditions for S-1547-771-16 (continued) Page 3 of 4

20.

21.

22.

23.

24.

25.

26.

27.

28.

29.

Emission rates, except during startup, shutdown, and refractory curing from the combustion of natural gas, shall not
exceed any of the following: PM10: 0.005 Ib/MMBTU or SOx (as SO2): 0.002 I[b/MMBtu. [District Rules 2201, 2520,
4201, 4301, 4406, 4801 and Kern County Rules 424] Federally Enforceable Through Title V Permit

Emission rates, except during startup, shutdown, and refractory curing shall not exceed any of the following: VOC:
0.003 Ib/MMBtu, NOx (as NO2): 0.008 Ib/MMBtu or 7 ppmv @ 3% O2, or CO: 0.030 Ib/MMBtu or 40 ppmv @ 3%
02. [District Rules 2201, 2520, 4301, 4305, 4306, 4320, 4405 and Kern County Rule 425] Federally Enforceable
Through Title V Permit

Emission rates during startup, shutdown and refractory curing shall not exceed: particulat: matter - 10 pounds per
hour, or 0.1 grains/dscf calculated to 12% CO2; sulfur - 200 pounds of SO2 per hour, or 2 )00 ppmv as SO2, or 0.11
pounds sulfur (as S) per MMBtu on average-wide basis for all units in Rule 4406 plan; NO2 - 140 pounds per hour or
0.14 pounds per MMBtu. [District Rules 4101, 4102, 4301, 4405, 4406, 4801 and Kern County Rules 424 and 425]
Federally Enforceable Through Title V Permit

Emission rates shall not exceed any of the following: VOC: 4.3 Ib/day, NOx (as NO2): 49.0 Ib/day or 4205 Ib/year, or
CO: 43.2 Ib/day [District Rule 2201] Federally Enforceable Through Title V Permit

During a "shakedown" period not to exceed 60 calendar days from initial operation of the modifications authorized by
this ATC, NOx emission shall not exceed 15 ppmvd NOX @ 3% O2 or 0.018 Ib-NOX/MMBtu. The shakedown
period shall be concluded prior to the applicable Rule 4320 compliance deadline selected for this unit. Permittee shall
maintain a record of the date of initial operation for at least 5 years. [District Rule 4320]

Duration of startup and shutdown (as defined in Rule 4320) shall not exceed 2 hours each per occurrence. Refractory
curing period is defined as a maintenance-based reduced-load period of time during which a unit is brought from a
shutdown status to staged rates of firing for the sole purpose of curing new refractory lining of the unit, and shall not
exceed 30 hours per occurrence. The operator shall maintain records of the duration of start-up, shutdown, and
refractory curing periods. [District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

The permittee shall monitor and record the stack concentration of NOx, CO, and O2 at least once every month (in
which a source test is not performed) using a portable emission monitor that meets District specifications. Monitoring
shall not be required if the unit is not in operation, i.€. the unit need not be started solely to perform monitoring.
Monitoring shall be performed within 5 days of restarting the unit unless monitoring has been performed within the
last month. [District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

If either the NOx or CO concentrations corrected to 3% 02, as measured by the portable analyzer, exceed the
allowable emissions concentration, the permittee shall return the emissions to within the acceptable range as soon as
possible, but no longer than 1 hour of operation after detection. If the portable analyzer readings continue to exceed
the allowable emissions concentration after 1 hour of operation after detection, the permittee shall notify the District
within the following 1 hour and conduct a certified source test within 60 days of the first exceedance. In lieu of
conducting a source test, the permittee may stipulate a violation has occurred, subject to enforcement action. The
permittee must then correct the violation, show compliance has been re-established, and resume monitoring
procedures. If the deviations are the result of a qualifying breakdown condition pursuant to Rule 1100, the permittee
may fully comply with Rule 1100 in lieu of the performing the notification and testing required by this condition.
[District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

All alternate monitoring parameter emission readings shall be taken with the unit operating either at conditions
representative of normal operations or conditions specified in the permit-to-operate. The analyzer shall be calibrated,
maintained, and operated in accordance with the manufacturer's specifications and recommendations or a protocol
approved by the APCO. Emission readings taken shall be averaged over a 15 consecutive-minute period by either
taking a cumulative 15 consecutive-minute sample reading or by taking at least five (5) readings, evenly spaced out
over the 15 consecutive-minute period. [District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V
Permit

The permittee shall maintain records of: (1) the date and time of NOx, CO, and O2 measurements, (2) the O2
concentration in percent and the measured NOx and CO concentrations corrected to 3% O2, (3) make and model of
exhaust gas analyzer, (4) exhaust gas analyzer calibration records, and (5) a description of any corrective action taken
to maintain the emissions within the acceptable range. [District Rules 4305, 4306, and 4320] Federally Enforceable
Through Title V Permit

CONDITIONS CONTINUE ON NEXT PAGE
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Conditions for S-1547-771-16 (continued) Pagé 4 0f4

30. All emissions measurements shall be made with the unit operating either at conditions representative of normal
operations or conditions specified in the Permit to Operate. Unless otherwise specified in the Permit to Operate no
determination of compliance shall be established within two hours after a continuous period in which fuel flow to the
unit is shut off for 30 minutes or longer, or within 30 minutes after a re-ignition as defined in Section 3.0 of District
Rule 4320. For the purposes of permittee-performed alternate monitoring, emissions measurements may be performed
at any time after the unit reaches conditions representative of normal operation. [District Rules 4305, 4306, and 4320]
Federally Enforceable Through Title V Permit

31. Source testing to measure natural gas-combustion NOx and CO emissions from this unit shall be conducted at least
once every twelve (12) months (no more than 30 days before or after the required annual source test date). After
demonstrating compliance on two (2) consecutive annual source tests, the unit shall be tested not less than once every
thirty-six (36) months (no more than 30 days before or after the required 36-month source test date). If the result of
the 36-month source test demonstrates that the unit does not meet the applicable emission limits, the source testing
frequency shall revert to at least once every twelve (12) months. [District Rules 4305, 4306, and 4320] Federally
Enforceable Through Title V Permit '

32. Source testing to measure NOx and CO emissions from this unit shall be conducted within 60 days of initial operation
under this ATC. [District Rules 2201, 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

33. The source test plan shall identify which basis (ppmv or Ib/MMBtu) will be used to demonstrate compliance. [District
Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

34. The District must be notified at least 30 days prior to any compliance source test, and a source test plan must be
submitted for approval at least 15 days prior to testing. The results of each source test shall be submitted to the District
within 60 days thereafter. [District Rule 1081] Federally Enforceable Through Title V Permit

35. The following test methods shall be used: NOx (ppmv) - EPA Method 7E or ARB Method 100, NOx (Ib/MMBtu) -
EPA Method 19, CO (ppmv) - EPA Method 10 or 10B or ARB Method 100, stack gas oxygen - EPA Method 3 or 3A
or ARB Method 100, SOx (Ib/MMBtu) - ARB Method 100 or EPA Method 6, 6C or fuel gas sulfur content analysis
and EPA Method 19, fuel gas sulfur content - EPA Method 11 or 15, ASTM D3246 or double GC for H2S and
mercaptans performed in a laboratory, fuel gas hhv - ASTM D1826 or D1945 in conjunction with ASTM D3588.
[District Rules 1081, 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

36. For emissions source testing, the arithmetic average of three 30-consecutive-minute test runs shall apply. If two of
three runs are above an applicable limit the test cannot be used to demonstrate compliance with an applicable limit.
[District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

37. Operator shall provide an annual fuel sulfur content analysis to the District upon request. [District Rule 4320]

38. All records shall be maintained for a minimum of five (5) years, and shall be made available for District inspection
upon request. [District Rules 1070, 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

39. Formerly S-1511-128

8-1547-771-18 : Jun 1 2010 218PM ~ RICKARDK
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E AIR PllllUTI[qu[:llNTR[llI]ISTRIC}: HEALTHY AIR LIVING

AUTHORITY TO CONSTRUCT

PERMIT NO: S-1547-771-17 ISSUANCE DATE: 06/01/2010
LEGAL OWNER OR OPERATOR: AERA ENERGY LLC
MAILING ADDRESS: PO BOX 11164
BAKERSFIELD, CA 93389-1164
LOCATION: HEAVY OIL WESTERN STATIONARY SOURCE

KERN COUNTY, CA
SECTION: NW35 TOWNSHIP: 12N RANGE: 24W

EQUIPMENT DESCRIPTION:

MODIFICATION OF 62.5 MMBTU/HR NATURAL GAS/VAPOR RECOVERY GAS FIRED STEAM GENERATORWITHA
COEN MODEL QLN-ULN LOW NOX BURNER WITH FLUE GAS RECIRCULATION (FGR) AND PIPING FROM TEOR
WELL VENT VAPOR RECOVERY SYSTEM S-1547-819. (MOCO #701) (SOUTH MIDWAY): REPLACE EXISTING
BURNER WITH COEN MODEL QLN-ULN ULTRA LOW NOX BURNER, OR NORTH AMERICAN MODEL MAGNA FLAME
LEX ULTRA LOW NOX BURNER, OR ACT GIDEON ULTRA LOW NOX BURNER, OR EQUIVALENT; OR TUNE
EXISTING BURNER; LOWER NOX LIMIT TO 8 PPMV @ 3% O2 AND LIMIT FUEL SULFUR CONTENT TO 5 GR-S/100
DSCF FOR RULE 4320 COMPLIANCE

CONDITIONS

1. This Authority to Construct serves as a written certificate of conformity with the procedural requirements of 40 CFR
70.7 and 70.8 and with the compliance requirements of 40 CFR 70.6(c). [District Rule 2520] Federally Enforceable
Through Title V Permit

2. Prior to operating with modifications authorized by this Authority to Construct, the facility shall submit an application
to modify the Title V permit with an administrative amendment in accordance with District Rule 2520 Section 5.3 4.
[District Rule 2520, 5.3.4] Federally Enforceable Through Title V Permit

3. The permittee shall notify the District of the compliance method chosen (replacement burner or tuning) and if
applicable, the approved burner to be installed prior to implementation of this ATC. [District Rule 2201] Federally
Enforceable Through Title V Permit

CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DiVISION AT (661) 392-5500 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

/.

AVID WARNER, Director of Permit Services _

A547-T74-17 : Jun 12010 2.19PM ~ RICKARDK : Jeint inspection NOT Required

Southern Regional Office ¢ 34946 Flyover Court ¢ Bakersfield, CA 93308 o (661) 392-5500 « Fax (661) 392-5585
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Conditions for S-1547-771-17 ('continued) ' Page 2 of 4

4.

10.

11.

12.

13.

14.

15.

16.

17.

18.

19.

The permittee shall obtain written District approval for the use of any equivalent equipment not specifically approved
by this ATC. Approval of the equivalent equipment shall be made in writing and only after the District's determination
that the submitted design and performance of the proposed alternate equipment is equivalent to the authorized
equipment [District Rule 2010] Federally Enforceable Through Title V Permit

The permittee’s request for approval of equivalent equipment shall include the make, model, manufacturer's maximum
rating, manufacturer's guaranteed emissions rates, equipment drawing(s) and operational characteristics/parameters
[District Rule 2010] Federally Enforceable Through Title V Permit

Copies of all fuel invoices showing q-1antity and delivery points of gas delivered and copies of quality terms of gas
delivery contracts shall be maintained - The operator shall record daily amount and type(s) of fuel(s) combusted and all
dates on which unit is fired on any noncertified fuel and record specific type of noncertified fuel used. [District Rule
2520, 9.3.2] Federally Enforceable Through Title V Permit

. The operator shall maintain all records f required monitoring data and support information for inspection at any time

for a period of five years. [District Rule 2520, 9.5.2] Federally Enforceable Through Title V Permit

When complying with sulfur emission limits by fuel analysis or by a combination of source testing and fuel analysis,
each fuel source shall be tested weekly for sulfur content and higher heating value. If compliance with the fuel sulfur
content limit has been demonstrated for 8 consecutive weeks for a fuel source, then the testing frequency shall be semi-
annually. If a semi-annual fuel content source test fails to show compliance, weekly testing shall resume. [District
Rules 2520, 9.4.2 and 4320] Federally Enforceable Through Title V Permit

If fuel analysis is used to demonstrate compliance with conditions of this permit, the fuel higher heating value for each
fuel shall be certified by a third party fuel supplier or determined by ASTM D 1826 or D 1945 in conjunction with
ASTM D 3588 for gaseous fuels. [District Rule 2520, 9.4.2; 4305, 4306, 4320, and 4351, 6.2.1] Federally Enforceable
Through Title V Permit -

The operator shall demonstrate compliance with this unit's sulfur compound exhaust concentration limit(s) using one
of the following: fire the unit only on PUC or FERC regulated natural gas, test the sulfur content of each fuel source,
or determine that the concentration of sulfur compounds in the exhaust does not exceed the concentration limit by a
combination of source testing and fuel analysis. [District Rules 2520, 9.4.2, 4301, 5.2.1 and Rule 4801, 3.1] Federally
Enforceable Through Title V Permit

Compliance with permit conditions in the Title V permit shall be deemed compliance with the requirements of 40 CFR
60, Subpart D¢ (except 60.44c(g) and (h) and 60.48c). A permit shield is granted from these requirements. [District
Rule 2520, 13.2] Federally Enforceable Through Title V Permit

Steam generator shall be equipped with operational fuel gas and vapor recovery gas volumetric flow meters . [District
Rule 2201] Federally Enforceable Through Title V Permit

Only natural gas or a combination of natural gas and TEOR well vent vapors from well vent vapor control system S-
1547-819 shall be used as fuel in this steam generator. [District Rule 2201] Federally Enforceable Through Title V
Permit

When combusting a combination of natural gas and vapor recovery gas, the fuel gas sulfur content shall not exceed 5
grains of total sulfur (as H2S) per 100 dscf of fuel gas. [DlStl‘lCt Rules 2201 and 4320] Federally Enforceable Through
Title V Permit

Maximum heat input to steam generator shall not exceed 1,440 MMBTU/day. [District Rule 2201] Federally
Enforceable Through Title V Permit

Total TEOR gas from permit S-1547-819 incinerated in steam generators S-1547-766 to '-772,'-777 to'-781, and '-797
shall not exceed 4.09 MMscf/day. [District Rule 2201] Federally Enforceable Through Title V Permit

Permittee shall maintain accurate daily records of gas flowrate delivered to steam generators S-1547-766 to '-772, '-777
to '-781, and '-797. [District Rule 2201] Federally Enforceable Through Title V Permit

Total PM10 emissions for steam generators S-1547-766 to -772,'-777 to -781, and "-797 shall not exceed 129.1 Ib/day
nor 47,122 Ib/yr. [District Rule 2201] Federally Enforceable Through Title V Permit

Permittee shall maintain daily records of quantity and higher heating value of natural gas and vapor recovery gas
burned in this steam generator. [District Rule 2201] Federally Enforceable Through Title V Permit

CONDITIONS CONTINUE ON NEXT PAGE

8-1547.771-97  Jun 1 2010 2:10PM ~ RICKARDK



Conditions for S-1547-771-17 (continued) Page 3 of 4

20.

21.

22.

23.

24,

25.

26.

27.

28.

29.

Emission rates, except during startup, shutdown, and refractory curing from the combustion of natural gas, shall not
exceed any of the following: PM10: 0.005 1b/MMBTU or SOx (as SO2): 0.002 1b/MMBtu. [District Rules 2201, 2520,
4201, 4301, 4406, 4801 and Kern County Rules 424] Federally Enforceable Through Title V Permit

Emission rates, except during startup, shutdown, and refractory curing shall not exceed any of the following: VOC:
0.003 Ib/MMBtu, NOx (as NO2): 0.011 Ib/MMBtu or 9 ppmv @ 3% 02, or CO: 0.030 Ib/MMBtu or 40 ppmv @ 3%
02. [District Rules 2201, 2520, 4301, 4305, 4306, 4320, 4405 and Kem County Rule 425] Federally Enforceable
Through Title V Permit

Emission rates during startup, shutdown and refractory curing shall not ex :eed: particulate matter - 10 pounds per
hour, or 0.1 grains/dscf calculated to 12% CO2; sulfur - 200 pounds of SO per hour, or 2000 ppmv as SO2, or 0.11
pounds sulfur (as S) per MMBtu on average-wide basis for all units in Rule 4406 plan; NO2 - 140 pounds per hour or
0.14 pounds per MMBtu. [District Rules 4101, 4102, 4301, 4405, 4406, 4801 and Kern County Rules 424 and 425]
Federally Enforceable Through Title V Permit

Emission rates shall not exceed any of the following: VOC: 4.3 Ib/day, NOx (as NO2): 49.0 lb/day or 5782 lb/year, or
CO: 43.2 Ib/day [District Rule 2201] Federally Enforceable Through Title V Permit

During a "shakedown" period not to exceed 60 calendar days from initial operation of the modifications authorized by
this ATC, NOx emission shall not exceed 15 ppmvd NOX @ 3% O2 or 0.018 1b-NOX/MMBtu. The shakedown
period shall be concluded prior to the applicable Rule 4320 compliance deadline selected for this unit. Permittee shall
maintain a record of the date of initial operation for at least 5 years. [District Rule 4305, 4306, and 4320] Federally
Enforceable Through Title V Permit

Duration of startup and shutdown (as defined in Rule 4320) shall not exceed 2 hours each per occurrence. Refractory
curing period is defined as a maintenance-based reduced-load period of time during which a unit is brought from a
shutdown status to staged rates of firing for the sole purpose of curing new refractory lining of the unit, and shall not
exceed 30 hours per occurrence. The operator shall maintain records of the duration of start-up, shutdown, and
refractory curing periods. [District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

The permittee shall monitor and record the stack concentration of NOx, CO, and O2 at least once every month (in
which a source test is not performed) using a portable emission monitor that meets District specifications. Monitoring
shall not be required if the unit is not in operation, i.e. the unit need not be started solely to perform monitoring.
Monitoring shall be performed within 5 days of restarting the unit unless monitoring has been performed within the
last month. [District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

If either the NOx or CO concentrations corrected to 3% O2, as measured by the portable analyzer, exceed the
allowable emissions concentration, the permittee shall return the emissions to within the acceptable range as soon as
possible, but no longer than 1 hour of operation after detection. If the portable analyzer readings continue to exceed
the allowable emissions concentration after 1 hour of operation after detection, the permittee shall notify the District
within the following 1 hour and conduct a certified source test within 60 days of the first exceedance. In lieu of
conducting a source test, the permittee may stipulate a violation has occurred, subject to enforcement action. The
permittee must then correct the violation, show compliance has been re-established, and resume monitoring
procedures. If the deviations are the result of a qualifying breakdown condition pursuant to Rule 1100, the permittee
may fully comply with Rule 1100 in lieu of the performing the notification and testing required by this condition.
[District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

All alternate monitoring parameter emission readings shall be taken with the unit operating either at conditions
representative of normal operations or conditions specified in the permit-to-operate. The analyzer shall be calibrated,
maintained, and operated in accordance with the manufacturer's specifications and recommendations or a protocol
approved by the APCO. Emission readings taken shall be averaged over a 15 consecutive-minute period by either
taking a cumulative 15 consecutive-minute sample reading or by taking at least five (5) readings, evenly spaced out
over the 15 consecutive-minute period. [District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V
Permit

The permittee shall maintain records of: (1) the date and time of NOx, CO, and O2 measurements, (2) the O2
concentration in percent and the measured NOx and CO concentrations corrected to 3% O2, (3) make and model of
exhaust gas analyzer, (4) exhaust gas analyzer calibration records, and (5) a description of any corrective action taken
to maintain the emissions within the acceptable range. [District Rules 4305, 4306, and 4320] Federally Enforceable
Through Title V Permit

CONDITIONS CONTINUE ON NEXT PAGE

8-1547-T71-17 : Jun 1 2010 219PM ~ RICKARDK



Conditions for S-1547-771-17 (continued) Page 4 of 4

30.

31.

32.

33.

34.

35.

36.

37.
38.

39.

All emissions measurements shall be made with the unit operating either at conditions representative of normal
operations or conditions specified in the Permit to Operate. Unless otherwise specified in the Permit to Operate no
determination of compliance shall be established within two hours after a continuous period in which fuel flow to the
unit is shut off for 30 minutes or longer, or within 30 minutes after a re-ignition as defined in Section 3.0 of District
Rule 4320. For the purposes of permittee-performed alternate monitoring, emissions measurements may be performed
at any time after the unit reaches conditions representative of normal operation. [District Rules 4305, 4306, and 4320]
Federally Enforceable Through Title V Permit

Source testing to measure natural gas-combustion NOx and CO emissions from this unit shall be conducted at least
once every twelve (12) months (no more than 30 days before or after the required annual source test date). Afler
demonstrating compliance on two (2) consecutive annual source tests, the unit shall be tested not less than onceievery
thirty-six (36) months (no more than 30 days before or after the required 36-month source test date). If the result of
the 36-month source test demonstrates that the unit does not meet the applicable emission limits, the source testing
frequency shall revert to at least once every twelve (12) months. [District Rules 4305, 4306, and 4320] Federally-
Enforceable Through Title V Permit

Source testing to measure NOx and CO emissions from this unit shall be conducted within 60 days of initial operation
under this ATC. [District Rules 2201, 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

The source test plan shall identify which basis (ppmv or [b/MMBtu) will be used to demonstrate compliance. [District
Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

The District must be notified at least 30 days prior to any compliance source test, and a source test plan must be
submitted for approval at least 15 days prior to testing. The results of each source test shall be submitted to the District
within 60 days thereafter. [District Rule 1081] Federally Enforceable Through Title V Permit

The following test methods shall be used: NOx (ppmv) - EPA Method 7E or ARB Method 100, NOx (Ib/MMBtu) -
EPA Method 19, CO (ppmv) - EPA Method 10 or 10B or ARB Method 100, stack gas oxygen - EPA Method 3 or 3A
or ARB Method 100, SOx (Ib/MMBtu) - ARB Method 100 or EPA Method 6, 6C or fuel gas sulfur content analysis
and EPA Method 19, fuel gas sulfur content - EPA Method 11 or 15, ASTM D3246 or double GC for H2S and
mercaptans performed in a laboratory, fuel gas hhv - ASTM D1826 or D1945 in conjunction with ASTM D3588.
[District Rules 1081, 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

For emissions source testing, the arithmetic average of three 30-consecutive-minute test runs shall apply. If two of
three runs are above an applicable limit the test cannot be used to demonstrate compliance with an applicable limit.
[District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

Operator shall provide an annual fuel sulfur content analysis to the District upon request. [District Rule 4320]

All records shall be maintained for a minimum of five (5) years, and shall be made available for District inspection
upon request. [District Rules 1070, 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

Formerly S-1511-128

8-1547-171-17 1 Jun 1 2010 218PM — RICKARDK



San Joaquin Valle % i W
u AIR PﬂLLUTIﬂNqCONTRﬂ.LDISTRICyT | HEALTHY AIR LIVING

AUTHORITY TO CONSTRUCT

PERMIT NO: S-1547-771-18 ISSUANCE DATE: 06/01/2010
LEGAL OWNER OR OPERATOR: AERA ENERGY LLC
MAILING ADDRESS: PO BOX 11164
BAKERSFIELD, CA 93389-1164
LOCATION: HEAVY OIL WESTERN STATIONARY SOURCE

KERN COUNTY, CA
SECTION: NW35 TOWNSHIP: 12N RANGE: 24w

EQUIPMENT DESCRIPTION:

MODIFICATION OF 62.5 MMBTU/HR NATURAL GAS/VAPOR RECOVERY GAS FIRED STEAM GENERATOR WITH A
COEN MODEL QLN-ULN LOW NOX BURNER WITH FLUE GAS RECIRCULATION (FGR) AND PIPING FROM TEOR
WELL VENT VAPOR RECOVERY SYSTEM S-1547-819. (MOCO #701) (SOUTH MIDWAY): REPLACE EXISTING
BURNER WITH COEN MODEL QLN-ULN ULTRA LOW NOX BURNER, OR NORTH AMERICAN MODEL MAGNA FLAME
LEX ULTRA LOW NOX BURNER, OR ACT GIDEON ULTRA LOW NOX BURNER, OR EQUIVALENT; OR TUNE
EXISTING BURNER; LOWER NOX LIMIT TO 12 PPMV @ 3% O2 AND LIMIT FUEL SULFUR CONTENT TO 5 GR-S/100
: DSCF FOR RULE 4320 COMPLIANCE

CONDITIONS

1. This Authority to Construct serves as a written certificate of conformity with the pfoc':edural requirements of 40 CFR
70.7 and 70.8 and with the compliance requirements of 40 CFR 70.6(c). [District Rule 2520] Federally Enforceable
Through Title V Permit

2. Prior to operating with modifications authorized by this Authority to Construct, the facility shall submit an application
to modify the Title V permit with an administrative amendment in accordance with District Rule 2520 Section 5.3.4.
[District Rule 2520, 5.3.4] Federally Enforceable Through Title V Permit:

3. The permittee shall notify the District of the compharice method chosen (replacement burner or tuning) and if
applicable, the approved burner to be installed pl‘lOl‘ to implementation of this ATC. [District Rule 2201] Federally
Enforceable Through Title V Permit

CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (661) 392-5500 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complymg with
all Iaws ordmanoes and regulations of ail other govemmental agencies which may pertain to the above equupment

Seyed Sadredm Executive Dlrector/APCO

/P

ID WARNER, Director of Permit Services

1547 1-18: Jun1 2010 21BPM RICKARDK : Joint [nspection NOT Requized

Southem Regional Office » 34946 Flyover Court » Bakersﬁeld CA 93308 » (661) 392-5500 o Fax (661) 392 5585
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Conditions for S-1547-771-18 (continued) Page 2 of 4

4,

10.

11.

12.

13.
14.

15.
16.
17.
18.

19.

The permittee shall obtain written District approval for the use of any equivalent equipment not specifically approved
by this ATC. Approval of the equivalent equipment shall be made in writing and only after the District's determination
that the submitted design and performance of the proposed alternate equipment is equivalent to the authorized -
equipment [District Rule 2010] Federally Enforceable Through Title V Permit ‘

The permittee's request for approval of equivalent equnpment shall include the make, model, manufacturers maximum
rating, manufacturer's guaranteed emissions rates, equipment drawing(s) and operatlonal characteristics/parameters
[Dlstnct Rule 2010] Federally Enforceable Through Title V Permit

Coples of all fuel invciices showing quantity and delivery points of gas delivered and coples of quality terms of gas
delivery contracts shai; be maintained. The operator shall record daily amount and type(s) of fuel(s) combusted and all

_ dates on which unit is fired on any noncertified fuel and record specific type of noncertified fuel used. [District Rule

2520, 9.3.2] Federally Enforceable Through Title V Permit

The operator shall main:ain all records of required monitoring data and support information for inspection at any time
for a period of five years. [District Rule 2520, 9.5.2] Federally Enforceable Through Title V Permit

When complying with sulfur emission limits by fuel analysis or by a combination of source testing. and fuel analysis,
each fuel source shall be tested weekly for sulfur content and higher heating value. If compliance with the fuel sulfur
content limit has been demonstrated for 8 consecutive weeks for a fuel source, then the testing frequency shall be semi-
annually. If a semi-annual fuel content source test fails to show compliance, weekly testing shall resume. [District
Rules 2520, 9.4.2 and 4320] Federally Enforceable Through Title V Permit

If fuel analysis is used to demonstrate compliance with conditions of this permit, the fuel higher heating value for each
fuel shall be certified by a third party fuel supplier or determined by ASTM D 1826 or D 1945 in conjunction with
ASTM D 3588 for gaseous fuels. [District Rule 2520, 9.4.2; 4305, 4306, 4320 and 4351, 6.2.1] Federally Enforceable
Through Title V Permit

The operator shall demonstrate compliance with this unit's sulfur compound exhaust concentration limit(s) using one
of the following: fire the unit only on PUC or FERC regulated natural gas, test the sulfur content of each fuel source,
or determine that the concentration of sulfur compounds in the exhaust does not exceed the concentration limit by a
combination of source testing and fuel analysis. [District Rules 2520, 9.4.2, 4301, 5.2.1 and Rule 4801, 3.1] Federally
Enforceable Through Title V Permit

Compliance with permit conditions in the Title V permit shall be deemed compliance with the requirements of 40 CFR
60, Subpart Dc (except 60.44¢c(g) and (h) and 60.48¢). A permit shield is granted from these requirements. [District
Rule 2520, 13.2] Federally Enforceable Through Title V Permit

Steam generator shall be equipped with operational fuel gas and vapor recovery gas volumetric flow meters . [District
Rule 2201] Federally Enforceable Through Title V Permit

Only natural gas or a combination of natural gas and TEOR well vent vapofs from well vent vapor control system S-
1547-819 shall be used as fuel in this steam generator. [District Rule 2201] Federally Enforceable Through Title V
Permit

When combusting a combination of natural gas and vapor recovery gas, the fuel gas sulfur content shall not exceed 5

grains of total sulfur (as H2S) per 100 dscf of fuel gas. [District Rules 2201 and 4320] Federally Enforceable Through
Title V Permit

Maximum heat input to steam generator shall not exceed 1,440 MMBTU/day [District Rule 2201] Federally
Enforceable Through Title V Permit

Total TEOR gas from permit S-1547-819 incinerated in steam generators S-1547-766 to '-772,'-777 to '-781, and '-797
shall not exceed 4.09 MMscf/day. [District Rule 2201] Federally Enforceable Through Title V Permit

Permittee shall maintain accurate daily records of gas flowrate delivered to steam generators S-1547-766 to '-772, '-777
to '-781, and -797. [District Rule 2201] Federally Enforceable Through Title V Permit

Total PM10 emissions for steam generators S-1547-766 to '-772, '-777 to '-781, and '-797 shall not exceed 129.1 Ib/day
nor 47,122 Ib/yr. [District Rule 2201] Federally Enforceable Through Title V Permit

Permittee shall maintain daily records of quantity and higher heating value of natural gas and vapor recovery gas
burned in this steam generator. [District Rule 2201] Federally Enforceable Through Title V Permit

CONDITIONS CONTINUE ON NEXT PAGE

§-1547-771-18 . Jun 12010 2:16PM ~ RICKARDK



Conditions for S-1547-771-18 (continued) Page 3 of 4

20.

21.

22

23.

24,

25.

26.

27.

28.

29.

Emission rates, except during startup, shutdown, and refractory curing from the combustion of natural gas, shall not
exceed any of the following: PM10: 0.005 [/MMBTU or SOx (as SO2): 0.002 1bt/MMBtu. [District Rules 2201, 2520,
4201, 4301, 4406, 4801 and Kern County Rules 424] Federally Enforceable Through Title V Permit

Emission rates, except during startup, shutdown, and refractory curing shall not exceed any of the following: VOC:
0.003 Ib/MMBtu, NOx (as NO2): 0.014 Ib/MMBtu or 12 ppmv @ 3% O2, or CO: 0.030 Ib/MMBtu or 40 ppmv @ 3%
02. [District Rules 2201, 2520, 4301, 4305, 4306, 4320, 4405 and Kern County Rule 425] Federally Enforceable
Through Title V Permit

Emission rates during startup, shutdown and refractory cur:ng shall not exceed: particulate matter - 10 pounds per
hour, or 0.1 grains/dscf calculated to 12% CO2; sulfur - 20« pounds of SO2 per hour, or 2000 ppmv as SO2, or 0.11
pounds sulfur (as S) per MMBtu on average-wide basis for all units in Rule 4406 plan; NO2 - 140 pounds per hour or
0.14 pounds per MMBtu. [District Rules 4101, 4102, 4301, 4405, 4406, 4801 and Kern County Rules 424 and 425]
Federally Enforceable Through Title V Permit

Emission rates shall not exceed any of the following: VOC: 4.3 1b/day, NOx (as NO2): 49.0 Ib/day or 7,358 Ib/year, or
CO: 43.2 Ib/day [District Rule 2201] Federally Enforceable Through Title V Permit

During a "shakedown" period not to exceed 60 calendar days from initial operation of the modifications authorized by
this ATC, NOx emission shall not exceed 15 ppmvd NOX @ 3% O2 or 0.018 Ib-NOX/MMBtu. The shakedown
period shall be concluded prior to the applicable Rule 4320 compliance deadline selected for this unit. Permittee shall
maintain a record of the date of initial operation for at least 5 years. [District Rule 4305, 4306, and 4320] Federally
Enforceable Through Title V Permit

Duration of startup and shutdown (as defined in Rule 4320) shall not exceed 2 hours each per occurrence. Refractory
curing period is defined as a maintenance-based reduced-load period of time during which a unit is brought from a
shutdown status to staged rates of firing for the sole purpose of curing new refractory lining of the unit, and shall not
exceed 30 hours per occurrence. The operator shall maintain records of the duration of start-up, shutdown, and
refractory curing periods. [District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

The permittee shall monitor and record the stack concentration of NOx, CO, and O2 at least once every month (in
which a source test is not performed) using a portable emission monitor that meets District specifications. Monitoring
shall not be required if the unit is not in operation, i.e. the unit need not be started solely to perform monitoring.
Monitoring shall be performed within 5 days of restarting the unit unless monitoring has been performed within the
last month. [District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

If either the NOx or CO concentrations corrected to 3% O2, as measured by the portable analyzer, exceed the
allowable emissions concentration, the permittee shall return the emissions to within the acceptable range as soon as
possible, but no longer than 1 hour of operation after detection. If the portable analyzer readings continue to exceed
the allowable emissions concentration after 1 hour of operation after detection, the permittee shall notify the District
within the following 1 hour and conduct a certified source test within 60 days of the first exceedance. In lieu of
conducting a source test, the permittee may stipulate a violation has occurred, subject to enforcement action. The
permittee must then correct the violation, show compliance has been re-established, and resume monitoring
procedures. If the deviations are the result of a qualifying breakdown condition pursuant to Rule 1100, the permittee
may fully comply with Rule 1100 in lieu of the performing the notification and testing required by this condition.
[District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

All alternate monitoring parameter emission readings shall be taken with the unit operating either at conditions
representative of normal operations or conditions specified in the permit-to-operate. The analyzer shall be calibrated,
maintained, and operated in accordance with the manufacturer's specifications and recommendations or a protocol
approved by the APCO. Emission readings taken shall be averaged over a 15 consecutive-minute period by either
taking a cumulative 15 consecutive-minute sample reading or by taking at least five (5) readings, evenly spaced out
over the 15 consecutive-minute period. [District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V
Permit

The permittee shall maintain records of: (1) the date and time of NOx, CO, and O2 measurements, (2) the O2
concentration in percent and the measured NOx and CO concentrations corrected to 3% O2, (3) make and model of
exhaust gas analyzer, (4) exhaust gas analyzer calibration records, and (5) a description of any corrective action taken
to maintain the emissions within the acceptable range. [District Rules 4305, 4306, and 4320] Federally Enforceable
Through Title V Permit

CONDITIONS CONTINUE ON NEXT PAGE

8-1547-771-18 ; Jun 1 2010 218PM - RICKARDK



Conditions for S-1547-771-18 (continued) Page 4 of 4

30.

31

32,

33.

34.

35.

36.

37.
38.

39.

All emissions measurements shall be made with the unit operating either at conditions representative of normal
operations or conditions specified in the Permit to Operate. Unless otherwise specified in the Permit to Operate no
determination of compliance shall be established within two hours after a continuous period in which fuel flow to the
unit is shut off for 30 minutes or longer, or within 30 minutes after a re-ignition as defined in Section 3.0 of District
Rule 4320. For the purposes of permittee-performed alternate monitoring, emissions measurements may be performed
at any time after the unit reaches conditions representative of normal operation. [District Rules 4305, 4306, and 4320]
Federally Enforceable Through Title V Permit

Source testing to measure natural gas-combustion NOx and CO emissions from this unit shall be conducted at least
once every twelve (12) months (no more than 30 days before or after the required annual sourc': test date). After
demonstrating compliance on two (2) consecutive annual source tests, the unit shall be tested not less than once every
thirty-six (36) months (no more than 30 days before or after the required 36-month source test date). If the result of
the 36-month source test demonstrates that the unit does not meet the applicable emission limits, the source testing
frequency shall revert to at least once every twelve (12) months. [District Rules 4305, 4306, and 4320] Federally
Enforceable Through Title V Permit

Source testing to measure NOx and CO emissions from this unit shall be conducted within 60 days of initial operation
under this ATC. [District Rules 2201, 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

The source test plan shall identify which basis (ppmv or Ib/MMBtu) will be used to demonstrate compliance. [District
Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

The District must be notified at least 30 days prior to any compliance source test, and a source test plan must be
submitted for approval at least 15 days prior to testing. The results of each source test shall be submitted to the District
within 60 days thereafter. [District Rule 1081] Federally Enforceable Through Title V Permit

The following test methods shall be used: NOx (ppmv) - EPA Method 7E or ARB Method 100, NOx (1b/yMMBtu) -
EPA Method 19, CO (ppmv) - EPA Method 10 or 10B or ARB Method 100, stack gas oxygen - EPA Method 3 or 3A
or ARB Method 100, SOx (Ib/MMBtu) - ARB Method 100 or EPA Method 6, 6C or fuel gas sulfur content analysis
and EPA Method 19, fuel gas sulfur content - EPA Method 11 or 15, ASTM D3246 or double GC for H2S and
mercaptans performed in a laboratory, fuel gas hhv - ASTM D1826 or D1945 in conjunction with ASTM D3588.
[District Rules 1081, 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

For emissions source testing, the arithmetic average of three 30-consecutive-minute test runs shall apply. If two of
three runs are above an applicable limit the test cannot be used to demonstrate compliance with an applicable limit.
[District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

Operator shall provide an annual fuel sulfur content analysis to the District upon request. [District Rule 4320]

All records shall be maintained for a minimum of five (5) years, and shall be made available for District inspection
upon request. [District Rules 1070, 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

Formerly S-1511-128
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AUTHORITY TO CONSTRUCT

PERMIT NO: S-1547-771-19 ISSUANCE DATE: 06/01/2010
LEGAL OWNER OR OPERATOR: AERA ENERGY LLC
MAILING ADDRESS: PO BOX 11164
BAKERSFIELD, CA 93389-1164
LOCATION: HEAVY OIL WESTERN STATIONARY SOURCE

KERN COUNTY, CA
SECTION: NW35 TOWNSHIP: 12N RANGE: 24W

EQUIPMENT DESCRIPTION:

MODIFICATION OF 62.5 MMBTU/HR NATURAL GAS/VAPOR RECOVERY GAS FIRED STEAM GENERATOR WITH A
COEN MODEL QLN-ULN LOW NOX BURNER WITH FLUE GAS RECIRCULATION (FGR) AND PIPING FROM TEOR
WELL VENT VAPOR RECOVERY SYSTEM S-1547-819. (MOCO #701) (SOU TH MIDWAY): LIMIT FUEL SULFUR
CONTENT TO 5 GR-S/100 DSCF FOR RULE 4320 COMPLIANCE

CONDITIONS

1. This Authority to Construct serves as a written certificate of conformity with the procedural requirements of 40 CFR
70.7 and 70.8 and with the compliance requirements of 40 CFR 70.6(c). [District Rule 2520] Federally Enforceable
Through Title V Permit

2. Prior to operating with modifications authorized by this Authority to Construct, the facility shall submit an application
to modify the Title V permit with an administrative amendment in accordance with District Rule 2520 Section 5.3.4.
[District Rule 2520, 5.3.4] Federally Enforceable Through Title V Permit

3. Copies of all fuel invoices showing quantity and delivery points of gas delivered and copies of quality terms of gas
delivery contracts shall be maintained. The operator shall record daily amount and type(s) of fuel(s) combusted and all
dates on which unit is fired on any noncertified fuel and record specific type of noncertified fuel used. [District Rule
2520, 9.3.2] Federally Enforceable Through Title V Permit

4. The operator shall maintain all records of required monitoring data and support information for inspection at any time
for a period of five years. [District Rule 2520, 9.5.2] Federally Enforceable Through Title V Permit

CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (661) 392-5500 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

/.

AVID WARNER, Director of Permit Services

7-771-19 : Jun 1 2010 216PM — RICKARDK : Joint Inspection NOT Required

Southern Regional Office ¢ 34946 Flyover Court ¢ Bakersfield, CA 93308 » (661) 392-5500 ¢ Fax (661) 392-5585

Printed en recycied paper. 0



Conditions for S-1547-771-19 (continued) : Page 2 of 4

5.

10.

11.

12.

13.

14.

15.

16.

17.

18.

19.

& 1547-771-19  Jun 1 2010 216PM — RICKAROK

When complying with sulfur emission limits by fuel analysis or by a combination of source testing and fuel analysis,
each fuel source shall be tested weekly for sulfur content and higher heating value. If compliance with the fuel sulfur
content limit has been demonstrated for 8 consecutive weeks for a fuel source, then the testing frequency shall be semi-
annually. If a semi-annual fuel content source test fails to show compliance, weekly testing shall resume. [District
Rules 2520, 9.4.2 and 4320] Federally Enforceable Through Title V Permit ’

If fuel analysis is used to demonstrate compliance with conditions of this permit, the fuel higher heating value for each
fuel shall be certified by a third party fuel supplier or determined by ASTM D 1826 or D 1945 in conjunction with
ASTM D 3588 for gaseous fuels. [District Rule 2520, 9.4.2; 4305, 4306, 4320, and 4351, 6.2.1] Federally Enforceable
Throuy h Title V Permit

The operator shall demonstrate compliance with this unit's sulfur compound exhaust concentration limit(s) using one
of the following: fire the unit only on PUC or FERC regulated natural gas, test the sulfur content of each fuel source,
or determine that the concentration of sulfur compounds in the exhaust does not exceed the concentration limit by a
combination of source testing and fuel analysis. [District Rules 2520, 9.4.2, 4301, 5.2.1 and Rule 4801, 3.1] Federally
Enforceable Through Title V Permit

Compliance with permit conditions in the Title V permit shall be deemed compliance with the requirements of 40 CFR
60, Subpart Dc (except 60.44c(g) and (h) and 60.48c). A permit shield is granted from these requirements. [District
Rule 2520, 13.2] Federally Enforceable Through Title V Permit

Steam generator shall be equipped with operational fuel gas and vapor recovery gas volumetric flow meters . [District
Rule 2201] Federally Enforceable Through Title V Permit

Only natural gas or a combination of natural gas and TEOR well vent vapors from well vent vapor control system S-
1547-819 shall be used as fuel in this steam generator. [District Rule 2201] Federally Enforceable Through Title V
Permit

When combusting a combination of natural gas and vapor recovery gas, the fuel gas sulfur content shall not exceed 5
grains of total sulfur (as H2S) per 100 dscf of fuel gas. [District Rules 2201 and 4320] Federally Enforceable Through
Title V Permit

Maximum heat input to steam generator shall not exceed 1,440 MMBTU/day. [District Rule 2201] Federally
Enforceable Through Title V Permit

Total TEOR gas from permit S-1547-819 incinerated in steam generators S-1547-766 to '-772,'-777 to '-781, and '-797
shall not exceed 4.09 MMscf/day. [District Rule 2201] Federally Enforceable Through Title V Permit

Permittee shall maintain accurate daily records of gas flowrate delivered to steam generators S-1547-766 to '-772, '-777
to '-781, and '-797. [District Rule 2201] Federally Enforceable Through Title V Permit

Total PM10 emissions for steam genérators S-1547-766 to '-772, '-777 to '-781, and '-797 shall not exceed 129.1 Ib/day
nor 47,122 Ib/yr. [District Rule 2201] Federally Enforceable Through Title V Permit

Permittee shall maintain daily records of quantity and higher heating value of natural gas and vapor recovéry gas
burned in this steam generator. [District Rule 2201] Federally Enforceable Through Title V Permit

Emission rates, except during startup, shutdown, and refractory curing from the combustion of natural gas, shall not
exceed any of the following: PM10: 0.005 Ib/MMBTU or SOx (as SO2): 0.002 Ib/MMBu. [District Rules 2201, 2520,
4201, 4301, 4406, 4801 and Kern County Rules 424] Federally Enforceable Through Title V Permit

Emission rates, except during startup, shutdown, and refractory curing shall not exceed any of the following: VOC:
0.003 1b/MMBtu, NOx (as NO2): 0.018 Ib/MMBtu or 15 ppmv @ 3% 02, or CO: 0.030 Ib/MMBtu or 40 ppmv @ 3%
02. [District Rules 2201, 2520, 4301, 4305, 4306, 4320, 4405 and Kern County Rule 425] Federally Enforceable
Through Title V Permit

Emission rates during startup, shutdown and refractory curing shall not exceed: particulate matter - 10 pounds per
hour, or 0.1 grains/dscf calculated to 12% CO2; sulfur - 200 pounds of SO2 per hour, or 2000 ppmv as SO2, or 0.11
pounds sulfur (as S) per MMBtu on average-wide basis for all units in Rule 4406 plan; NO2 - 140 pounds per hour or
0.14 pounds per MMBtu. [District Rules 4101, 4102, 4301, 4405, 4406, 4801 and Kern County Rules 424 and 425]
Federally Enforceable Through Title V Permit

CONDITIONS CONTINUE ON NEXT PAGE



Conditions for S-1547-771-19 (continued) Page 3 of 4

20. Eﬁission rates shall not exceed any of the following: VOC: 4.3 1b/day, NOx (as NO2): 49.0 Ib/day or 9,461 Ib/year, or
CO: 43.2 Ib/day [District Rule 2201] Federally Enforceable Through Title V Permit

21. Duration of startup and shutdown (as defined in Rule 4320) shall not exceed 2 hours each per occurrence. Refractory
curing period is defined as a maintenance-based reduced-load period of time during which a unit is brought from a
shutdown status to staged rates of firing for the sole purpose of curing new refractory lining of the unit, and shall not
exceed 30 hours per occurrence. The operator shall maintain records of the duration of start-up, shutdown, and
refractory curing periods. [District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

22. The permittee shall monitor and record the stack concentration of NOx, CO, and O2 at least once every month (in
which a source test is not performed) using .. portable emission monitor that meets District specifications. Monitoring
shall not be required if the unit is not in operation, i.e. the unit need not be started solely to perform monitoring,
Monitoring shall be performed within 5 days of restarting the unit unless monitoring has been performed within the
last month. [District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

23. If either the NOx or CO concentrations corrected to 3% O2, as measured by the portable analyzer, exceed the
allowable emissions concentration, the permittee shall return the emissions to within the acceptable range as soon as
possible, but no longer than 1 hour of operation after detection. If the portable analyzer readings continue to exceed
the allowable emissions concentration after 1 hour of operation after detection, the permittee shall notify the District
within the following 1 hour and conduct a certified source test within 60 days of the first exceedance. In lieu of
conducting a source test, the permittee may stipulate a violation has occurred, subject to enforcement action. The
permittee must then correct the violation, show compliance has been re-established, and resume monitoring
procedures. If the deviations are the result of a qualifying breakdown condition pursuant to Rule 1100, the permittee
may fully comply with Rule 1100 in lieu of the performing the notification and testing required by this condition.
[District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

24. All alternate monitoring parameter emission readings shall be taken with the unit operating either at conditions
representative of normal operations or conditions specified in the permit-to-operate. The analyzer shall be calibrated,
maintained, and operated in accordance with the manufacturer's specifications and recommendations or a protocol
approved by the APCO. Emission readings taken shall be averaged over a 15 consecutive-minute period by either
taking a cumulative 15 consecutive-minute sample reading or by taking at least five (5) readings, evenly spaced out
over the 15 consecutive-minute period. [District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V
Permit

25. The permittee shall maintain records of: (1) the date and time of NOx, CO, and O2 measurements, (2) the O2
concentration in percent and the measured NOx and CO concentrations corrected to 3% O2, (3) make and model of
exhaust gas analyzer, (4) exhaust gas analyzer calibration records, and (5) a description of any corrective action taken
to maintain the emissions within the acceptable range. [District Rules 4305, 4306, and 4320] Federally Enforceable
Through Title V Permit

26. All emissions measurements shall be made with the unit operating either at conditions representative of normal
operations or conditions specified in the Permit to Operate. Unless otherwise specified in the Permit to Operate no
determination of compliance shall be established within two hours after a continuous period in which fuel flow to the
unit is shut off for 30 minutes or longer, or within 30 minutes after a re-ignition as defined in Section 3.0 of District
Rule 4320. For the purposes of permittee-performed alternate monitoring, emissions measurements may be performed
at any time after the unit reaches conditions representative of normal operation. [District Rules 4305, 4306, and 4320]
Federally Enforceable Through Title V Permit

27. Source testing to measure natural gas-combustion NOx and CO emissions from this unit shall be conducted at least
once every twelve (12) months (no more than 30 days before or after the required annual source test date). After
demonstrating compliance on two (2) consecutive annual source tests, the unit shall be tested not less than once every
thirty-six (36) months (no more than 30 days before or after the required 36-month source test date). If the result of
the 36-month source test demonstrates that the unit does not meet the applicable emission limits, the source testing
frequency shall revert to at least once every twelve (12) months. [District Rules 4305, 4306, and 4320] Federally
Enforceable Through Title V Permit

28. The source test plan shall identify which basis (ppmv or [b/MMBtu) will be used to demonstrate compliance. [District
Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit '

CONDITIONS CONTINUE ON NEXT PAGE

8-1547-771-18 : Jun 12010 219PM - RICKARDK



Conditions for S-1547-771-19 (continued) Page 4 of 4

29.

30.

31

32.
33.

34.

The District must be notified at least 30 days prior to any compliance source test, and a source test plan must be
submitted for approval at least 15 days prior to testing. The results of each source test shall be submitted to the District
within 60 days thereafter. [District Rule 1081] Federally Enforceable Through Title V Permit

The following test methods shall be used: NOx (ppmv) - EPA Method 7E or ARB Method 100, NOx (Ib/MMBtu) -
EPA Method 19, CO (ppmv) - EPA Method 10 or 10B or ARB Method 100, stack gas oxygen - EPA Method 3 or 3A
or ARB Method 100, SOx (Ib/MMBtu) - ARB Method 100 or EPA Method 6, 6C or fuel gas sulfur content analysis
and EPA Method 19, fuel gas sulfur content - EPA Method 11 or 15, ASTM D3246 or double GC for H2S and
mercaptans performed in a laboratory, fuel gas hhv - ASTM D1826 or D1945 in conjunction with ASTM D3588.
[District Rules 1081, 4305, 4306, and 4320] Federally Enforceable Through Titl¢’ V Permit

For emissions source testing, the arithmetic average of three 30-consecutive-minute test runs shall apply. If two of
three runs are above an applicable limit the test cannot be used to demonstrate compliance with an applicable limit.
[District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

Operator shall provide an annual fuel sulfur content analysis to the District upon request. [District Rule 4320]

All records shall be maintained for a minimum of five (5) years, and shall be made available for District inspection
upon request. [District Rules 1070, 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

Formerly S-1511-128

5-1547-771-19 : Jun 1 2010 219PM ~ RICKARDK
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AUTHORITY TO CONSTRUCT

j

PERMIT NO: S-1547-772-16 4 ISSUANCE DATE: 06/01/2010
LEGAL OWNER OR OPERATOR: AERA ENERGY LLC .
MAILING ADDRESS: PO BOX 11164

BAKERSFIELD, CA 93389-1164
LOCATION: HEAVY OIL WESTERN STATIONARY SOURCE

KERN COUNTY, CA
SECTION: NW35 TOWNSHIP: 12N RANGE: 24W

EQUIPMENT DESCRIPTION:

MODIFICATION OF 62.5 MMBTU/HR NATURAL GAS/VAPOR RECOVERY GAS FIRED STEAM GENERATOR WITH A
COEN MODEL QLN-ULN LOW NOX BURNER WITH FLUE GAS RECIRCULATION (FGR) AND PIPING FROM TEOR
WELL VENT VAPOR RECOVERY SYSTEM S-1547-819. (MOCO #702) (SOUTH MIDWAY): REPLACE EXISTING
BURNER WITH COEN MODEL QLN-ULN ULTRA LOW NOX BURNER, OR NORTH AMERICAN MODEL MAGNA FLAME
. LEX ULTRA LOW NOX BURNER, OR ACT GIDEON ULTRA LOW NOX BURNER, OR EQUIVALENT; OR TUNE
EXISTING BURNER; LOWER NOX LIMIT TO 7 PPMV @ 3% O2 AND LIMIT FUEL SULFUR CONTENT TO 5 GR-S/100

- DSCF FOR RULE 4320 COMPLIANCE

CONDITIONS

1. This Authority to Construct serves as'a written certificate of conformity with the procedural requirements of 40 CFR
70.7 and 70.8 and with the comphance requirements of 40 CFR 70. 6(c) [District Rule 2520] Federally Enforceable
Through Title V Permit

2. Prior to operating with modifications authorized by this Authority to Construct, the facility shall submit an application
- to modify the Title V permit with an administrative amendment in accordance with District Rule 2520 Section 5.3 .4.
[District Rule 2520, 5.3.4] Federally Enforceable Through Title V Permit

3. The permittee shall notify the District of the cor‘npliarice- method chosen (replabement burner or tuning) and if
applicable, the approved burner to be mstalled prlor to implementation of this ATC. [Dlstrlct Rule 2201] Federally
Enforceable Through Title V Permit

CONDITIONS CONTINUE ON NEXT PAGE

You MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (661) 392-5500 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct. and to determine if the equipment can be operated in_compliance with all
" Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this

Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is. responsuble for complying with
- all laws, ordinances and regulations of all other governmental agencles which may pertaln to'the above equnpment

Seyed Sadredln Executlve Director / APCO

‘DAVID WARNER,; Director of Permit Services

S-1547-772-10 Jun12010 TIOPM RICKARDK : Joint inspection NOT Required

Southem Regional Office e 34946 Flyover Court ) Bakersﬁeld CA 93308 o (661) 392-5500 o Fax (661) 392-5585

Printed on recycled paper. €}



Conditions for S-1547-772-16 (continued) ' Page 2 of 4

4.

10.

11.

12.

13.
14.

15.
16.
17.
18

19.

The permittee shall obtain written District approval for the use of any equivalent equipment not speciﬁchlly approved
by this ATC. Approval of the equivalent equipment shall be made in writing and only after the District's determination

. that the submitted design and performance of the proposed alternate equipment is equivalent to the authorized

equipment [Dlstrlct Rule 2010] Federally Enforceable Through Title V Permit

The- permlttee s request for approval of equivalent equrpment shall include the make, model, manufacturers maxirum

- rating; manufacturer's guaranteed emissions rates, equipment drawing(s) and operatlonal characterlstlcs/parameters

[Drstrrct Rule2010] Federally Enforceable Through Title V Permit

Copies of all fuel i invoices showing quantity and dehvery points of gas dehvered and copies of quality terms of gas

“delivery contracts shall be maintained. The operator shall record daily amount and type(s) of fuel(s) combusted and all

dates on which unit is fired on any noncertified fuel and record specific type of noncertified fuel used. [District Rule
2520 9.3.2] Federally Enforceable Through Title V Permit

The operator shall maintain all records of required monitoring data and support information for mspectlon at any time
for a period of five years. [District Rule 2520, 9.5.2] Federally Enforceable Through Title V Permit

When complying with sulfur emission limits by fuel analysis or by a combination of source testing and fuel analysis,
each fuel source shall be tested weekly for sulfur content and higher heating value. If compliance with the fuel sulfur
content limit has been demonstrated for 8 consecutive weeks for a fuel source, then the testing frequency shall be semi-
annually. If a semi-annual fuel content source test fails to show compliance, weekly testing shall resume. [District
Rules 2520, 9.4.2 and 4320] Federally Enforceable Through Title V Permit

If fuel analysis is used to demonstrate compliance with conditions of this permit, the fuel higher heating value for each
fuel shall be certified by a third party fuel supplier or determined by ASTM D 1826 or D 1945 in conjunction with

- ASTM D 3588 for gaseous fuels. [District Rule 2520, 9.4.2; 4305, 4306, 4320, and 4351, 6.2.1] Federally Enforceable

Through Title V Permit

The operator shall demonstrate compliance with this unit's sulfur compound exhaust concentration limit(s) using one
of the following: fire the unit only on PUC or FERC regulated natural gas, test the sulfur content of each fuel source,
or determine that the concentration of sulfur compounds in the exhaust does not exceed the concentration limit by a
combination of source testing and fuel analysis. [District Rules 2520, 9.4.2, 4301, 5.2.1 and Rule 4801, 3.1] Federally
Enforceable Through Title V Permit ‘

Compliance with permit conditions in the Title V permit shall be deemed compliance with the requirements of 40 CFR
60, Subpart Dc (except 60.44c(g) and (h) and 60.48c). A permit shield is granted from these requirements. [District
Rule 2520, 13.2] Federally Enforceable Through Title V Permit

Steam generator shall be equipped with operational fuel gas and vapor recovery gas volumetric flow meters . [District
Rule 2201] Federally Enforceable Through Title V Permit

Only natural gas or a combination of natural gas and TEOR well vent vapors from well vent vapor control system S-
1547-819 shall be used as fuel in this steam generator. [District Rule 2201] Federally Enforceable Through Title V
Permit

When combusting a combination of natural gas and vapor recovery gas, the fuel gas sulfur content shall not exceed 5
grains of total sulfur (as H2S) per 100 dscf of fuel gas. [District Rules 2201 and 4320] Federally Enforceable Through
Title V Permit

Maximum heat input to steam generator shall not exceed 1,440 MMBTU/day. [District Rule 2201] Federally
Enforceable Through Title V Permit

Total TEOR gas from permit S-1547-819 incinerated in steam generators S-1547-766 to '-772, '-777 to -781, and '-797
shall not exceed 4.09 MMscf/day. [District Rule 2201] Federally Enforceable Through Title V Permit

Permittee shall maintain accurate daily records of gas flowrate delivered to steam generators S-1547-766 to -772, '-777
to '-781, and '-797. [District Rule 2201] Federally Enforceable Through Title V Permit

Total PM10 emissions for steam generators S-1547-766 to '-772, '-777 to -781, and '-797 shall not exceed 129.1 1b/day
nor 47,122 Ib/yr. [District Rule 2201] Federally Enforceable Through Title V Permit

Permittee shall maintain daily records of quantity and higher heating value of natural gas and vapor recovery gas
burned in this steam generator. [District Rule 220]1] Federally Enforceable Through Title V Permit

CONDITIONS CONTINUE ON NEXT PAGE

6-1547-772-16 : Jun 1 2010 216PM — RICKARDK



Conditions for S-1547-772-16 (continued) Page 3 of 4

20.

21.

22.

23,

24,

25.

26.

27.

28.

29.

Emission rates, except during startup, shutdown, and refractory curing from the combustion of natural gas, shall not
exceed any of the following: PM10: 0.005 Ib/MMBTU or SOx (as SO2): 0.002 Ib/MMBtu. [District Rules 2201, 2520,
4201, 4301, 4406, 4801 and Kern County Rules 424] Federally Enforceable Through Title V Permit

Emission rates, except during startup, shutdown, and refractory curing shall not exceed any of the following: VOC:
0.003 Ib/MMBtu, NOx (as NO2): 0.008 1b/MMBtu or 7 ppmv @ 3% 02, or CO: 0.030 [b/MMBtu or 40 ppmv @ 3%
0O2. [District Rules 2201, 2520, 4301, 4305, 4306, 4320, 4405 and Kern County Rule 425] Federally Enforceable
Through Title V Permit

Emission rates during startup, shutdown and refractcry curing shall not exceed: particulate matter - 10 pounds per
hour, or 0.1 grains/dscf calculated to 12% CO2; sulfi~ - 200 pounds of SO2 per hour, or 2000 ppmv as SO2, or 0.11
pounds sulfur (as S) per MMBtu on average-wide basis for all units in Rule 4406 plan; NO2 - 140 pounds per hour or
0.14 pounds per MMBtu. [District Rules 4101, 4102, 4301, 4405 4406, 4801 and Kern County Rules 424 and 425]
Federally Enforceable Through Title V Permit

Emission rates shall not exceed any of the following: VOC: 4.3 Ib/day, NOx (as NO2): 49.0 Ib/day or 4205 Ib/year, or
CO: 43.2 Ib/day [District Rule 2201] Federally Enforceable Through Title V Permit

During a "shakedown" period not to exceed 60 calendar days from initial operation of the modifications authorized by
this ATC, NOx emission shall not exceed 15 ppmvd NOX @ 3% O2 or 0.018 1b-NOX/MMBtu. The shakedown
period shall be concluded prior to the applicable Rule 4320 compliance deadline selected for this unit. Permittee shall
maintain a record of the date of initial operation for at least 5 years. [District Rule 4305, 4306, and 4320] Federally
Enforceable Through Title V Permit

Duration of startup and shutdown (as defined in Rule 4320) shall not exceed 2 hours each per occurrence. Refractory
curing period is defined as a maintenance-based reduced-load period of time during which a unit is brought from a
shutdown status to staged rates of firing for the sole purpose of curing new refractory lining of the unit, and shall not
exceed 30 hours per occurrence. The operator shall maintain records of the duration of start-up, shutdown, and
refractory curing periods. [District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

The permittee shall monitor and record the stack concentration of NOx, CO, and O2 at least once every month (in
which a source test is not performed) using a portable emission monitor that meets District specifications. Monitoring
shall not be required if the unit is not in operation, i.e. the unit need not be started solely to perform monitoring.
Monitoring shall be performed within 5 days of restarting the unit unless monitoring has been performed within the
last month. [District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

If either the NOx or CO concentrations corrected to 3% O2, as measured by the portable analyzer, exceed the
allowable emissions concentration, the permittee shall return the emissions to within the acceptable range as soon as
possible, but no longer than 1 hour of operation after detection. If the portable analyzer readings continue to exceed
the allowable emissions concentration after 1 hour of operation after detection, the permittee shall notify the District
within the following 1 hour and conduct a certified source test within 60 days of the first exceedance. In lieu of
conducting a source test, the permittee may stipulate a violation has occurred, subject to enforcement action. The
permittee must then correct the violation, show compliance has been re-established, and resume monitoring
procedures. If the deviations are the result of a qualifying breakdown condition pursuant to Rule 1100, the permittee
may fully comply with Rule 1100 in lieu of the performing the notification and testing required by this condition.
[District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

All alternate monitoring parameter emission readings shall be taken with the unit operating either at conditions
representative of normal operations or conditions specified in the permit-to-operate. The analyzer shall be calibrated,
maintained, and operated in accordance with the manufacturer's specifications and recommendations or a protocol
approved by the APCO. Emission readings taken shall be averaged over a 15 consecutive-minute period by either
taking a cumulative 15 consecutive-minute sample reading or by taking at least five (5) readings, evenly spaced out
over the 15 consecutive-minute period. [District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V
Permit

The permittee shall maintain records of: (1) the date and time of NOx, CO, and O2 measurements, (2) the O2
concentration in percent and the measured NOx and CO concentrations corrected to 3% 02, (3) make and model of
exhaust gas analyzer, (4) exhaust gas analyzer calibration records, and (5) a description of any corrective action taken
to maintain the emissions within the acceptable range. [District Rules 4305, 4306, and 4320] Federally Enforceable
Through Title V Permit

CONDITIONS CONTINUE ON NEXT PAGE
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Conditions for S-1547-772-16 (continued) . Page 4 of 4

30.

31.

32.

33.

34.

3s.

36.

37.
38.

39.

All emissions measurements shall be made with the unit operating either at conditions representative of normal
operations or conditions specified in the Permit to Operate. Unless otherwise specified in the Permit to Operate no
determination of compliance shall be established within two hours after a continuous period in which fuel flow to the
unit is shut off for 30 minutes or longer, or within 30 minutes after a re-ignition as defined in Section 3.0 of District
Rule 4320. For the purposes of permittee-performed alternate monitoring, emissions measurements may be performed
at any time after the unit reaches conditions representative of normal operation. [District Rules 4305, 4306, and 4320]
Federally Enforceable Through Title V Permit

Source testing to measure natural gas-combustion NOx and CO emissions from this unit shall be conducted at least
once every twelve (12) months (no more than 30 days before or after the required annualisource test date). After
demonstrating compliance on two (2) consecutive annual source tests, the unit shall be tested not less than once every
thirty-six (36) months (no more than 30 days before or after the required 36-month source test date). If the result of
the 36-month source test demonstrates that the unit does not meet the applicable emission limits, the source testing
frequency shall revert to at least once every twelve (12) months. [District Rules 4305, 430€, and 4320] Federally
Enforceable Through Title V Permit

Source testing to measure NOx and CO emissions from this unit shall be conducted within 60 days of initial operation
under this ATC. [District Rules 2201, 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

The source test plan shall identify which basis (ppmv or Ib/MMBtu) will be used to demonstrate compliance. [District
Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

The District must be notified at least 30 days prior to any compliance source test, and a source test plan must be
submitted for approval at least 15 days prior to testing. The results of each source test shall be submitted to the District
within 60 days thereafter. [District Rule 1081] Federally Enforceable Through Title V Permit

The following test methods shall be used: NOx (ppmv) - EPA Method 7E or ARB Method 100, NOx (1b/MMBtu) -
EPA Method 19, CO (ppmv) - EPA Method 10 or 10B or ARB Method 100, stack gas oxygen - EPA Method 3 or 3A
or ARB Method 100, SOx (Ib/MMBtu) - ARB Method 100 or EPA Method 6, 6C or fuel gas sulfur content analysis
and EPA Method 19, fuel gas sulfur content - EPA Method 11 or 15, ASTM D3246 or double GC for H2S and
mercaptans performed in a laboratory, fuel gas hhv - ASTM D1826 or D1945 in conjunction with ASTM D3588
[District Rules 1081, 4305, 4306, and 4320] Federally Enforceable Through Title V Permit -

For emissions source testing, the arithmetic average of three 30-consecutive-minute test runs shall apply. If two of
three runs are above an applicable limit the test cannot be used to demonstrate compliance with an applicable limit.
[District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

Operator shall provide an annual fuel sulfur content analysis to the District upon request. [District Rule 4320]

All records shall be maintained for a minimum of five (5) years, and shall be made available for District inspection
upon request. [District Rules 1070, 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

Formerly S-1511-129
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W2 San Joaquin Valley K 17
O 11k PoLLUTION CONTROL DISTRICT HEALTHY AIR LIVING

AUTHORITY TO CONSTRUCT

PERMIT NO: S-1547-772-17 ISSUANCE DATE: 06/01/2010
LEGAL OWNER OR OPERATOR: AERA ENERGY LLC
MAILING ADDRESS: PO BOX 11164
BAKERSFIELD, CA 93389-1164
LOCATION: HEAVY OIL WESTERN STATIONARY SOURCE

KERN COUNTY, CA
SECTION: NW35 TOWNSHIP: 12N RANGE: 24W

EQUIPMENT DESCRIPTION:

MODIFICATION OF 62.5 MMBTU/HR NATURAL GASNAPOR RECOVERY GAS FIRED STEAM GENERATOR WITH A
COEN MODEL QLN-ULN LOW NOX BURNER WITH FLUE GAS RECIRCULATION (FGR) AND PIPING FROM TEOR
WELL VENT VAPOR RECOVERY SYSTEM S-1547-819. (MOCO #702) (SOUTH MIDWAY): REPLACE EXISTING
BURNER WITH COEN MODEL QLN-ULN ULTRA LOW NOX BURNER, OR NORTH AMERICAN MODEL MAGNA FLAME
LEX ULTRA LOW NOX BURNER, OR ACT GIDEON ULTRA LOW NOX BURNER, OR EQUIVALENT; OR TUNE
EXISTING BURNER; LOWER NOX LIMIT TO 9 PPMV @ 3% O2 AND LIMIT FUEL SULFUR CONTENT TO 5 GR-5/100
DSCF FOR RULE 4320 COMPLIANCE

CONDITIONS

1. This Authority to Construct serves as a written certificate of conformity with the procedural requirements of 40 CFR
70.7 and 70.8 and with the compliance requirements of 40 CFR 70.6(c). [District Rule 2520] Federally Enforceable
Through Title V Permit

2. Prior to operating with modifications authorized by this Authority to Construct, the facility shall submit an application
to modify the Title V permit with an administrative amendment in accordance with District Rule 2520 Section 5.3.4.
[District Rule 2520, 5.3.4] Federally Enforceable Through Title V Permit

3. The permittee shall notify the District of the compliance method chosen (replacement burner or tuning) and if
applicable, the approved burner to be installed prior to implementation of this ATC. [District Rule 2201] Federally
Enforceable Through Title V Permit

CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (661) 392-5500 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
‘Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

ID WARNER, Director of Permit Services

1647-772-17 : Jun 1 2010 219PM — RICKARDK : Joint Inspection NOT Required

Southem Regional Office « 34946 Flyover Court  Bakersfield, CA 93308 « (661) 392-5500 ¢ Fax (661) 392-5585

Printnd on recycisd paper.



Conditions for S-1547-772-17 (continued) Page 2 of 4

4.

10.

11.

12.

13.

14.

15.

16.

17.

18.

19.

The permittee shall obtain written District approval for the use of any equwalent equipment not specifically approved
by this ATC. Approval of the equivalent equipment shall be made in writing and only after the District's determination

- that the submitted design and performance of the proposed alternate equipment is equivalent to the authorized

equipment [District Rule 2010] Federally Enforceable Through Title V Permit

The permittee's request for approval of equivalent equipment shall include the make, model, manufacturer's maximum
rating, manufacturer's guaranteed emissions rates, equipment drawing(s) and operational characteristics/parameters
[District Rule 2010] Federally Enforceable Through Title V Permit

Gopies of all fuel invoices showing quantity and delivery points of gas delivered and copies of quality terms of gas
a:livery contracts shall be maintained. The operator shall record daily amount and type(s) of fuel(s) combusted and all
dates on which unit is fired on any noncertified fuel and record specific type of noncertified fuel used. [District Rule
2520, 9.3.2] Federally Enforceable Through Title V Permit

The operator shall maintain all records of required monitoring data and support information for inspection at any time
for a period of five years. [District Rule 2520, 9.5.2] Federally Enforceable Through Title V Permit

When complying with sulfur emission limits by fuel analysis or by a combination of source testing and fuel analysis,
each fuel source shall be tested weekly for sulfur content and higher heating value. If compliance with the fuel sulfur
content limit has been demonstrated for 8 consecutive weeks for a fuel source, then the testing frequency shall be semi-
annually. If a semi-annual fuel content source test fails to show compliance, weekly testing shall resume. [District
Rules 2520, 9.4.2 and 4320] Federally Enforceable Through Title V Permit

If fuel analysis is used to demonstrate compliance with conditions of this permit, the fuel higher heating value for each
fuel shall be certified by a third party fuel supplier or determined by ASTM D 1826 or D 1945 in conjunction with
ASTM D 3588 for gaseous fuels. [District Rule 2520, 9.4.2; 4305, 4306, 4320 and 4351, 6.2.1] Federally Enforceable
Through Title V Permit

The operator shall demonstrate compliance with this unit's sulfur compound exhaust concentration Ilmlt(S) using one
of the following; fire the unit only on PUC or FERC regulated natural gas, test the sulfur content of each fuel source,
or determine that the concentration of sulfur compounds in the exhaust does not exceed the concentration limit by a
combination of source testing and fuel analysis. [District Rules 2520, 9.4.2, 4301, 5.2.1 and Rule 4801, 3.1] Federally
Enforceable Through Title V Permit

Compliance with permit conditions in the Title V permit shall be deemed compliance with the requirements of 40 CFR
60, Subpart Dc (except 60.44¢(g) and (h) and 60.48c). A permit shield is granted from these requirements. [District

'Rule 2520, 13.2] Federally Enforceable Through Title V Permit

Steam generator shall be equipped with operational fuel gas and vapor recovery gas volumetric flow meters . [District
Rule 2201] Federally Enforceable Through Title V Permit

Only natural gas or a combination of natural gas and TEOR well vent vapors from well vent vapor control system S-
1547-819 shall be used as fuel in this steam generator. [District Rule 2201] Federally Enforceable Through Title V
Permit

When combusting a combination of natural gas and vapor recovery gas, the fuel gas sulfur content shall not exceed 5
grains of total sulfur (as H2S) per 100 dscf of fuel gas. [District Rules 2201 and 4320] Federally Enforceable Through
Title V Permit

Maximum heat input to steam generator shall not exceed 1,440 MMBTU/day. [District Rule 2201] Federally
Enforceable Through Title V Permit

Total TEOR gas from permit S-1547-819 incinerated in steam generators S-1547-766 to '-772, '-777 to -781, and '-797
shall not exceed 4.09 MMscf/day. [District Rule 2201] Federally Enforceable Through Title V Permit

Permittee shall maintain accurate daily records of gas flowrate delivered to steam generators S-1547-766 to '-772, '-777
to '-781, and '-797. [District Rule 2201] Federally Enforceable Through Title V Permit

Total PM10 emissions for steam generators S-1547-766 to '-772,'-777 to '-781, and '-797 shall not exceed 129.1 1b/day
nor 47,122 Ib/yr. [District Rule 2201] Federally Enforceable Through Title V Permit

Permittee shall maintain daily records of quantity and higher heating value of natural gas and vapor recovery gas
burned in this steam generator. [District Rule 2201] Federally Enforceable Through Title V Permit

CONDITIONS CONTINUE ON NEXT PAGE
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Conditions for S-1547-772-17 (continued) Page 3 of 4

20.

21.

22,

23.

24,

25.

26.

27.

28.

29.

Emission rates, except during startup, shutdown, and refractory curing from the combustion of natural gas, shall not
exceed any of the following: PM10: 0.005 I[b/MMBTU or SOx (as SO2): 0.002 [b/MMBtu. [District Rules 2201, 2520,
4201, 4301, 4406, 4801 and Kern County Rules 424] Federally Enforceable Through Title V Permit

Emission rates, except during startup, shutdown, and refractory curing shall not exceed any of the following: VOC:
0.003 [b/MMBtu, NOx (as NO2): 0.011 Ib/MMBtu or 9 ppmv @ 3% O2, or CO: 0.030 Ib/MMBtu or 40 ppmv @ 3%
02. [District Rules 2201, 2520, 4301, 4305, 4306, 4320, 4405 and Kern County Rule 425] Federally Enforceable
Through Title V Permit

Emission rates during startup, shutdosvn and refractory curing shall not exceed: particulate matter - 10 pounds per
hour, or 0.1 grains/dscf calculated to 2% CO2; sulfur - 200 pounds of SO2 per hour, or 2000 ppmv as SO2, or 0.11
pounds sulfur (as S) per MMBtu on average-wide basis for all units in Rule 4406 plan; NO2 - 140 pounds per hour or
0.14 pounds per MMBtu. [District Rules 4101, 4102, 4301, 4405, 4406, 4801 and Kern County Rules 424 and 425]
Federally Enforceable Through Title V Permit

Emission rates shall not exceed any of the following: VOC: 4.3 [b/day, NOx (as NO2): 49.0 Ib/day or 5782 Ib/year, or
CO: 43.2 1b/day [District Rule 2201] Federally Enforceable Through Title V Permit

During a "shakedown" period not to exceed 60 calendar days from initial operation of the modifications authorized by
this ATC, NOx emission shall not exceed 15 ppmvd NOX @ 3% O2 or 0.018 1b-NOX/MMBtu. The shakedown
period shall be concluded prior to the applicable Rule 4320 compliance deadline selected for this unit. Permittee shall
maintain a record of the date of initial operation for at least 5 years. [District Rule 4305, 4306, and 4320] Federally
Enforceable Through Title V Permit

Duration of startup and shutdown (as defined in Rule 4320) shall not exceed 2 hours each per occurrence. Refractory
curing period is defined as a maintenance-based reduced-load period of time during which a unit is brought from a
shutdown status to staged rates of firing for the sole purpose of curing new refractory lining of the unit, and shall not
exceed 30 hours per occurrence. The operator shall maintain records of the duration of start-up, shutdown, and
refractory curing periods. [District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

The permittee shall monitor and record the stack concentration of NOx, CO, and O2 at least once every month (in
which a source test is not performed) using a portable emission monitor that meets District specifications. Monitoring
shall not be required if the unit is not in operation, i.e. the unit need not be started solely to perform monitoring.
Monitoring shall be performed within S days of restarting the unit unless monitoring has been performed within the
last month. [District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

If either the NOx or CO concentrations corrected to 3% O2, as measured by the portable analyzer, exceed the
allowable emissions concentration, the permittee shall return the emissions to within the acceptable range as soon as
possible, but no longer than 1 hour of operation after detection. If the portable analyzer readings continue to exceed
the allowable emissions concentration after 1 hour of operation after detection, the permittee shall notify the District
within the following 1 hour and conduct a certified source test within 60 days of the first exceedance. In lieu of
conducting a source test, the permittee may stipulate a violation has occurred, subject to enforcement action. The
permittee must then correct the violation, show compliance has been re-established, and resume monitoring
procedures. If the deviations are the result of a qualifying breakdown condition pursuant to Rule 1100, the permittee
may fully comply with Rule 1100 in lieu of the performing the notification and testing required by this condition.
[District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

All alternate monitoring parameter emission readings shall be taken with the unit operating either at conditions
representative of normal operations or conditions specified in the permit-to-operate. The analyzer shall be calibrated,
maintained, and operated in accordance with the manufacturer's specifications and recommendations or a protocol
approved by the APCO. Emission readings taken shall be averaged over a 15 consecutive-minute period by either
taking a cumulative 15 consecutive-minute sample reading or by taking at least five (5) readings, evenly spaced out
over the 15 consecutive-minute period. [District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V
Permit

The permittee shall maintain records of: (1) the date and time of NOx, CO, and O2 measurements, (2) the O2
concentration in percent and the measured NOx and CO concentrations corrected to 3% O2, (3) make and model of
exhaust gas analyzer, (4) exhaust gas analyzer calibration records, and (5) a description of any corrective action taken
to maintain the emissions within the acceptable range. [District Rules 4305, 4306, and 4320] Federally Enforceable
Through Title V Permit :
CONDITIONS CONTINUE ON NEXT PAGE
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Conditions for S-1547-772-17 (continued) Page 4 of 4

30. All emissions measurements shall be made with the unit operating either at conditions representative of normal
operations or conditions specified in the Permit to Operate. Unless otherwise specified in the Permit to Operate no
determination of compliance shall be established within two hours after a continuous period in which fuel flow to the
unit is shut off for 30 minutes or longer, or within 30 minutes after a re-ignition as defined in Section 3.0 of District
Rule 4320. For the purposes of permittee-performed alternate monitoring, emissions measurements may be performed
at any time after the unit reaches conditions representative of normal operation. [District Rules 4305, 4306, and 4320]
Federally Enforceable Through Title V Permit

31. Source testing to measure natural gas-combustion NOx and CO emissions from this unit shall be conducted at least
once every twelie (12) months (no more than 30 days before or after the required annual source test date). After
demonstrating compliance on two (2) consecutive annual source tests, the unit shall be tested not less than once every
thirty-six (36) months (no more than 30 days before or after the required 36-month source test date). If the result of
the 36-month source test demonstrates that the unit does not meet the applicable emission limits, the source testing
frequency shall revert to at least once every twelve (12) months. [District Rules 4305, 4306, and 4320] Federally
Enforceable Through Title V Permit

32. Source testing to measure NOx and CO emissions from this unit shall be conducted within 60 days of initial operation
under this ATC. [District Rules 2201, 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

' 33. The source test plan shall identify which basis (ppmv or Ib/MMBtu) will be used to demonstrate compliance. [District
Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

-34. The District must be notified at least 30 days prior to any compliance source test, and a source test plan must be
submitted for approval at least 15 days prior to testing. The results of each source test shall be submitted to the District
within 60 days thereafter. [District Rule 1081] Federally Enforceable Through Title V Permit

35. The following test methods shall be used: NOx (ppmv) - EPA Method 7E or ARB Method 100, NOx (Ib/MMBtu) -
EPA Method 19, CO (ppmv) - EPA Method 10 or 10B or ARB Method 100, stack gas oxygen - EPA Method 3 or 3A
or ARB Method 100, SOx (Ib/MMBtu) - ARB Method 100 or EPA Method 6, 6C or fuel gas sulfur content analysis
and EPA Method 19, fuel gas sulfur content - EPA Method 11 or 15, ASTM D3246 or double GC for H2S and
mercaptans performed in a laboratory, fuel gas hhv - ASTM D1826 or D1945 in conjunction with ASTM D3588.
[District Rules 1081, 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

36. For emissions source testing, the arithmetic average of three 30-consecutive-minute test runs shall apply. If two of
three runs are above an applicable limit the test cannot be used to demonstrate compliance with an applicable limit.
[District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

37. Operator shall provide an annual fuel sulfur content analysis to the District upon request. [District Rule 4320]

38. All records shall be maintaified for a minimum of five (5) years, and shall be made available for District inspection
upon request. [District Rules 1070, 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

39. Formerly S-1511-129
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W% San Joaquin Valley K 17h4
&k poLLuTion CoNTROL DISTRICT HEALTHY AIR LIVING

AUTHORITY TO CONSTRUCT

PERMIT NO: S-1547-772-18 ISSUANCE DATE: 06/01/2010
LEGAL OWNER OR OPERATOR: AERA ENERGY LLC
MAILING ADDRESS: PO BOX 11164
BAKERSFIELD, CA 93389-1164
LOCATION: HEAVY OIL WESTERN STATIONARY SOURCE

KERN COUNTY, CA
SECTION: Nw35 TOWNSHIP: 12N RANGE: 24W

EQUIPMENT DESCRIPTION:
MODIFICATION OF 62.5 MMBTU/HR NATURAL GAS/VAPOR RECOVERY GAS FIRED STEAM GENERATOR WITH A
COEN MODEL QLN-ULN LOW NOX BURNER WITH FLUE GAS RECIRCULATION (FGR) AND PIPING FROM TEOR
WELL VENT VAPOR RECOVERY SYSTEM S-1547-819. (MOCO #702) (SOUTH MIDWAY): REPLACE EXISTING
BURNER WITH COEN MODEL QLN-ULN ULTRA LOW NOX BURNER, OR NORTH AMERICAN MODEL MAGNA FLAME

"~ LEXULTRA LOW NOX BURNER, OR ACT GIDEON ULTRA LOW NOX BURNER, OR EQUIVALENT; OR TUNE

- EXISTING BURNER; LOWER NOX LIMIT TO 12 PPMV @ 3% O2 AND LIMIT FUEL SULFUR CONTENT TO 5§ GR-S/100

. DSCF FOR RULE 4320 COMPLIANCE

CONDITIONS

1. This Authority to Construct serves as a wntten.cemf cate of conf(')nnity' with the procedural requirements of 40 CFR
70.7 and 70.8 and with the compliance requirements of 40 CFR 70.6(c). [District Rule 2520] Federally Enforceable
Through Title V Permit

2. Priorto operatmg with modifications authorized by this Authority to Construct, the facility shall submit an application
to modify the Title V permit with an administrative amendment in accordance with District Rule 2520 Section 5.3 .4.
[District Rule 2520, 5.3.4] Federally Enforceable Through Title V Permit

3. The permittee shall notify the Dlstnct of the comphance method chosen (replacement burner or tuning) and if
applicable, the approved burner to be installed pnor to implementation of this ATC. [District Rule 2201] Federally
Enforceable Through Title V Permit "

CONDITIONS CONTINUE ON NEXT PAGE =

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (661) 392.5500 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT-TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
“Rules and. Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction. has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and-application shall be cancelled two years from the date of issuance. The applicant is responslble for complying with
all laws, ordinances and regulations of all other governrnental agencies which may pertam to the above equipment.

. Seyed Sadredin, Executuve Dlrector/APCO
AVID WARNER, Director of Permit Services .

18 Jun 1 2010 Z!FM—RICKARDK . Joint Inspection NOT Required

‘Southemn Reglonal Office o 34946 Flyover Court . Bakersﬁeld CA 93308 « (661) 392- 5500 . Fax (661) 392-5585 _
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Conditions for S-1547-772-18 (continued) o : Page 2 of 4

4.

. 10.

11.

12.

13.
14,
15,
16.
7.

18.

19.

The permittee shall obtain written District approval for the use of any equivalent equipment not specifically approved
by this ATC. Approval of the equivalent equipment shall be made in writing and only after the District's determination
that the submltted design and performance of the proposed alternate equipment is equrvalent to the authorlzed '
equipment [Dlstrlct Rule 2010] Federally Enforceable Through Title V. Permit : e

_ ‘The permlttee s request for approval of equrvalent equipment shall include the make, model manufacturer s maximum
. rating, manufacturer's guarantéed emissions rates, equipment drawmg(s) and operatronal characterrstrcs/parameters
[Drstrlct Rule 2010] Federally Enforceable Through Title V Permit

Copies of all fuel invoices showing quantity and delivery points of gas delivered and copiss of quality terms of gas
delivery contracts shall be maintained. The operator shall record daily amount and type(s)-of fuel(s) combusted and all
dates on which unit is fired on any noncertified fuel and record specific type of noncertrﬁed fuel used. [District Rule
2520 9.3. 2] Federally Enforceable Through Title V Permit

The operator shall maintain all records of required monitoring data and support informatior for inspection at any time
for a period of five years. [District Rule 2520, 9.5.2] Federally Enforceable Through Title V Permit

When complying with sulfur emission limits by fuel analysis or by a combination of source testing and fuel analysis,
each fuel source shall be tested weekly for sulfur content and higher heating value. If compliance with the fuel sulfur
content limit has been demonstrated for 8 consecutive weeks for a fuel source, then the testing frequency shall be semi-
annually. If a semi-annual fuel content source test fails to show compliance, weekly testing shall resume. [District
Rules 2520, 9.4.2 and 4320] Federally Enforceable Through Title V Permit

If fuel analysis is used to demonstrate compliance with conditions of this permit, the fuel higher heating value for each
fuel shall be certified by a third party fuel supplier or determined by ASTM D 1826 or D 1945 in conjunction with
ASTM D 3588 for gaseous fuels. [District Rule 2520, 9.4.2; 4305, 4306, 4320, and 4351, 6.2.1] Federally Enforceable
Through Title V Permit

The operator shall demonstrate compliance with this unit's sulfur compound exhaust concentration limit(s) using one
of the following: fire the unit only on PUC or FERC regulated natural gas, test the sulfur content of each fuel source,
or determine that the concentration of sulfur compounds in the exhaust does not exceed the concentration limit by a
combination of source testing and fuel analysis. [District Rules 2520, 9.4.2, 4301, 5.2.1 and Rule 4801, 3.1] Federally
Enforceable Through Title V Permit

Compliance with permit conditions in the Title V permit shall be deemed compliance with the requirements of 40 CFR
60, Subpart Dc (except 60.44c(g) and (h) and 60.48c). A permit shield is granted from these requirements. [District
Rule 2520, 13.2] Federally Enforceable Through Title V Permit

Steam generator shall be equipped with operational fuel gas and vapor recovery gas volumetric flow meters . [District
Rule 2201] Federally Enforceable Through Title V Permit

Only natural gas or a combination of natural gas and TEOR well vent vapors from well vent vapor control system S-
1547-819 shall be used as fuel in this steam generator. [District Rule 2201] Federally Enforceable Through Title V
Permit '

When combusting a combination of natural gas and vapor recovery gas, the fuel gas sulfur content shall not exceed 5
grains of total sulfur (as H28) per 100 dscf of fuel gas. [District Rules 2201 and 4320] Federally Enforceable Through
Title V Permit

Maximum heat input to steam generator shall not exceed 1,440 MMBTU/day. [District Rule 2201] Federally
Enforceable Through Title V Permit

Total TEOR gas from permit S-1547-819 incinerated in steam generators S-1547-766 to '-772, '-777 to '-781, and '-797
shall not exceed 4.09 MMscf/day. [District Rule 2201] Federally Enforceable Through Title V Permit

Permittee shall maintain accurate daily records of gas flowrate delivered to steam generators S-1547-766 to '-772, =777
to '-781, and '-797. [District Rule 2201] Federally Enforceable Through Title V Permit

Total PM10 emissions for steam generators S-1547-766 to '-772, '-777 to '-781, and '-797 shall not exceed 129. 1 1b/day
nor 47,122 Ib/yr. [District Rule 2201] Federally Enforceable Through Title V Permrt

Permittee shall maintain daily records of quantity and higher heating value of natural gas and vapor recovery gas
burned in this steam generator. [District Rule 2201] Federally Enforceable Through Title V Permit

CONDITIONS CONTINUE ON NEXT PAGE
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20. Emission rates, except during startup, shutdown, and refractory curing from the combustion of natural gas, shall not
exceed any of the following: PM10: 0.005 Ib/MMBTU or SOx (as SO2): 0.002 Ib/MMBtu. [District Rules 2201, 2520,
4201, 4301, 4406, 4801 and Kern County Rules 424] Federally Enforceable Through Title V Permit

21. Emission rates, except during startup, shutdown, and refractory curing shall not exceed any of the following: VOC:
0.003 Ib/MMBtu, NOx (as NO2): 0.014 1b/MMBtu or 12 ppmv @ 3% O2, or CO: 0.030 Ib/MMBtu or 40 ppmv @ 3%
02. [District Rules 2201, 2520, 4301, 4305, 4306, 4320, 4405 and Kern County Rule 425] Federally Enforceable
Through Title V Permit

22. Emission rates during startup, shutdown and refractory curing shall not exceed: particulate matter - 10 pounds per
hour, or 0.1 grains/dscf calculated to 12% CO2; sulfur - 200 pounds of SO2 per hour, or 2000 ppmv as SO2, or 0.11
pounds sulfur (as S) per MMBtu on average-wide basis for all units in Rule 4406 plan; NO2 - 140 pounds per hour or
0.14 pounds per MMBtu. [District Rules 4101, 4102, 4301, 4405, 4406, 4801 and Kern County Rules 424 and 425]
Federally Enforceable Through Title V Permit

23. Emission rates shall not exceed any of the following: VOC: 4.3 1b/day, NOx (as NO2): 49.0 Ib/day or 7,358 lb/year, or
CO: 43.2 |b/day [District Rule 2201] Federally Enforceable Through Title V Permit

24. During a "shakedown" period not to exceed 60 calendar days from initial operation of the modifications authorized by
this ATC, NOx emission shall not exceed 15 ppmvd NOX @ 3% O2 or 0.018 Ib-NOX/MMBtu. The shakedown
period shall be concluded prior to the applicable Rule 4320 compliance deadline selected for this unit. Permittee shall
maintain a record of the date of initial operation for at least 5 years. [District Rule 4305, 4306, and 4320] Federally
Enforceable Through Title V Permit

25. Duration of startup and shutdown (as defined in Rule 4320) shall not exceed 2 hours each per occurrence. Refractory
curing period is defined as a maintenance-based reduced-load period of time during which a unit is brought from a
shutdown status to staged rates of firing for the sole purpose of curing new refractory lining of the unit, and shall not
exceed 30 hours per occurrence. The operator shall maintain records of the duration of start-up, shutdown, and
refractory curing periods. [District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

26. The permittee shall monitor and record the stack concentration of NOx, CO, and O2 at least once every month (in
which a source test is not performed) using a portable emission monitor that meets District specifications. Monitoring
shall not be required if the unit is not in operation, i.e. the unit need not be started solely to perform monitoring.
Monitoring shall be performed within 5 days of restarting the unit unless monitoring has been performed within the
last month. [District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

27. If either the NOx or CO concentrations corrected to 3% O2, as measured by the portable analyzer, exceed the
allowable emissions concentration, the permittee shall return the emissions to within the acceptable range as soon as
possible, but no longer than 1 hour of operation after detection. If the portable analyzer readings continue to exceed
the allowable emissions concentration after 1 hour of operation after detection, the permittee shall notify the District
within the following 1 hour and conduct a certified source test within 60 days of the first exceedance. In lieu of
conducting a source test, the permittee may stipulate a violation has occurred, subject to enforcement action. The
permittee must then correct the violation, show compliance has been re-established, and resume monitoring
procedures. If the deviations are the result of a qualifying breakdown condition pursuant to Rule 1100, the permittee
may fully comply with Rule 1100 in lieu of the performing the notification and testing required by this condition.
[District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

28. All alternate monitoring parameter emission readings shall be taken with the unit operating either at conditions
representative of normal operations or conditions specified in the permit-to-operate. The analyzer shall be calibrated,
maintained, and operated in accordance with the manufacturer's specifications and recommendations or a protocol
approved by the APCO. Emission readings taken shall be averaged over a 15 consecutive-minute period by either
taking a cumulative 15 consecutive-minute sample reading or by taking at least five (5) readings, evenly spaced out
over the 15 consecutive-minute period. [District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V
Permit '

29. The permittee shall maintain records of: (1) the date and time of NOx, CO, and O2 measurements, (2) the 02
concentration in percent and the measured NOx and CO concentrations corrected to 3% O2, (3) make and model of
exhaust gas analyzer, (4) exhaust gas analyzer calibration records, and (5) a description of any corrective action taken
to maintain the emissions within the acceptable range. [District Rules 4305, 4306, and 4320] Federally Enforceable
Through Title V Permit '

CONDITIONS CONTINUE ON NEXT PAGE
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30.

31.

32.

33.

34,

35.

36.

37.
38.

39.

All emissions measurements shall be made with the unit operating either at conditions representative of normal
operations or conditions specified in the Permit to Operate. Unless otherwise specified in the Permit to Operate no
determination of compliance shall be established within two hours after a continuous period in which fuel flow to the
unit is shut off for 30 minutes or longer, or within 30 minutes after a re-ignition as defined in Section 3.0 of District
Rule 4320. For the purposes of permittee-performed alternate monitoring, emissions measurements may be performed
at any time after the unit reaches conditions representative of normal operation. [District Rules 4305, 4306, and 4320]
Federally Enforceable Through Title V Permit

Source testing to measure natural gas-combustion NOx and CO emissions from this unit shall be conducted at least
oce every twelve (12) months (no more than 30 days before or after the required annual source test date). After
demonstrating compliance on two (2) consecutive annual source tests, the unit shall be tested not less than once every
thirty-six (36) months (no more than 30 days before or after the required 36-month source test date). If the result of
the 36-month source test demonstrates that the unit does not meet the applicable emission limits, the source testing
frequency shall revert to at least once every twelve (12) months. [District Rules 4305, 4306, and 4320] Federally
Enforceable Through Title V Permit

Source testing to measure NOx and CO emissions from this unit shall be conducted within 60 days of initial operation
under this ATC. [District Rules 2201, 4305, 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

The source test plan shall identify which basis (ppmv or Ib/MMBtu) will be used to demonstrate compliance. [District
Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

The District must be notified at least 30 days prior to any compliance source test, and a source test plan must be
submitted for approval at least 15 days prior to testing. The results of each source test shall be submitted to the District
within 60 days thereafter. [District Rule 1081] Federally Enforceable Through Title V Permit

The following test methods shall be used: NOx (ppmv) - EPA Method 7E or ARB Method 100, NOx (Ib/MMBtu) -
EPA Method 19, CO (ppmv) - EPA Method 10 or 10B or ARB Method 100, stack gas oxygen - EPA Method 3 or 3A
or ARB Method 100, SOx (Ib/MMBtu) - ARB Method 100 or EPA Method 6, 6C or fuel gas sulfur content analysis
and EPA Method 19, fuel gas sulfur content - EPA Method 11 or 15, ASTM D3246 or double GC for H2S and
mercaptans performed in a laboratory, fuel gas hhv - ASTM D1826 or D1945 in conjunction with ASTM D3588.
[District Rules 1081, 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

For emissions source testing, the arithmetic average of three 30-consecutive-minute test runs shall apply. If two of
three runs are above an applicable limit the test cannot be used to demonstrate compliance with an applicable limit.
[District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

Operator shall provide an annual fuel sulfur content analysis to the District upon request. [District Rule 4320]

All records shall be maintained for a minimum of five (5) years, and shall be made available for District inspection
upon request. [District Rules 1070, 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

Formerly S-1511-129
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W2 San Joaquin Valley K 17k
A 1k PoLLUTION CONTROL DISTRICT HEALTHY AIR LIVING

AUTHORITY TO CONSTRUCT

PERMIT NO: $-1547-772-19 ISSUANCE DATE: 06/01/2010
LEGAL OWNER OR OPERATOR: AERA ENERGY LLC -
MAILING ADDRESS: PO BOX 11164
BAKERSFIELD, CA 93389-1164
LOCATION: HEAVY OIL WESTERN STATIONARY SOURCE

KERN COUNTY, CA
SECTION: NW35 TOWNSHIP: 12N RANGE: 24w

EQUIPMENT DESCRIPTION:

MODIFICATION OF 62.5 MMBTU/HR NATURAL GAS/VAPOR RECOVERY GAS FIRED STEAM GENERATOR WITH A
COEN MODEL QLN-ULN LOW NOX BURNER WITH FLUE GAS RECIRCULATION (FGR) AND PIPING FROM TEOR
WELL VENT VAPOR RECOVERY SYSTEM S-1547-819. (MOCO #702) (SOUTH MIDWAY): LIMIT FUEL SULFUR
CONTENT TO 5 GR-S/100 DSCF FOR RULE 4320 COMPLIANCE

CONDITIONS

1. This Authority to Construct serves as a written certificate of conformity with the procedural requirements of 40 CFR
70.7 and 70.8 and with the compliance requirements of 40 CFR 70.6(c). [District Rule 2520] Federally Enforceable
Through Title V Permit

2. Prior to operating with modifications authorized by this Authority to Construct, the facility shall submit an application
to modify the Title V permit with an administrative amendment in accordance with District Rule 2520 Section 5.3.4.
[District Rule 2520, 5.3.4] Federally Enforceable Through Title V Permit

3. Copies of all fuel invoices showing quantity and delivery points of gas delivered and copies of quality terms of gas
delivery contracts shall be maintained. The operator shall record daily amount and type(s) of fuel(s) combusted and all
dates on which unit is fired on any noncertified fuel and record specific type of noncertified fuel used. [District Rule
2520, 9.3.2] Federally Enforceable Through Title V Permit

4. The operator shall maintain all records of required monitoring data and support information for inspection at any time
for a period of five years. [District Rule 2520, 9.5.2] Federally Enforceable Through Tltle V Permit

CONDITIONS CONTINUE ON NEXT PAGE

YOU MUST NOTIFY THE DISTRICT COMPLIANCE DIVISION AT (661) 392-5500 WHEN CONSTRUCTION IS COMPLETED AND PRIOR TO
OPERATING THE EQUIPMENT OR MODIFICATIONS AUTHORIZED BY THIS AUTHORITY TO CONSTRUCT. This is NOT a PERMIT TO OPERATE.
Approval or denial of a PERMIT TO OPERATE will be made after an inspection to verify that the equipment has been constructed in accordance with the
approved plans, specifications and conditions of this Authority to Construct, and to determine if the equipment can be operated in compliance with all
Rules and Regulations of the San Joaquin Valley Unified Air Pollution Control District. Unless construction has commenced pursuant to Rule 2050, this
Authority to Construct shall expire and application shall be cancelled two years from the date of issuance. The applicant is responsible for complying with
all laws, ordinances and regulations of all other governmental agencies which may pertain to the above equipment.

Seyed Sadredin, Executive Director / APCO

7/

AVID WARNER, Director of Permit Services

8-1847-772-19: Jun 1 2010 Z20PM - RICKARDK : Joint tnspection NOT Required

Southem Regional Office e 34946 Flyover Court o Bakersﬁeld CA 93308 ¢ (661) 392-5500 « Fax (661) 392-5585

Printad on recycled paper. €Y



Conditions for S-1547-772-19 (continued) Page 2 of 4

5.

10.

11.

12.

13.

14.

1S.

16.

17.

18.

19.

When complying with sulfur emission limits by fuel analysis or by a combination of source testing and fuel analysis,
each fuel source shall be tested weekly for sulfur content and higher heating value. If compliance with the fuel sulfur
content limit has been demonstrated for 8 consecutive weeks for a fuel source, then the testing frequency shall be semi-
annually. If a semi-annual fuel content source test fails to show compliance, weekly testing shall resume. [District
Rules 2520, 9.4.2 and 4320] Federally Enforceable Through Title V Permit

If fuel analysis is used to demonstrate compliance with conditions of this permit, the fuel higher heating value for each
fuel shall be certified by a third party fuel supplier or determined by ASTM D 1826 or D 1945 in conjunction with
ASTM D 3588 for gaseous fuels. [District Rule 2520, 9.4.2; 4305, 4306, 4320 and 4351, 6.2.1] Federally Enforceable
Through Title V Permit 3

The operator shall demonstrate compliance with this unit's sulfur compound exhaust concentration limit(s) using one
of the following: fire the unit only on PUC or FERC regulated natural gas, test the sulfur content of each fuel source,
or determine that the concentration of sulfur compounds in the exhaust does not exceed the concentration limit by a
combination of source testing and fuel analysis. [District Rules 2520, 9.4.2, 4301, 5.2.1 and Rule 4801, 3.1] Federally
Enforceable Through Title V Permit

Compliance with permit conditions in the Title V permit shall be deemed compliance with the requirements of 40 CFR
60, Subpart Dc (except 60.44c(g) and (h) and 60.48c). A permit shield is granted from these requirements. [District
Rule 2520, 13.2] Federally Enforceable Through Title V Permit :

Steam generator shall be equipped with operational fuel gas and vapor recovery gas volumetric flow meters . [District
Rule 2201] Federally Enforceable Through Title V Permit

Only natural gas or a combination of natural gas and TEOR well vent vapors from well vent vapor control system S-
1547-819 shall be used as fuel in this steam generator. [District Rule 2201] Federally Enforceable Through Title V
Permit

When combusting a combination of natural gas and vapor recovery gas, the fuel gas sulfur content shall not exceed 5
grains of total sulfur (as H2S) per 100 dscf of fuel gas. [District Rules 2201 and 4320] Federally Enforceable Through
Title V Permit

Maximum heat input to steam generator shall not exceed 1,440 MMBTU/day. [Districf Rule 2201] Federally
Enforceable Through Title V Permit

Total TEOR gas from permit S-1547-819 incinerated in steam generators S-1547-766 to '-772, '-777 to '-781, and '-797
shall not exceed 4.09 MMscf/day. [District Rule 2201] Federally Enforceable Through Title V Permit

Permittee shall maintain accurate daily records of gas flowrate delivered to steam generators S-1547-766 to '-772, =777
to '-781, and '-797. [District Rule 2201] Federally Enforceable Through Title V Permit

Total PM10 emissions fo_r. steam generators S-1547-766 to '-772,'-777 to '-781, and '-797 shall not exceed 129.1 Ib/day
nor 47,122 Ib/yr. [District Rule 2201] Federally Enforceable Through Title V Permit

Permittee shall maintain daily records of quantity and higher heating value of natural gas and vapor recovery gas
burned in this steam generator. [District Rule 2201] Federally Enforceable Through Title V Permit

Emission rates, except during startup, shutdown, and refractory curing from the combustion of natural gas, shall not
exceed any of the following: PM10: 0.005 Ib/MMBTU or SOx (as SO2): 0.002 1b/MMBtu. [District Rules 2201, 2520,
4201, 4301, 4406, 4801 and Kern County Rules 424] Federally Enforceable Through Title V Permit

Emission rates, except during startup, shutdown, and refractory curing shall not exceed any of the following: VOC:
0.003 Ib/MMBtu, NOx (as NO2): 0.018 1b/MMBtu or 15 ppmv @ 3% 02, or CO: 0.030 1b/MMBtu or 40 ppmv @ 3%
O2. [District Rules 2201, 2520, 4301, 4305, 4306, 4320, 4405 and Kern County Rule 425] Federally Enforceable
Through Title V Permit

Emission rates during startup, shutdown and refractory curing shall not exceed: particulate matter - 10 pounds per
hour, or 0.1 grains/dscf calculated to 12% CO2; sulfur - 200 pounds of SO2 per hour, or 2000 ppmv as SO2, or 0.11
pounds sulfur (as S) per MMBtu on average-wide basis for all units in Rule 4406 plan; NO2 - 140 pounds per hour or
0.14 pounds per MMBtu. [District Rules 4101, 4102, 4301, 4405, 4406, 4801 and Kern County Rules 424 and 425]
Federally Enforceable Through Title V Permit ‘

CONDITIONS CONTINUE ON NEXT PAGE
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Conditions for S-1547-772-19 (continued) Page 3 of 4

20.

21.

22,

23.

24,

25.

26.

27.

28.

Emission rates shall not exceed any of the following: VOC: 4.3 Ib/day, NOx (as NO2): 49.0 Ib/day or 9,461 Ib/year, or
CO: 43.2 Ib/day [District Rule 2201] Federally Enforceable Through Title V Permit

Duration of startup and shutdown (as defined in Rule 4320) shall not exceed 2 hours each per occurrence. Refractory
curing period is defined as a maintenance-based reduced-load period of time during which a unit is brought from a
shutdown status to staged rates of firing for the sole purpose of curing new refractory lining of the unit, and shall not
exceed 30 hours per occurrence. The operator shall maintain records of the duration of start-up, shutdown, and
refractory curing periods. [District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

The permittee shall monitor and record the stack concentration of NOx, CO, and O2 at least once every month {in
which a source test is not performed) using a portable emission monitor that meets District specifications. Moi:itoring
shall not be required if the unit is not in operation, i.e. the unit need not be started solely to perform monitoring.
Monitoring shall be performed within 5 days of restarting the unit unless monitoring has been performed within the
last month. [District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

If either the NOx or CO concentrations corrected to 3% O2, as measured by the portable analyzer, exceed the
allowable emissions concentration, the permittee shall return the emissions to within the acceptable range as soon as
possible, but no longer than 1 hour of operation after detection. If the portable analyzer readings continue to exceed
the allowable emissions concentration after 1 hour of operation after detection, the permittee shall notify the District
within the following 1 hour and conduct a certified source test within 60 days of the first exceedance. In lieu of
conducting a source test, the permittee may stipulate a violation has occurred, subject to enforcement action. The
permittee must then correct the violation, show compliance has been re-established, and resume monitoring
procedures. If the deviations are the result of a qualifying breakdown condition pursuant to Rule 1100, the permittee
may fully comply with Rule 1100 in lieu of the performing the notification and testing required by this condition.
[District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

All alternate monitoring parameter emission readings shall be taken with the unit operating either at conditions
representative of normal operations or conditions specified in the permit-to-operate. The analyzer shall be calibrated,
maintained, and operated in accordance with the manufacturer's specifications and recommendations or a protocol
approved by the APCO. Emission readings taken shall be averaged over a 15 consecutive-minute period by either
taking a cumulative 15 consecutive-minute sample reading or by taking at least five (5) readings, evenly spaced out
over the 15 consecutive-minute period. [District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V
Permit

r

The permittee shall maintain records of: (1) the date and time of NOx, CO, and O2 measurements, (2) the 02
concentration in percent and the measured NOx and CO concentrations corrected to 3% 02, (3) make and model of
exhaust gas analyzer, (4) exhaust gas analyzer calibration records, and (5) a description of any corrective action taken
to maintain the emissions within the acceptable range. [District Rules 4305, 4306, and 4320] Federally Enforceable
Through Title V Permit

All emissions measurements shall be made with the unit operating either at conditions representative of normal
operations or conditions specified in the Permit to Operate. Unless otherwise specified in the Permit to Operate no
determination of compliance shall be established within two hours after a continuous period in which fuel flow to the
unit is shut off for 30 minutes or longer, or within 30 minutes after a re-ignition as defined in Section 3.0 of District
Rule 4320. For the purposes of permittee-performed alternate monitoring, emissions measurements may be performed
at any time after the unit reaches conditions representative of normal operation. [District Rules 4305, 4306, and 4320]
Federally Enforceable Through Title V Permit

Source testing to measure natural gas-combustion NOx and CO emissions from this unit shall be conducted at least
once every twelve (12) months (no more than 30 days before or after the required annual source test date). After
demonstrating compliance on two (2) consecutive annual source tests, the unit shall be tested not less than once every
thirty-six (36) months (no more than 30 days before or after the required 36-month source test date). If the result of
the 36-month source test demonstrates that the unit does not meet the applicable emission limits, the source testing
frequency shall revert to at least once every twelve (12) months. [District Rules 4305, 4306, and 4320] Federally
Enforceable Through Title V Permit

The source test plan shall identify which basis (ppmv or Ib/MMBtu) will be used to demonstrate compliance. [District
Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

CONDITIONS CONTINUE ON NEXT PAGE
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Conditions for S-1547-772-19 (continued) Page 4 of 4

29.

30.

31.

32.
33.

34.

The District must be notified at least 30 days prior to any compliance source test, and a source test plan must be
submitted for approval at least 15 days prior to testing. The results of each source test shall be submitted to the District
within 60 days thereafter. [District Rule 1081] Federally Enforceable Through Title V Permit

The following test methods shall be used: NOx (ppmv) - EPA Method 7E or ARB Method 100, NOx (Ib/MMBtu) -
EPA Method 19, CO (ppmv) - EPA Method 10 or 10B or ARB Method 100, stack gas oxygen - EPA Method 3 or 3A
or ARB Method 100, SOx (Ib/MMBtu) - ARB Method 100 or EPA Method 6, 6C or fuel gas sulfur content analysis
and EPA Method 19, fuel gas sulfur content - EPA Method 11 or 15, ASTM D3246 or double GC for H2S and
mercaptans performed in a laboratory, fuel gas hhv - ASTM D1826 or D1945 in conjunction with ASTM D3588.
[District Rules 1081, 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

For emissions source testing, the arithmetic average of three 30-consecutive-minute test runs shall apply. If two of
three runs are above an applicable limit the test cannot be used to demonstrate compliance with an applicable limit.
[District Rules 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

Operator shall provide an annual fuel sulfur content analysis to the District upon request. [District Rule 4320]

All records shall be maintained for a minimum of five (5) years, and shall be made available for District inspection
upon request. [District Rules 1070, 4305, 4306, and 4320] Federally Enforceable Through Title V Permit

Formerly S-1511-129
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